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NOTICE

This unofficial version of 40 CFR Part 75 (and 40 CFR 72.1 - 72.3) has been produced to assist
interested parties in understanding rule changes recently released by the U.S. Environmental Protection
Agency. Thisunofficial version contains the text of Part 75 (and 88 72.1 - 72.3) as amended by revisions
promulgated on October 27, 1998 (63 FR 57356), December 11, 1998 (63 FR 68400), May 13, 1999 (64
FR 25834), May 26, 1999 (64 FR 28564), and July 7, 1999 (64 FR 37582). While all reasonable steps
have been taken to produce this unofficial version in an accurate manner, the reader should compare the
exigting officia version of the affected parts as published by the Office of the Federa Register with the
revisions published in the Federal Register to determine formally how the revisions affect Part 75 and
8872.1-723.

For ease of electronic access, the material is split into two volumes. Volume | contains the table
of contents, 88 72.1 - 72.3, and the regulatory sections of Part 75; Volume Il contains the appendicesto
Part 75.

Finally, EPA plans to promulgate technical corrections and revisonsto Part 75 as part of arule
making in 2000. An Errata has been provided to assist the reader by clarifying the intent of certain
sections of the current rule that contain errors that may be confusing. Sections that are effected by an
errata comment are marked by an " X" to aert the reader.
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Appendix A to Part 75--Specifications
and Test Procedures

1. Installation and M easurement
L ocation

1.1 Pallutant Concentration and CO, or
O, Monitors

Following the procedures in section
3.1 of Peformance Specification 2 in
appendix B to part 60 of this chapter,
install the pollutant concentration monitor
or monitoring system at a location where
the pollutant concentration and emission
rate measurements are directly
representative of the total emissions from
the affected unit. Select a representative
measurement point or path for the monitor
probe(s) (or for the path from the
transmitter to the receiver) such that the
SO, pollutant concentration monitor or
NO, continuous emission monitoring
system (NO, pollutant concentration
monitor and diluent gas monitor) will pass
the relative accuracy test (see section 6 of
this appendix).

It is recommended that monitor
measurements be made at |ocations where
the exhaust gas temperature is above the
dew-point temperature. If the cause of
failureto meet therelative accuracy testsis
determined to be the measurement
location, relocate the monitor probe(s).

1.1.1 Point Pollutant Concentration and
CO, or O, Monitors

Locate the measurement point (1)
within the centroidal area of the stack or
duct cross section, or (2) no less than 1.0
meter from the stack or duct wall.

1.1.2 Path Pollutant Concentration and
CO, or O, Gas Monitors

Locate the measurement path (1)
totally within the inner area bounded by a
line 1.0 meter from the stack or duct wall,
or (2) such that at least 70.0 percent of the
path iswithin the inner 50.0 percent of the
stack or duct cross-sectiona area, or (3)
such that the path is centrally located
within any part of the centroidal area.

1.2 Flow Monitors ¥

Install the flow monitor in alocation
that provides representative volumetric
flow over al operating conditions. Sucha
location is one that provides an average
velocity of the flue gas flow over the stack
or duct cross section, provides a
representative SO, emissionrate (in [b/hr),
and is representative of the pollutant
concentration monitor location. Wherethe
moisture content of the flue gas affects
volumetric flow measurements, use the
procedures in both Reference Methods 1
and 4 of appendix A to part 60 of this
chapter to establish a proper location for
the flow monitor. The EPA recommends
(but does not require) performing a flow
profile study following the procedures in
40 CFR part 60, appendix A, method, 1,
section 2.5 or 2.4 for each of the three
operating or load levels indicated in
section 6.5.2 of this appendix to determine
the acceptability of the potentia flow
monitor location and to determine the
number and location of flow sampling
points required to obtain a representative
flow value. The procedurein 40 CFR part
60, appendix A, Test Method 1, section 2.5
may be used even if the flow measurement
location is greater than or equal to 2
equivalent stack or duct diameters
downstream or greater than or equal to %2
duct diameter upstream from a flow
disturbance. If aflow profile study shows
that cyclonic (or swirling) or stratified flow
conditions exist at the potential flow
monitor location that are likely to prevent
the monitor from meeting the performance
specifications of this part, then EPA
recommends either (1) selecting another
location where there is no cyclonic (or
swirling) or stratified flow condition, or (2)
eliminating the cyclonic (or swirling) or
stratified flow condition by straightening
the flow, e.g., by installing straightening
vanes. EPA also recommends selecting
flow monitor locations to minimize the
effectsof condensation, coating, erosion, or
other conditionsthat could adversely affect
flow monitor performance.

1.2.1 Acceptability of Monitor Location

The installation of a flow monitor is
acceptable if ether (1) the location
satisfies the minimum siting criteria of
method 1 in appendix A to part 60 of this
chapter (i.e., thelocation is greater than or
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equa to eight stack or duct diameters
downstream and two diameters upstream
from a flow disturbance; or, if necessary,
two stack or duct diameters downstream
and one-haf stack or duct diameter
upstream from a flow disturbance), or (2)
the results of a flow profile study, if
performed, are acceptable (i.e., thereareno
cyclonic (or swirling) or stratified flow
conditions), and the flow monitor also
satisfies the performance specifications of
thispart. If theflow monitor isinstalledin
a location that does not satisfy these
physical criteria, but nevertheless the
monitor achieves the performance
specificationsof thispart, then thelocation
is acceptable, notwithstanding the
requirements of this section.

1.2.2 Alternative Monitoring Location

X Whenever the designated
representative successfully demonstrates
that modifications to the exhaust duct or
stack (such asinstallation of straightening
vanes, modifications of ductwork, and the
like) are necessary for the flow monitor to
meet the performance specifications, the
Administrator may approve an interim
aternative flow monitoring methodology
and an extension to the required
certification date for the flow monitor.

Whenever the owner or operator
successfully demonstrates that
modifications to the exhaust duct or stack
(suchasinstallation of straightening vanes,
modifications of ductwork, and the like)
are necessary for the flow monitor to meet
the performance specifications, the
Administrator may approve an interim
aternative flow monitoring methodology
and an extension to the required
certification date for the flow monitor.

Whereno location existsthat satisfies
the physical siting criteriain section 1.2.1,
where the results of flow profile studies
performed at two or more aternative flow
monitor locations are unacceptable, or
where ingtallation of a flow monitor in
either the stack or the ducts is
demonstrated to be technically infeasible,
the owner or operator may petition the
Administrator for an aternative methodfor
monitoring flow.



2. Equipment Specifications
2.1 Instrument Span and Range

In implementing sections 2.1.1
through 2.1.6 of this appendix, set the
measurement range for each parameter
(SO,, NO,, CO,, O,, or flow rate) high
enough to prevent full-scale exceedances
from occurring, yet low enough to ensure
good measurement accuracy and to
maintain a high signal-to-noiseratio. To
meet these obj ectives, select therangesuch
that the readings obtained during typical
unit operation are kept, to the extent
practicable, between 20.0 and 80.0 percent
of full-scae range of the instrument.
These guidelines do not apply to: (1) SO,
readings obtained during the combustion
of very low sulfur fuel (asdefinedin§72.2
of this chapter); (2) SO, or NO, readings
recorded on the high measurement range,
for units with SO, or NO, emission
controlsand two span values; or (3) SO, or
NO, readings less than 20.0 percent of
full-scale on the low measurement range
for a dual span unit with SO, or NO,
emission controls, provided that the
readings occur during periods of high
control device efficiency.

211 SO,
Monitors

Pollutant Concentration

X Determine, asindicatedinthissection
2, the span value(s) and range(s) for an
SO, pollutant concentration monitor so
that all potential and expected
concentrationscan beaccurately measured
and recorded. Note that if a unit
exclusively combusts fuels that are very
low sulfur fuels (as defined in § 72.2 of
this chapter), the SO, monitor span
requirementsin § 75.11(e)(3)(iv) apply in
lieu of the requirements of this section.

2.1.1.1 Maximum Potential Concentration

X (a8 Make aninitia determination of
the maximum potential concentration
(MPC) of SO, by using Equation A-laor
A-1b. Base the MPC calculation on the
maximum percent sulfur and the minimum
gross cdorific value (GCV) for the
highest-sulfur fuel to be burned. The
maximum sulfur content and minimum
GCV schal be determined from al
available fuel sampling and analysis data
for that fuel from the previous 12 months
(minimum), excluding clearly anomalous

fuel sampling values. If the designated
representative certifies that the highest-
sulfur fuel isnever burned alonein the unit
during norma operation but is aways
blended or co-fired with other fuel(s), the
MPC may be calculated using a best
estimate of the highest sulfur content and
lowest gross calorific value expected for
the blend or fuel mixture and inserting
these values into Equation A-laor A-1b.
Derive the best estimate of the highest
percent sulfur and lowest GCV for ablend
or fuel mixture from weighted-average
values based upon the historical
composition of the blend or mixturein the
previous 12 (or more) months. If
insufficient representative fuel sampling
data are available to determine the
maximum sulfur content and minimum
GCV, use values from contract(s) for the
fuel(s) that will be combusted by the unit
inthe MPC calculation.

(b) Alternatively, if a certified SO,
CEMS is dready installed, the owner or
operator may make the initiad MPC
determination based upon quality assured
historical data recorded by the CEMS. If
thisoptionischosen, the MPC shall bethe
maximum SO, concentration observed
during the previous 720 (or more) quality
assured monitor operating hours when
combusting the highest-sulfur fuel (or
highest-sulfur blend if fuels are aways
blended or co-fired) that is to be
combusted in the unit or units monitored
by the SO, monitor. For units with SO,
emission controls, the certified SO,
monitor used to determine the MPC must
be located at or before the control device
inlet. Report the MPC and the method of
determination in the monitoring plan
required under § 75.53.

() When performing fuel sampling
to determine the MPC, use ASTM
Methods: ASTM D3177- 89, "Standard
Test Methods for Tota Sulfur in the
Anaysis Sample of Coal and Coke";
ASTM D4239-85, " Standard Test Methods
for Sulfur in the Analysis Sample of Coal
and Coke Using High Temperature Tube
Furnace Combustion Methods'; ASTM
D4294-90, "Standard Test Method for
Sulfur in Petroleum Products by Energy-
Dispersive X-Ray Fluorescence
Spectroscopy"; ASTM D1552-90,
"Standard Test Method for Sulfur in
Petroleum Products (High Temperature
Method)"; ASTM D129-91, "Standard
Test Method for Sulfur in Petroleum
Products (Genera Bomb Method)";
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ASTM D2622-92, " Standard Test Method
for Sulfur in Petroleum Products by X-Ray
Spectrometry" for sulfur content of solid or
liquid fuels; ASTM D3176-89, "Standard
Practice for Ultimate Analysis of Coa and
Coke"; ASTM D240-87 (Reapproved
1991), "Standard Test Method for Hesat of
Combustion of Liquid Hydrocarbon Fuels
by Bomb Caorimeter"; or ASTM
D2015-91, "Standard Test Method for
GrossCaorific Vaueof Coal and Cokeby
the Adiabatic Bomb Calorimeter” for GCV
(incorporated by reference under § 75.6).

%s)[ 209 - %OZW)

MPC (or MEC) = 11.32 x 10°
GCV 209

(Eg. A-1a)

or

%CO
MPC (or MEC) - 66.93 x 10° [ 25 2
aov)\ 100

(Eq. A-1b)

Where,

MPC = Maximum potential
concentration (ppm, wet basis). (To
convert to dry basis, divide the MPC
by 0.9.)

MEC = Maximum expected
concentration (ppm, wet basis). (To
convert to dry basis, divide the MEC
by 0.9).

%S = Maximum sulfur content of fuel to
befired, wet basis, weight percent, as
determined by ASTM D3177-89,
ASTM D4239-85, ASTM D4294-90,
ASTM D1552-90, ASTM D129-91,
or ASTM D2622-92 for solid or
liquid fuels(incorporated by reference
under § 75.6).

%0,,, = Minimum oxygen concentration,
percent wet basis, under typical
operating conditions.

%CO,,, = Maximum carbon dioxide
concentration, percent wet basis,
under typical operating conditions.

11.32 x 10° = Oxygen-based conversion
factor in Btu/lb(ppm)/%.

66.93 x 10° = Carbon dioxide-based
conversion factor in Btu/lb(ppm)/%.

Note: All percent valuesto beinserted
in the equations of this section are to be
expressed as a percentage, not afractional
value (e.g., 3, not .03).



2.1.1.2 Maximum Expected Concentration

(@ Makeaninitia determination of
the maximum expected concentration
(MEC) of SO, whenever: (a) SO,
emission controls are used; or (b) both
high-sulfur and low-sulfur fuels (e.g.,
high-sulfur coa and low-sulfur coal or
different grades of fuel oil) or high-sulfur
and low-sulfur fuel blends are combusted
as primary or backup fuels in a unit
without SO, emission controls. For units
with SO, emission controls, use Equation
A-2 to make the initiai MEC
determination. When high-sulfur and low-
sulfur fuels or blends are burned as
primary or backup fuelsin a unit without
SO, controls, use Equation A-laor A-1b
to calculate theinitial MEC valuefor each
fuel or blend, except for: (1) the highest-
sulfur fuel or blend (for which the MPC
was previoudy caculated in section
2.1.1.1 of this appendix); (2) fuels or
blends that are very low sulfur fuels (as
defined in § 72.2 of this chapter); or (3)
fuels or blends that are used only for unit
startup.

(b) For each MEC determination,
substitute into Equation A-laor A-1b the
highest sulfur content and minimum GCV
valuefor that fuel or blend, based upon all
available fuel sampling and analysis
results from the previous 12 months (or
more), or, if fuel sampling data are
unavailable, based upon fuel contract(s).

(c) Alternatively, if a certified SO,
CEMS is dready installed, the owner or
operator may make the initial MEC
determination(s) based upon historical
monitoring data. If this option is chosen
for aunit with SO, emission controls, the
MEC shal be the maximum SO,
concentration measured downstream of the
control deviceoutlet by the CEM Sover the
previous 720 (or more) quality assured
monitor operating hours with the unit and
thecontrol deviceboth operating normally.
For units that burn high- and low-sulfur
fuels or blends as primary and backup
fuels and have no SO, emission contrals,
the MEC for each fuel shall be the
maximum SO, concentration measured by
the CEM Sover the previous 720 (or more)
quality assured monitor operating hoursin
which that fuel or blend was the only fuel
being burned in the unit.

MEC = MPC (100-RE)
100

(Eq. A-2)

Where:

MEC = Maximum expected
concentration (ppm).

MPC = Maximum potential
concentration (ppm), as determined
by Eq. A-laor A-1b.

RE = Expected average design removal
efficiency of control equipment (%).

2.1.1.3 Span Vaue(s) and Range(s)

Determinethe high spanvalueandthe
high full-scale range of the SO, monitor as
follows. (Note: For purposes of this part,
thehigh span and rangerefer, respectively,
either to the span and range of a single
span unit or to the high span and range of
a dua span unit.) The high span value
shall be obtained by multiplying the MPC
by afactor no lessthan 1.00 and no greater
than 1.25. Round the span value upward
to the next highest multiple of 100 ppm. If
the SO, span concentration is < 500 ppm,
the span value may be rounded upward to
the next highest multiple of 10 ppm,
instead of the nearest 100 ppm. The high
span value shal be used to determine
concentrations of the calibration gases
required for daily calibration error checks
and linearity tests. Select the full-scale
range of the instrument to be consistent
with section 2.1 of this appendix and to be
greater than or equal to the span value.
Report the full-scale range setting and
calculations of the MPC and span in the
monitoring plan for the unit. Notethat for
certain applications, a second (low) SO,
span and range may be required (see
section 2.1.1.4 of this appendix). If an
existing state, local, or federal requirement
for span of an SO, pollutant concentration
monitor requires a span lower than that
required by this section or by section
2.1.1.4 of thisappendix, the state, local, or
federa span value may be used if a
satisfactory explanation isincluded in the
monitoring plan, unless span and/or range
adjustments become necessary in
accordance with section 2.1.1.5 of this
appendix. Span values higher than those
required by either this section or section
2.1.1.4 of this appendix must be approved
by the Administrator.
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2114 Dual Span and Range
Requirements

For most units, the high span value
based on the MPC, as determined under
section 2.1.1.3 of thisappendix will suffice
to measure and record SO, concentrations
(unless span and/or range adjustments
become necessary in accordance with
section 2.1.1.5 of this appendix). In some
instances, however, a second (low) span
value based on the MEC may be required
to ensure accurate measurement of all
possible or expected SO, concentrations.
Todeterminewhether two SO, spanvalues
are required, proceed as follows:

(@ For units with SO, emission
controls, compare the MEC from section
2.1.1.2 of this appendix to the high full-
scale range value from section 2.1.1.3 of
this appendix. If the MEC is > 20.0
percent of the high range value, then the
high span value and range determined
under section 2.1.1.3 of this appendix are
sufficient. 1f the MEC is< 20.0 percent of
the high range value, then a second (low)
span value is required.

(b) For unitsthat combust high- and
low-sulfur primary and backup fuels (or
blends) and have no SO, controls, compare
the high range value from section 2.1.1.3
of thisappendix (for the highest-sulfur fuel
or blend) to the MEC value for each of the
other fuels or blends, as determined under
section 2.1.1.2 of this appendix. If all of
the MEC values are > 20.0 percent of the
high range value, the high span and range
determined under section 2.1.1.3 of this
appendix are sufficient, regardiess of
which fuel or blend is burned in the unit.
If any MEC vaue is < 20.0 percent of the
high range value, then asecond (low) span
value must be used when that fuel or blend
is combusted.

(c) Whentwo SO, spansarerequired,
the owner or operator may either use a
single SO, analyzer with adual range(i.e.,
low- and high-scales) or two separate SO,
analyzers connected to a common sample
probe and sampleinterface. For unitswith
SO, emission controls, the owner or
operator may use alow range analyzer and
adefault high range value, as described in
paragraph (f) of this section, in lieu of
maintaining and quality assuring a high-
scalerange. Other monitor configurations
are subject to the approval of the
Administrator.



(d) The owner or operator shal
designate the monitoring systems and
components in the monitoring plan under
8 75.53 asfollows: designate the low and
high monitor ranges as separate SO,
components of a single, primary SO,
monitoring system; or designate the low
and high monitor ranges as the SO,
components of two separate, primary SO,
monitoring systems; or designate the
normal monitor range as a primary
monitoring system and the other monitor
range as a non-redundant backup
monitoring system; or, when a single,
dual-range SO, analyzer isused, designate
the low and high ranges as a single SO,
component of a primary SO, monitoring
system (if this option is selected, use a
special dual-range component type code,
as specified by the Administrator, to
satisfy the requirements of
§ 75.53(e)(1)(iv)(D)); or, for units with
SO, controls, if the default high range
value is used, designate the low range
andyzer as the SO, component of a
primary SO, monitoring system. Do not
designate the default high range as a
monitoring system or component. Other
component and system designations are
subject to approval by the Administrator.
Note that the component and system
designations for redundant backup
monitoring systems shall be the same as
for primary monitoring systems.

(e Each monitoring system
designated asprimary or redundant backup
shall meet the initia certification and
quality assurancerequirementsfor primary
monitoring systems in 8§ 75.20(c) or
8§ 75.20(d)(1), as applicable, and
appendices A and B to this part, with one
exception: relative accuracy test audits
(RATAS) are required only on the normal
range (for units with SO, emission
controls, the low range is considered
normal). Each monitoring system
designated as a non-redundant backup
shall meet the applicablequality assurance
requirementsin 8 75.20(d)(2).

(f) For dua span units with SO,
emission controls, the owner or operator
may, as an alternative to maintaining and
quality assuring a high monitor range, use
adefault highrangevalue. If thisoptionis
chosen, the owner or operator shall report
adefault SO, concentration of 200 percent
of the MPC for each unit operating hour in
which the full-scale of the low range SO,
analyzer is exceeded.

(g The high span value and range
shall be determined in accordance with
section 2.1.1.3 of this appendix. The low
span value shall be obtained by
multiplying the MEC by a factor no less
than 1.00 and no greater than 1.25, and
rounding the result upward to the next
highest multiple of 10 ppm (or 100 ppm,
as appropriate). For units that burn high-
and low-sulfur primary and backup fuels
or blends and have no SO, emission
controls, select, asthebasisfor calculating
the appropriate low span value and range,
thefuel-specific MEC valueclosest to 20.0
percent of the high full-scale range value
(from paragraph (b) of this section). The
low range must be greater than or equal to
the low span value, and the required
calibration gases must be selected based
on thelow span value. For unitswith two
SO, spans, usethelow rangewhenever the
SO, concentrations are expected to be
consistently below 20.0 percent of thehigh
full-scalerange value, i.e., when the MEC
of thefuel or blend being combustedisless
than 20.0 percent of the high full-scale
range value. When the full-scale of the
low rangeisexceeded, the high range shall
be used to measure and record the SO,
concentrations; or, if applicable, thedefault
high range value in paragraph (f) of this
section shall be reported for each hour of
the full-scale exceedance.

2.1.1.5 Adjustment of Span and Range

X For each affected unit or common
stack, the owner or operator shall make a
periodic evaluation of the MPC, MEC,
span, and range values for each SO,
monitor (at a minimum, an annual
evaluationisrequired) and shall make any
necessary span and range adjustments,
with corresponding monitoring plan
updates, as described in paragraphs (a)
and (b) of this section. Span and range
adjustments may berequired, for example,
as aresult of changes in the fuel supply,
changes in the manner of operation of the
unit, or installation or removal of emission
controls. In implementing the provisions
in paragraphs (a) and (b) of this section,
SO, data recorded during short-term, non-
representative processoperating conditions
(e.g., atria burn of adifferent type of fuel)
shall be excluded from consideration. The
owner or operator shall keep the results of
the most recent span and range evaluation
on-site, in aformat suitable for inspection.
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Make each required span or range
adjustment no later than 45 days after the
end of the quarter in which the need to
adjust the span or range is identified,
except that up to 90 days after the end of
that quarter may be taken to implement a
span adjustment if the calibration gases
currently being used for daily calibration
eror tests and linearity checks are
unsuitablefor usewith the new spanvalue.

(a) If thefue supply, the composition
of the fuel blend(s), the emission contrals,
or the manner of operation change such
that the maximum expected or potential
concentration changessignificantly, adjust
the span and range setting to assure the
continued accuracy of the monitoring
system. A "significant" change in the
MPC or MEC meansthat the guidelinesin
section 2.1 of this appendix can no longer
be met, as determined by either a periodic
evaluation by the owner or operator or
from the results of an audit by the
Administrator. The owner or operator
should evaluate whether any planned
changesin operation of the unit may affect
the concentration of emissions being
emitted from the unit or stack and should
plan any necessary span and range changes
needed to account for these changes, so
that they are madein astimely amanner as
practicable to coordinate with the
operational changes.  Determine the
adjusted span(s) using the procedures in
sections 2.1.1.3 and 21.14 of this
appendix (as applicable). Select the full-
scale range(s) of the instrument to be
greater than or equa to the new span
value(s) and to be consistent with the
guidelines of section 2.1 of this appendix.

(b) Whenever a full-scale range is
exceeded during a quarter and the
exceedanceisnot caused by amonitor out-
of-control period, proceed as follows:

(1) For exceedances of the high
range, report 200.0 percent of the current
full-scale range as the hourly SO,
concentration for each hour of thefull-scale
exceedance and make appropriate
adjustments to the MPC, span, and range
to prevent future full-scale exceedances.

(2) For unitswith two SO, spansand
ranges, if the low range is exceeded, no
further actionisrequired, provided that the
high range is available and is not out-of-
control or out-of-service for any reason.
However, if the high range is not able to
provide quality assured data at the time of
the low range exceedance or at any time



during the continuation of the exceedance,
report the MPC as the SO, concentration
until the readings return to the low range
or until the high range is able to provide
quality assured data (unlessthereason that
the high-scale range is not able to provide
quality assured data is because the high-
scal e range has been exceeded; if the high-
scale range is exceeded follow the
procedures in paragraph (b)(1) of this
section).

() Whenever changes are made to
the MPC, MEC, full-scale range, or span
value of the SO, monitor, as described in
paragraphs (a) or (b) of thissection, record
and report (as applicable) the new full-
scal e range setting, the new MPC or MEC
and cal culations of the adjusted span value
in an updated monitoring plan. The
monitoring plan update shall be made in
the quarter in which the changes become
effective. Inaddition, record and report the
adjusted span as part of the records for the
daily calibration error test and linearity
check specified by appendix B to this part.
Whenever the span value is adjusted, use
calibration gas concentrations that meet
the requirements of section 5.1 of this
appendix, based on the adjusted span
vaue. When a span adjustment is so
significant that the calibration gases
currently being used for daily calibration
eror tests and linearity checks are
unsuitablefor usewiththenew spanvalue,
then a diagnostic linearity test using the
new calibration gases must be performed
and passed. Data from the monitor are
considered invalid from the hour in which
the span is adjusted until the required
linearity check is passed in accordance
with section 6.2 of this appendix.

212 NO, Pollutant
Monitors

Concentration

X Determine, as indicated in section
2.1.2.1, the span and range value(s) for the
NO, pollutant concentration monitor so
that al expected NO, concentrations can
be determined and recorded accurately.

2.1.2.1 Maximum Potential Concentration

@ The maximum potential
concentration (MPC) of NO, for each
affected unit shal be based upon
whichever fuel or blend combusted in the
unit produces the highest level of NO,
emissions. Make an initial determination

of theMPC using the appropriate option as
follows:

Option 1: Use 800 ppm for coal-fired
and 400 ppm for oil- or gas-fired units as
the maximum potential concentration of
NO, (if an MPC of 1600 ppm for coal-
fired units or 480 ppm for oil- or gas-fired
units was previously selected under this
part, that value may still be used, provided
that the guidelines of section 2.1 of this
appendix are met);

Option 2: Use the specific vaues
based on boiler type and fuel combusted,
listed in Table 2-1 or Table 2-2;

Option 3: Use NO, emission test
results; or

Option 4: Use historical CEM data
over the previous 720 (or more) unit
operating hours when combusting the fuel
or blend with the highest NO, emission
rate.

(b) For the purpose of providing
substitute data during NO, missing data
periods in accordance with 88 75.31 and
75.33 and asrequired el sewhereunder this
part, the owner or operator shal also
caculate the maximum potential NO,
emission rate (MER), in Ib/mmBtu, by
substituting the MPC for NO, in
conjunction with the minimum expected
CO, or maximum O, concentration (under
all unit operating conditionsexcept for unit
startup, shutdown, and upsets) and the
appropriate F-factor into the applicable
equation in appendix F to this part. The
diluent cap value of 5.0 percent CO, (or
14.0 percent O,) for boilers or 1.0 percent
CO, (or 19.0 percent O,) for combustion
turbines may be used in the NO, MER
calculation.

(c) Report the method of determining
theinitial MPC and the calculation of the
maximum potential NO, emission rate in
the monitoring plan for the unit.

(d) For units with add-on NO,
controls (whether or not the unit is
equipped with low-NO, burner
technology), NO, emission testing may
only be used to determine the MPC if
testing can be performed either upstream
of the add-on controls or during atime or
season when the add-on controlsarenotin
operation. If NO, emission testing is
performed, use the following guidelines.
Use Method 7E from appendix A to part
60 of this chapter to measure total NO,
concentration. (Note: Method 20 from
appendix A to part 60 may be used for gas
turbines, instead of Method 7E.) Operate
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the unit, or group of units sharing a
common stack, at the minimum safe and
stable load, the norma load, and the
maximum load. If the normal load and
maximum load are identical, an
intermediate level need not be tested.
Operate at the highest excess O, leve
expected under normal operating
conditions. Make at least three runs of 20
minutes (minimum) duration with three
traverse points per run a each operating
condition. Select the highest point NO,
concentration from all test runs as the
MPC for NO..

(e) If historical CEM dataare used to
determine the MPC, the data must, for
uncontrolled units or units equipped with
low-NO, burner technology and no other
NO, contrals, represent aminimum of 720
quality assured monitor operating hours,
obtained under various operating
conditions including the minimum safe
and stable load, normal load (including
periods of high excessair at normal load),
and maximum load. For a unit with add-
on NO, controls (whether or not theunitis
equipped with low-NO, burner
technology), historical CEM datamay only
be used to determine the MPC if the 720
quality assured monitor operating hours of
CEM data are collected upstream of the
add-on controls or if the 720 hours of data
include periods when the add-on controls
are not in operation. The highest hourly
NO, concentration in ppm shall be the
MPC.

2.1.2.2 Maximum Expected Concentration

(@ Makeaninitial determination of
the maximum expected concentration
(MEC) of NO, during normal operation for
affected units with add-on NO, controls of
any kind (e.g., steam injection, water
injection, SCR, or SNCR). Determine a
separate MEC value for each type of fuel
(or blend) combusted inthe unit, except for
fuels that are only used for unit startup
and/or flame stabilization. Calculate the
MEC of NO, using Equation A-2, if
applicable, inserting the maximum
potential concentration, as determined
using the procedures in section 2.1.2.1 of
this appendix. Where Equation A-2 isnot
applicable, set the MEC either by: (1)
measuring the NO, concentration using the
testing procedures in this section; or (2)
using historical CEM data over the
previous 720 (or more) quality assured
monitor operating hours. Include in the



monitoring plan for the unit each MEC
value and the method by which the MEC
was determined.

(b) If NO, emission testing isused to
determine the MEC value(s), the MEC for
each type of fuel (or blend) shall be based
upon testing at minimum load, normal
load, and maximum load. At least three

tests of 20 minutes (minimum) duration,
using at least threetraverse points, shall be
performed at each load, using Method 7E
from appendix A to part 60 of this chapter
(Note: Method 20 from appendix A to part
60 may be used for gas turbines instead of
Method 7E). The test must be performed
at atimewhen all NO, control devicesand

methods used to reduce NO, emissionsare
operating properly. The testing shall be
conducted downstream of all NO, controls.
The highest point NO, concentration (e.g.,
the highest one-minute average) recorded
during any of the test runs shall be the
MEC.

TABLE 2-1. -- MAXIMUM POTENTIAL CONCENTRATION FOR NO, --

Coal-Fired Units

Unit type Maximum potential concentration for NO, (ppm)
Tangentially-fired dry bottom and fluidized bed 460
Wall-fired dry bottom, turbo-fired dry bottom, stokers 675
Roof-fired (vertically-fired) dry bottom, cell burners, arch-fired 975
Cyclone, wall-fired wet bottom, wet bottom turbo-fired 1200

Others

(€

1 Asapproved by the Administrator

TABLE 2-2. - MAXIMUM POTENTIAL CONCENTRATION FOR NOy --

Gas- And Qil-Fired Units

Unit type Maximum potential concentration for NO, (ppm)
Tangentialy-fired dry bottom 380
Wall-fired dry bottom 600
Roof-fired (vertically-fired) dry bottom, arch-fired 550
Existing combustion turbine or combined cycle turbine 200
New stationary gas turbine/combustion turbine 50
Others @

1 Asapproved by the Administrator

(c) If historical CEM dataare used to
determine the MEC value(s), the MEC for
each type of fuel shall be based upon 720
(or more) hours of quality assured data
representing the entire load range under
stable operating conditions. Thedatabase
for the MEC shall not include any CEM
data recorded during unit startup,
shutdown, or mafunction or during any
NO, control device mafunctions or
outages. All NO, control devices and
methods used to reduce NO, emissions
must be operating properly during each
hour. The CEM data shall be collected
downstream of all NO, controls. For each
type of fue, the highest of the 720 (or
more) quality assured hourly average NO,

concentrations recorded by the CEMS
shall be the MEC.

2.1.2.3 Span Vaue(s) and Range(s)

(a) Determine the high span vaue of
the NO, monitor as follows. The high
span value shall be obtained by
multiplying the MPC by a factor no less
than 1.00 and no greater than 1.25. Round
the span value upward to the next highest
multiple of 100 ppm. If the NO, span
concentrationis < 500 ppm, the span value
may be rounded upward to the next highest
multiple of 10 ppm, rather than 100 ppm.
The high span value shall be used to
determine the concentrations of the
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caibration gases required for daily
calibration error checks and linearity tests.
Notethat for certain applications, asecond
(low) NO, span and range may berequired
(see section 2.1.2.4 of this appendix).

(b) If an existing State, local, or
federa requirement for span of a NO,
pollutant concentration monitor requires a
span lower than that required by this
section or by section 2.1.2.4 of this
appendix, the State, local, or federal span
value may be used, where a satisfactory
explanation is included in the monitoring
plan, unlessspan and/or range adj ustments
become necessary in accordance with
section 2.1.2.5 of this appendix. Span
values higher than required by this section



or by section 2.1.2.4 of thisappendix must
be approved by the Administrator.

(c) Select the full-scale range of the
instrument to be consistent with section
2.1 of thisappendix and to be greater than
or equd to the high span value. Include
thefull-scalerange setting and cal culations
of the MPC and span in the monitoring
plan for the unit.

2124 Dual Span and Range
Requirements

For most units, the high span value
based on the MPC, as determined under
section2.1.2.3 of thisappendix will suffice
to measure and record NO, concentrations
(unless span and/or range adjustments
must be made in accordance with section
2125 of this appendix). In some
instances, however, a second (low) span
value based on the MEC may be required
to ensure accurate measurement of all
expected and potential NO, concentrations.
To determine whether two NO, spans are
required, proceed as follows:

(@ Compare the MEC vaue(s)
determined in section 2.1.2.2 of this
appendix to the high full-scalerange value
determined in section 2.1.2.3 of this
appendix. If the MEC valuesfor dl fuels
(or blends) are > 20.0 percent of the high
range value, the high span and range
valuesdetermined under section 2.1.2.3 of
this appendix are sufficient, irrespective of
which fudl or blend is combusted in the
unit. If any of the MEC valuesis < 20.0
percent of the high range value, two spans
(low and high) are required, one based on
the MPC and the other based on the MEC.

(b)  When two NO, spans are
required, the owner or operator may either
use a single NO, analyzer with a dual
range (low- and high-scales) or two
separate NO, analyzers connected to a
common sample probe and sample
interface.  For units with add-on NO,
emission controls (i.e., steam injection,
water injection, SCR, or SNCR), the
owner or operator may use a low range
analyzer and a"default high range value,"
asdescribed in paragraph 2.1.2.4(¢) of this
section, in lieu of maintaining and quality
assuring a high-scale range.  Other
monitor configurations are subject to the
approva of the Administrator.

(c) The owner or operator shall
designate the monitoring systems and
components in the monitoring plan under

8 75.53 asfollows: designate the low and
high ranges as separate NO, components
of a single, primary NO, monitoring
system; or designate the low and high
ranges as the NO, components of two
separate, primary NO, monitoring systems;
or designate the normal range asaprimary
monitoring system and the other range as
a non-redundant backup monitoring
system; or, when asingle, dual-range NO,
analyzer is used, designate the low and
high ranges as a single NO, component of
aprimary NO, monitoring system (if this
optionisselected, use aspecia dual-range
component type code, as specified by the
Administrator, to satisfy the requirements
of § 75.53(e)(1)(iv)(D)); or, for unitswith
add-on NO, contrals, if the default high
range value is used, designate the low
range analyzer as the NO, component of
the primary NO, monitoring system. Do
not designate the default high range as a
monitoring system or component. Other
component and system designations are
subject to approval by the Administrator.
Note that the component and system
designations for redundant backup
monitoring systems shall be the same as
for primary monitoring systems.

(d) Each monitoring system
designated asprimary or redundant backup
shall meet the initial certification and
quality assurance requirements in
§ 75.20(c) (for primary monitoring
systems), in § 75.20(d)(2) (for redundant
backup monitoring systems) and
appendices A and B to this part, with one
exception: relative accuracy test audits
(RATAS) are required only on the normal
range (for dua span units with add-on
NO, emission controls, the low range is
considered normal). Each monitoring
system designated as non-redundant
backup shall meet the applicable quality
assurance requirementsin § 75.20(d)(2).

(e) For dual span units with add-on
NO, emission controls (eg., steam
injection, water injection, SCR, or SNCR),
the owner or operator may, as an
dternative to maintaining and quality
assuring a high monitor range, use a
default high range value. If thisoptionis
chosen, the owner or operator shall report
a default value of 200.0 percent of the
MPC for each unit operating hour inwhich
the full-scale of the low range NO,
analyzer is exceeded.

(f) The high span and range shall be
determined in accordance with section
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2.1.2.3 of this appendix. The low span
value shall be 100.0to 125.0 percent of the
MEC, rounded up to the next highest
multiple of 10 ppm (or 100 ppm, if
appropriate). If morethan one MEC value
(as determined in section 2.1.2.2 of this
appendix) is < 20.0 percent of the high
full-scale range value, the low span value
shall be based upon whichever MEC value
is closest to 20.0 percent of the high range
value. Thelow range must be greater than
or equa to the low span value, and the
required calibration gasesfor thelow range
must be selected based on the low span
value. For unitswith two NO, spans, use
the low range whenever NO,
concentrations are expected to be
consistently < 20.0 percent of the high
rangevalue, i.e., when the MEC of thefuel
being combusted is < 20.0 percent of the
high range value. When the full-scale of
the low range is exceeded, the high range
shall be used to measure and record the
NO, concentrations; or, if applicable, the
default high range value in paragraph (€)
of this section shall be reported for each
hour of the full-scale exceedance.

2.1.2.5 Adjustment of Span and Range

X For each affected unit or common
stack, the owner or operator shall make a
periodic evaluation of the MPC, MEC,
span, and range values for each NO,
monitor (at a minimum, an annual
evaluation isrequired) and shall make any
necessary span and range adjustments,
with corresponding monitoring plan
updates, asdescribedin paragraphs(a) and
(b), of this section. Span and range
adjustments may berequired, for example,
as aresult of changes in the fuel supply,
changes in the manner of operation of the
unit, or installation or removal of emission
controls. In implementing the provisions
in paragraphs (a) and (b) of this section,
note that NO, data recorded during short-
term, non-representative operating
conditions (e.g., atrial burn of adifferent
type of fue) shall be excluded from
consideration. The owner or operator shall
keep the results of the most recent span
and range evaluation on-site, in a format
suitable for inspection. Make each
required span or range adjustment no later
than 45 days after the end of the quarter in
which the need to adjust the span or range
isidentified, except that up to 90 days after
the end of that quarter may be taken to
implement a span adjustment if the



calibration gases currently being used for
daily calibration error tests and linearity
checks are unsuitable for use with the new
span value.

(@ If the fuel supply, emission
controls, or other process parameters
change such that the maximum expected
concentration or the maximum potential
concentration changessignificantly, adjust
the NO, pollutant concentration span(s)
and (if necessary) monitor range(s) to
assure the continued accuracy of the
monitoring system. A "significant" change
in the MPC or MEC means that the
guidelinesin section 2.1 of this appendix
can no longer be met, as determined by
either aperiodic evaluation by the owner or
operator or from the results of an audit by
the Administrator. The owner or operator
should evaluate whether any planned
changes in operation of the unit or stack
may affect the concentration of emissions
being emitted from the unit and should
plan any necessary span and range changes
needed to account for these changes, so
that they aremadein astimely amanner as
practicable to coordinate with the
operational changes. An example of a
change that may require a span and range
adjustment is the installation of low-NO,
burner technology on a previoudy
uncontrolled unit. Determine the adjusted
span(s) using the procedures in section
2123 or 21.2.4 of this appendix (as
applicable). Select the full-scale range(s)
of the instrument to be greater than or
equal to the adjusted span value(s) and to
be consistent with the guidelines of section
2.1 of this appendix.

(b) Whenever a full-scale range is
exceeded during a quarter and the
exceedanceis not caused by amonitor out-
of-control period, proceed as follows:

(1) For exceedances of the high
range, report 200.0 percent of the current
full-scale range as the hourly NO,
concentration for each hour of the full-
scale exceedance and make appropriate
adjustments to the MPC, span, and range
to prevent future full-scale exceedances.

(2) For unitswithtwo NO, spansand
ranges, if the low range is exceeded, no
further actionisrequired, provided that the
high range is available and is not out-of -
control or out-of-service for any reason.
However, if the high range is not able to
provide quality assured data at the time of
the low range exceedance or at any time
during the continuation of the exceedance,

report the MPC as the NO, concentration
until the readings return to the low range
or until the high range is able to provide
quality assured data (unlessthereason that
the high-scale range is not able to provide
quality assured data is because the high-
scale range has been exceeded; if the high-
scale range is exceeded, follow the
procedures in paragraph (b)(1) of this
section).

(©) Whenever changes are made to
the MPC, MEC, full-scale range, or span
value of the NO, monitor as described in
paragraphs (a) and (b) of this section,
record and report (as applicable) the new
full-scale range setting, the new MPC or
MEC, maximum potential NO, emission
rate, and the adjusted span value in an
updated monitoring plan for the unit. The
monitoring plan update shall be made in
the quarter in which the changes become
effective. Inaddition, record and report the
adjusted span as part of therecords for the
daily calibration error test and linearity
check required by appendix B to this part.
Whenever the span value is adjusted, use
calibration gas concentrations that meet
the requirements of section 5.1 of this
appendix, based on the adjusted span
vadue. When a span adjustment is
significant enough that the calibration
gases currently being used for daily
calibration error tests and linearity checks
are unsuitable for use with the new span
value, a linearity test using the new
calibration gases must be performed and
passed. Data from the monitor are
considered invalid from the hour in which
the span is adjusted until the required
linearity check is passed in accordance
with section 6.2 of this appendix.

2.1.3 CO, and O, Monitors

For an O, monitor (including O,
monitors used to measure CO, emissions
or percentage moisture), select a span
value between 15.0 and 25.0 percent O,.
For a CO, monitor installed on a boailer,
select a span value between 14.0 and 20.0
percent CO,. For a CO, monitor installed
on a combustion turbine, an aternative
span value between 6.0 and 14.0 percent
CO, may beused. Andternative O, span
value below 15.0 percent O, may be used
if an appropriate technical justification is
included in the monitoring plan (eg., O,
concentrations above a certain level create
an unsafe operating condition). Select the
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full-scale range of the instrument to be
consistent with section 2.1 of thisappendix
and to be greater than or equal to the span
value. Select the cdibration gas
concentrations for the daily calibration
eror tests and linearity checks in
accordance with section 5.1 of this
appendix, aspercentagesof the spanvalue.
For O, monitors with span values > 21.0
percent O, purified instrument air
containing 20.9 percent O, may be used as
the high-level calibration material.

2.1.3.1 Maximum Potential Concentration
of CO,

For CO, pollutant concentration
monitors, the maximum potential
concentration shall be 14.0 percent CO, for
boilersand 6.0 percent CO, for combustion
turbines.  Alternatively, the owner or
operator may determinethe MPC based on
aminimum of 720 hours of quality assured
historical CEM data representing the full
operating load range of the unit(s). Note
that the MPC for CO, monitors shall only
be used for the purpose of providing
substitute data under this part. The CO,
monitor span and range shal be
determined according to section 2.1.3 of
this appendix.

2.1.3.2 Minimum Potential Concentration
of O,

The owner or operator of a unit that
uses a flow monitor and an O, diluent
monitor to determine heat input in
accordance with Equation F-17 or F-18in
appendix F to this part shal, for the
purposesof providing substitute dataunder
8§ 75.36, determine the minimum potential
O, concentration. The minimum potential
O, concentration shall be based upon 720
hours or more of quaity-assured CEM
data, representing the full operating load
range of the unit(s). The minimum
potential O, concentration shall be the
lowest quaity-assured hourly average O,
concentrationrecordedinthe 720 (or more)
hours of data used for the determination.

2.1.3.3 Adjustment of Span and Range

Adjust the span value and range of a
CO, or O, monitor in accordance with
section 2.1.1.5 of thisappendix (insofar as
those provisions are applicable), with the
term "CO, or O," applying instead of the



term" SO,". Set the new spanand rangein
accordance with section 2.1.3 of this
appendix and report the new span valuein
the monitoring plan.

2.1.4 Flow Monitors

Select the full-scale range of the flow
monitor so that it isconsistent with section
2.1 of this appendix and can accurately
measureall potential volumetric flow rates
at the flow monitor installation site.

2.1.4.1 Maximum Potential Velocity and
Flow Rate

For this purpose, determine the span
value of the flow monitor using the
following procedure. Calculate the
maximum potentia velocity (MPV) using
Equation A-3a or A-3b or determine the
MPV (wet basis) from velocity traverse
testing using Reference Method 2 (or its
allowable aternatives) in appendix A to
part 60 of thischapter. If using test values,
use the highest average velocity
(determined from the Method 2 traverses)
measured at or near the maximum unit
operating load. Expressthe MPV in units
of wet standard feet per minute (fpm). For
the purpose of providing substitute data
during periods of missing flow ratedatain
accordance with 88 75.31 and 75.33 and
asrequired elsewhereinthispart, calculate
the maximum potential stack gasflow rate
(MPF) in units of standard cubic feet per
hour (scfh), as the product of the MPV (in
units of wet, standard fpm) times 60, times
the cross-sectional areaof the stack or duct
(in ft?) at the flow monitor location.

FaH;
A

(Eg. A-33)

MPV =

20.9 100
209 - %0,, | 100 - %H,0

or

MPV =

FH|( 100 100
A )| %CO,, || 100 - %H,0

(Eq. A-3b)

Where:

MPV = maximum potential velocity
(fpm, standard wet basis).

F, = dry-basis F factor (dscf/mmBtu)
from Table 1, Appendix Fto thispart.

F, = carbon-based F factor

(scf CO,/mmBtu) from Table 1,
Appendix F to this part.

H; = maximum heat input (mmBtu/minute)
for all units, combined, exhausting to
the stack or duct where the flow
monitor is located.

A = inside cross sectional area (ft?) of
the flue at the flow monitor location.

%0,4 = maximum oxygen concentration,
percent dry basis, under normal
operating conditions.

%CO,4 = minimum carbon dioxide
concentration, percent dry bass,
under normal operating conditions.

%H,0O = maximum percent flue gas
moisture content under normal
operating conditions.

2.1.4.2 Span Values and Range

Determine the span and range of the
flow monitor as follows. Convert the
MPV, as determined in section 2.1.4.1 of
this appendix, to the same measurement
units of flow rate that are used for daily
calibration error tests (e.g., scfh, kscfh,
kacfm, or differential pressure (inches of
water)). Next, determine the "calibration
span value" by multiplying the MPV
(converted to equivalent daily calibration
error units) by a factor no less than 1.00
and no greater than 1.25, and rounding up
theresult to at least two significant figures.
For calibration span values in inches of
water, retain at least two decimal places.
Select appropriate reference signalsfor the
daily calibration error tests as percentages
of the calibration span value. Finadly,
caculate the "flow rate span value" (in
scfh) as the product of the MPF, as
determined in section 2.1.4.1 of this
appendix, times the same factor (between
1.00 and 1.25) that was used to calculate
the calibration span value. Round off the
flow rate span value to the nearest 1000
scfh. Select thefull-scalerange of theflow
monitor so that it isgreater than or equal to
the span value and is consistent with
section 2.1 of thisappendix. Includeinthe
monitoring plan for the unit: calculations
of the MPV, MPF, calibration span value,
flow rate span value, and full-scale range
(expressed both in scfh and, if different, in
the measurement units of calibration).

2.1.4.3 Adjustment of Span and Range

For each affected unit or common
stack, the owner or operator shall make a
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periodic evauation of the MPV, MPF,
span, and range values for each flow rate
monitor (at a minimum, an annual
evaluation isrequired) and shall make any
necessary span and range adjustmentswith
corresponding monitoring plan updates, as
described in paragraphs (a) through (c) of
this section 2.1.4.3. Span and range
adjustments may berequired, for example,
as aresult of changes in the fuel supply,
changes in the stack or ductwork
configuration, changes in the manner of
operation of the unit, or installation or
remova of emisson controls. In
implementing the provisionsin paragraphs
(a) and (b) of thissection 2.1.4.3, note that
flow rate data recorded during short-term,
non-representative operating conditions
(e.g., atria burn of adifferent type of fuel)
shall be excluded from consideration. The
owner or operator shall keep the results of
the most recent span and range evaluation
on-site, in aformat suitable for inspection.
Make each required span or range
adjustment no later than 45 days after the
end of the quarter in which the need to
adjust the span or range isidentified.

(@ If the fuel supply, stack or
ductwork configuration, operating
parameters, or other conditions change
such that the maximum potential flow rate
changes significantly, adjust the span and
range to assure the continued accuracy of
the flow monitor. A "significant" change
in the MPV or MPF means that the
guidelines of section 2.1 of this appendix
can no longer be met, as determined by
either aperiodic eval uation by theowner or
operator or from the results of an audit by
the Administrator. The owner or operator
should evaluate whether any planned
changesin operation of the unit may affect
the flow of the unit or stack and should
plan any necessary span and range changes
needed to account for these changes, so
that they are madein astimely amanner as
practicable to coordinate with the
operational  changes. Calculate the
adjusted calibration span and flow rate
span valuesusing the proceduresin section
2.1.4.2 of this appendix.

(b) Whenever the full-scale range is
exceeded during a quarter, provided that
the exceedance is not caused by amonitor
out-of-control period, report 200.0 percent
of the current full-scal e range asthe hourly
flow rate for each hour of the full-scale
exceedance. If the range is exceeded,
make appropriate adjustmentsto the M PF,



flow rate span, and rangeto prevent future
full-scale exceedances. Calculate the new
calibration span vaue by converting the
new flow rate span valuefrom unitsof scfh
to units of daily calibration. A calibration
error test must be performed and passed to
validate data on the new range.

() Whenever changes are made to
the MPV, MPF, full-scale range, or span
value of the flow monitor, as described in
paragraphs (a) and (b) of this section,
record and report (as applicable) the new
full-scale range setting, calculations of the
flow rate span value, calibration span
value, MPV, and MPF in an updated
monitoring plan for the unit. The
monitoring plan update shall be made in
the quarter in which the changes become
effective. Record and report the adjusted
calibration span and reference values as
parts of therecordsfor thecalibration error
test required by appendix B to this part.
Whenever the cdibration span vaue is
adjusted, use reference values for the
calibration error test that meet the
requirements of section 2.2.2.1 of this
appendix, based on the most recent
adjusted calibration spanvalue. Performa
calibration error test according to section
2.1.1 of appendix B to this part whenever
making a change to the flow monitor span
or range, unless the range change aso
triggers arecertification under § 75.20(b).

2.15 Minimum Potential Moisture
Percentage

Except as provided in section 2.1.6 of
this appendix, the owner or operator of a
unit that uses a continuous moisture
monitoring system to correct emission
rates and heat inputs from adry basisto a
wet basis (or vice-versa) shdl, for the
purpose of providing substitute data under
8 75.37, use adefault value of 3.0 percent
H,O as the minimum potential moisture
percentage. Alternatively, the minimum
potential moisture percentage may be
based upon 720 hours or more of quality-
assured CEM data, representing the full
operating load range of the unit(s). If this
option is chosen, the minimum potential
moisture percentage shall be the lowest
quality-assured hourly average H,O
concentration recorded in the 720 (or
more) hours of data used for the
determination.

216 Maximum Potential Moisture
Percentage

When Equation 19-3, 19-4 or 19-8in
Method 19 in appendix A to part 60 of this
chapter isused to determine NO, emission
rate, the owner or operator of a unit that
uses a continuous moisture monitoring
system shall, for the purpose of providing
substitute data under § 75.37, determine
the maximum potential moisture
percentage. The maximum potentia
moisture percentage shall be based upon
720 hoursor moreof quality-assured CEM
data, representing the full operating load
range of the unit(s). The maximum
potential moisture percentage shall be the
highest quality-assured hourly average
H,O concentration recorded in the 720 (or
more) hours of data used for the
determination.

22[Reserved] X
3. Performance Specifications
3.1 Calibration Error

(a) Thecdlibration error performance
specificationsin this section apply only to
7-day calibration error tests under sections
6.3.1 and 6.3.2 of this appendix and to the
offlinecalibration demonstration described
in section 2.1.1.2 of appendix B to this
part. The calibration error limits for daily
operation of the continuous monitoring
systems required under this part are found
in section 2.1.4(a) of appendix B to this
part.

(b) Thecdibration error of SO, and
NO, pollutant concentration monitorsshall
not deviate from the reference vaue of
either thezero or upscalecalibration gasby
more than 2.5 percent of the span of the
instrument, as calculated using Equation
A-5of thisappendix. Alternatively, where
the span value is less than 200 ppm,
calibration error test results are aso
acceptable if the absolute value of the
difference between the monitor response
value and the reference value, | R-Alin
Equation A-5 of thisappendix, is < 5 ppm.
The cdlibration error of CO, or O,
monitors (including O, monitors used to
measure CO, emissions or percent
moisture) shall not deviate from the
reference value of the zero or upscale
calibration gas by > 0.5 percent O, or
CO,, ascalculated using theterm |R-A lin
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the numerator of Equation A-5 of this
appendix. The cdibration error of flow
monitors shall not exceed 3.0 percent of
the calibration span vaue of the
instrument, as calculated using Equation
A-6 of this appendix. For differentia
pressure-type flow monitors, the
calibration error test results are aso
acceptableif | R-A |, the absolute value of
the difference between the monitor
response and the reference vaue in
Equation A-6, does not exceed 0.01 inches
of water.

3.2 Linearity Check

For SO, and NO, pollutant
concentration monitors, the error in
linearity for each calibration gas
concentration (low-, mid- , and
high-levels) shal not exceed or deviate
from the reference value by more than 5.0
percent (as calculated using equation A-4
of this appendix). Linearity check results
are also acceptableif the absolute value of
the difference between the average of the
monitor response va uesand the average of
the reference values, *R-A* in equation
A-4 of this appendix, islessthan or equal
to 5 ppm. For CO, or O, monitors
(including O, monitors used to measure
CO, emissions or percent moisture):

(1) The eror in linearity for each
calibration gas concentration (low-, mid-,
and high-levels) shall not exceed or deviate
from the reference value by more than 5.0
percent ascal culated using equation A-4 of
this appendix; or

(2) The absolute value of the
difference between the average of the
monitor response va uesand the average of
the reference values, *R-A* in equation
A-4 of this appendix, shall be less than or
equd to 0.5 percent CO, or O,, whichever
islessrestrictive.

3.3 Relative Accuracy
3.3.1 Relative Accuracy for SO,

The relative accuracy for SO,
pollutant concentration monitors and for
SO,-diluent continuous emission
monitoring systems used by units with a
qualifying Phase | technology for the
period during which the units are required
to monitor SO, emission removal
efficiency, from January 1, 1997 through
December 31, 1999, shall not exceed 10.0



percent except as provided below in this
section.

For affected units where the average
of the monitor measurements of SO,
concentration during the relative accuracy
test audit is less than or equa to 250.0
ppm (or for SO,-diluent monitors, lessthan
or equa to 0.5 Ib/mmBTU), the mean
value of the monitor measurements shall
not exceed +15.0 ppm of the reference
method mean vaue (or, for SO,-diluent
monitors, not to exceed +0.03 Ib/mmBTU
for the period during which the units are
required to monitor SO, emission removal
efficiency, from January 1, 1997 through
December 31, 1999) wherever therelative
accuracy specification of 10.0 percent is
not achieved.

3.3.2 Relative Accuracy for NO,-Diluent
Continuous Emission Monitoring Systems

(@ The reative accuracy for NO,-
diluent continuous emission monitoring
systems shall not exceed 10.0 percent.

(b) For affected units where the
average of the monitoring system
measurementsof NO, emissionrateduring
the relative accuracy test audit islessthan
or equal to 0.200 Ib/mmBtu, the mean
value of the continuous emission
monitoring system measurementsshall not
exceed £0.020 Ib/mmBtu of the reference
method mean value wherever the relative
accuracy specification of 10.0 percent is
not achieved.

3.3.3 Relative Accuracy for CO, and O,
Pollutant Concentration Monitors

The relative accuracy for CO, and O,
monitors shall not exceed 10.0 percent.
The relative accuracy test results are also
acceptable if the mean difference of the
CO, or O, monitor measurements and the
corresponding reference method
measurement, calculated using equation
A-7 of thisappendix, iswithin 1.0 percent
CO, or O,.

3.3.4 Relative Accuracy for Flow

Except as provided below in this
section, the relative accuracy for flow
monitors, where volumetric gas flow is
measured in scfh, shall not exceed 15.0
percent through December 31, 1999.
Beginning on January 1, 2000 (except as
provided bel ow inthissection), therelative

accuracy of flow monitorsshall not exceed
10.0 percent.

For affected units where the average
of the flow monitor measurements of gas
velocity during one or more operating
levels of the relative accuracy test audit is
less than or equal to 10.0 fps, the mean
vaue of the flow monitor veocity
measurements shall not exceed 2.0 fps of
the reference method mean value in fps
wherever the relative accuracy
specification above is not achieved.

3.3.5 Combined SO./Flow Monitoring
System [Reserved]

3.3.6 Rdative Accuracy for Moisture
Monitoring Systems

The relative accuracy of a moisture
monitoring system shall not exceed 10.0
percent. The relative accuracy test results
are also acceptable if the mean difference
of the reference method measurements (in
percent H,0) and the corresponding
moi sture monitoring system measurements
(in percent H,O), caculated using
Equation A-7 of thisappendix arewithin+
1.5 percent H,0.

337 Relative Accuracy for
Concentration Monitoring Systems

NO,

@ The following requirement
applies only to NO, concentration
monitoring systems (i.e., NO, pollutant
concentration monitors) that are used to
determine NO, mass emissions, wherethe
owner or operator elects to monitor and
report NO, mass emissions using a NO,
concentration monitoring system and a
flow monitoring system.

(b) The relative accuracy for NO,
concentration monitoring systemsshall not
exceed 10.0 percent. Alternatively, for
affected units where the average of the
monitoring system measurements of NO,
concentration during the relative accuracy
test audit is less than or equa to 250.0
ppm, the mean value of the continuous
emission monitoring system measurements
shal not exceed + 15.0 ppm of the
reference method mean value.

3.4 Bias

34.1 SO, Pollutant Concentration
Monitors, NO, Concentration Monitoring
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Systems and NO,-Diluent Continuous
Emission Monitoring Systems

SO, pollutant concentration monitors,
NO,-diluent continuous emission
monitoring systemsand NO, concentration
monitoring systems used to determineNO,
mass emissions, as defined in
8 75.71(a)(2), shall not be biased low as
determined by thetest procedurein section
7.6 of this appendix. The bias
specification applies to al SO, pollutant
concentration monitors and to al NO,
concentration monitoring systems,
including those measuring an average SO,
or NO, concentration of 250.0 ppm or less,
andtoall NO,-diluent continuousemission
monitoring systems, including those
measuring an average NO, emission rate
of 0.200 Ib/mmBtu or less.

3.4.2 Flow Monitors

Flow monitorsshall not be biased low
as determined by the test procedure in
section 7.6 of this appendix. The bias
specification applies to al flow monitors
including those measuring an average gas
velocity of 10.0 fpsor less.

3.5 Cycle Time

The cycle time for pollutant
concentration monitors, oxygen monitors
used to determine percent moisture, and
any other continuous emission monitoring
system(s) required to perform acycletime
test shall not exceed 15 minutes.

4. Data Acquisition and Handling
Systems

Automated data acquisition and
handling systems shall read and record the
full range of pollutant concentrations and
volumetric flow from zero through span
and provide a continuous, permanent
record of all measurements and required
information asan ASCI| flat file capabl e of
transmission both by direct computer-to-
computer electronic transfer via modem
and EPA-provided software and by an
IBM-compatible personal computer
diskette . These systems also shall have
the capability of interpreting and
converting the individual output signals
from an SO, pollutant concentration
monitor, a flow monitor, and a NO,
continuous emission monitoring system to



produce a continuous readout of pollutant
mass emission rates in the units of the
standard. Where CO, emissions are
measured with a continuous emission
monitoring system, the data acquisition
and handling system shall also produce a
readout of CO, mass emissionsin tons.

Data acquisition and handling
systems shall also compute and record
monitor calibration error; any bias
adjustments to pollutant concentration,
flow rate, or NO, emission rate data; and
al missing data procedure statistics
specified in subpart D of this part.

For an excepted monitoring system
under appendix D or E of this part, data
acquisition and handling systems shall:

(1) Read and record the full range of
fuel flowrate through the upper range
vaue

(2) Calculateand record intermediate
values necessary to obtain emissions, such
as mass fuel flowrate and heat input rate;

(3) Cdlculateand record emissionsin
units of the standard (Ib/hr of SO,
Ib/mmBtu of NO,);

(4) Predict and record NO, emission
rate using the heat input rate and the
NO,/heat input correlation developed
under appendix E of this part;

(5) Cdculate and record al missing
data substitution values specified in
appendix D or E of this part; and

(6) Provide a continuous, permanent
record of all measurements and required
information as an ASCII flat file capable
of transmission both by direct computer-
to-computer electronic transfer viamodem
and EPA-provided software and by an
IBM-compatible personal computer
diskette .

5. Calibration Gas
5.1 Reference Gases

For the purposes of part 75,
calibration gases include the following:

5.1.1 Standard Reference M aterials(SRM)

These cdlibration gases may be
obtained from the National Institute of
Standards and Technology (NIST) at the
following address. Quince Orchard and
Cloppers Road, Gaithersburg, Maryland
20899-0001.

5.1.2 SRM-Equivaent Compressed Gas
Primary Reference Material (PRM)

Contact the Gas Metrology Team,
Analytical Chemistry Division, Chemical
Science and Technology Laboratory of
NIST, at the addressin section 5.1.1, for a
list of vendors and cylinder gases.

5.1.3 NIST Traceable Reference M aterials

Contact the Gas Metrology Team,
Analytical Chemistry Division, Chemical
Science and Technology Laboratory of
NIST, at the addressin section 5.1.1, for a
list of vendors and cylinder gases.

5.1.4 EPA Protocol Gases

(@ EPA Protocol gases must be
vendor-certified to bewithin 2.0 percent of
the concentration specified on the cylinder
label (tag value), using the uncertainty
calculation procedure in section 2.1.8 of
the "EPA Traceability Protocol for Assay
and Certification of Gaseous Calibration
Standards," September 1997, EPA-600/R-
97/121.

(b) A copy of EPA-600/R-97/121 is
available from the National Technica
Information Service, 5285 Port Royal
Road, Springfield, VA, 703-487-4650 and
from the Office of Research and
Development, (MD-77B), U.S.
Environmental Protection Agency,
Research Triangle Park, NC 27711.

5.1.5 Research Gas Mixtures

Research gas mixtures must be
vendor-certified to bewithin 2.0 percent of
the concentration specified on the cylinder
label (tag value), using the uncertainty
calculation procedure in section 2.1.8 of
the "EPA Traceability Protocol for Assay
and Certification of Gaseous Calibration
Standards," September 1997, EPA-600/R-
97/121. Inquiriesabout theRGM program
should bedirected to: National Institute of
Standards and Technology, Analytica
Chemistry Division, Chemical Scienceand
Technology Laboratory, B-324 Chemistry,
Gaithersburg, MD 20899.

5.1.6 Zero Air Materid

Zero air materia is defined in § 72.2
of this chapter.
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5.1.7  NIST/EPA-Approved Certified
Reference Materiads

Existing certified reference materials
(CRMs) that are dill within their
certification period may be used as
calibration gas.

5.1.8 Gas Manufacturer’'s Intermediate
Standards

Gas manufacturer’'s intermediate
standards is defined in § 72.2 of this
chapter.

5.2 Concentrations

Four concentration levelsarerequired
asfollows.

5.2.1 Zero-level Concentration

0.0 to 20.0 percent of span, including
span for high-scale or both low- and
high-scale for SO,, NO,, CO,, and O,
monitors, as appropriate.

5.2.2 Low-level Concentration

20.0t030.0 percent of span, including
span for high-scale or both low- and
high-scale for SO,, NO,, CO,, and O,
monitors, as appropriate.

5.2.3 Mid-level Concentration

50.0t060.0 percent of span, including
span for high-scale or both low- and
high-scale for SO,, NO,, CO,, and O,
monitors, as appropriate.

5.2.4 High-level Concentration

80.0 to 100.0 percent of span,
including span for high-scale or both low-
and high-scalefor SO,, NO,, CO,, and O,

monitors, as appropriate.

6. Certification Testsand Procedures
6.1 Pretest Preparation

Install the components of the
continuous emission monitoring system
(i.e., pollutant concentration monitors, CO,
or O, monitor, and flow monitor) as
specified in sections 1, 2, and 3 of this
appendix, and prepare each system
component and the combined system for



operation in accordance with the
manufacturer's written instructions.
Operate the unit(s) during each period
when measurements are made. Units may
be tested on non-consecutive days. To the
extent practicable, test the DAHS software
prior to testing the monitoring hardware.

6.2 Linearity Check (General
Procedures)

Check thelinearity of each SO,, NO,,
CO,, and O, monitor while the unit, or
group of units for a common stack, is
combusting fuel at conditions of typical
stack temperature and pressure; it is not
necessary for the unit to be generating
electricity during this test.
Notwithstanding theserequirements, if the
SO, or NO, span value for a particular
monitor range is < 30 ppm, that range is
exempted from the linearity test
requirements of this part. For units using
emission controls and other units using
both a high and a low span, perform a
linearity check on both the low- and high-
scales for initia certification. For on-
going quality assurance of the CEMS,
perform linearity checks, using the
procedures in this section, on the range(s)
and at the frequency specified in section
2.2.1 of appendix B tothispart. Challenge
each monitor with cdibration gas, as
defined in section 5.1 of this appendix, at
the low-, mid-, and high-range
concentrations specified in section 5.2 of
this appendix. Introduce the calibration
gasat thegasinjection port, asspecifiedin
section 2.2.1 of this appendix. Operate
each monitor at its norma operating
temperature and conditions. For extractive
and dilution type monitors, pass the
caibration gas through all filters,
scrubbers, conditioners, and other monitor
components used during normal sampling
and through as much of the sampling
probe as is practical. For in-situ type
monitors, perform calibration checking all
active electronic and optical components,
including the transmitter, receiver, and
andlyzer.  Chalenge the monitor three
timeswith each referencegas (seeexample
data sheet in Figure 1). Do not use the
same gas twice in succession. To the
extent practicable, the duration of each
linearity test, from the hour of the first
injection to the hour of the last injection,
shall not exceed 24 unit operating hours.
Record the monitor response from the data

acquisition and handling system. For each
concentration, use the average of the
responsesto determinetheerrorinlinearity
using Equation A-4 in this appendix.
Linearity checksareacceptablefor monitor
or monitoring system certification,
recertification, or quality assuranceif none
of the test results exceed the applicable
performance specifications in section 3.2
of this appendix. The status of emission
data from a CEMS prior to and during a
linearity test period shall be determined as
follows:

(@) For the initid certification of a
CEMS, data from the monitoring system
areconsideredinvaiduntil al certification
tests, including thelinearity test, have been
successfully completed, unless the data
validation proceduresin § 75.20(b)(3) are
used. When the procedures in
8 75.20(b)(3) are followed, the words
“initial certification" apply instead of
"recertification," and complete al of the
initial certification tests by the applicable
deadline in § 75.4, rather than within the
time periods specified in § 75.20(b)(3)(iv)
for the individual tests.

(b) For the routine quality assurance
linearity checks required by section 2.2.1
of appendix B to this part, use the data
validation procedures in section 2.2.3 of
appendix B to this part.

() When alinearity test is required
as a diagnostic test or for recertification,
use the data validation procedures in
§ 75.20(b)(3).

(d) For linearity tests of non-
redundant backup monitoring systems, use
the data validation procedures in
§ 75.20(d)(2)(iii).

(e) For linearity tests performed
during a grace period and after the
expiration of a grace period, use the data
validation proceduresin sections2.2.3 and
2.2.4, respectively, of appendix B to this
part.

(f) For all other linearity checks, use
the data validation procedures in section
2.2.3 of appendix B to this part.

6.3 7-Day Calibration Error Test

6.3.1 GasMonitor 7-day Calibration Error
Test

Measure the calibration error of each
SO, monitor, each NO, monitor and each
CO, or O, monitor while the unit is
combusting fuel (but not necessarily
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generating electricity) once each day for 7
consecutive operating days according to
the following procedures. (In the event
that extended unit outages occur after the
commencement of the test, the 7
consecutive unit operating days need not
be 7 consecutive calendar days.) Units
using dual span monitorsmust performthe
calibration error test on both high- and
low-scales of the pollutant concentration
monitor.  The calibration error test
procedures in this section and in section
6.3.2 of thisappendix shall also be used to
perform the daly assessments and
additional calibration error tests required
under sections 2.1.1 and 2.1.3 of appendix
B to this part. Do not make manual or
automatic adjustments to the monitor
settingsuntil after taking measurementsat
both zero and high concentration levelsfor
that day duringthe 7-day test. If automatic
adjustments are made following both
injections, conduct thecalibration error test
such that the magnitude of the adjustments
can be determined and recorded. Record
and report test results for each day using
the unadjusted concentration measured in
the calibration error test prior to making
any manual or automatic adjustments(i.e.,
resetting the calibration). The calibration
error tests should be approximately 24
hours apart, (unless the 7-day test is
performed over non-consecutive days).
Perform calibration error tests at both the
zero-level concentration and high-level
concentration, asspecifiedin section 5.2 of
this appendix. Alternatively, a mid-level
concentration gas (50.0 to 60.0 percent of
the span value) may be used in lieu of the
high-level gas, provided that the mid-level
gas is more representative of the actual
stack gas concentrations. In addition,
repeat the procedure for SO, and NO,
pollutant concentration monitors using the
low-scalefor unitsequipped withemission
controls or other units with dua span
monitors. Use only calibration gas, as
specified in section 5.1 of this appendix.
Introduce the calibration gas at the gas
injection port, as specified in section 2.2.1
of this appendix. Operate each monitor in
its normal sampling mode. For extractive
and dilution type monitors, pass the
calibration gas through al filters,
scrubbers, conditioners, and other monitor
components used during normal sampling
and through as much of the sampling
probe as is practical. For in-situ type
monitors, perform calibration, checkingall



active electronic and optical components,
including the transmitter, receiver, and
analyzer. Challenge the pollutant
concentration monitors and CO, or O,
monitors once with each calibration gas.
Record the monitor response from the data
acquisition and handling system. Using
Equation A-5 of this appendix, determine
the calibration error at each concentration
once each day (at approximately 24-hour
intervals) for 7 consecutive daysaccording
to the procedures given in this section.
Theresults of a7-day calibration error test
are acceptable for monitor or monitoring
system certification, recertification or
diagnostic testing if none of these daily
calibration error test results exceed the
applicable performance specifications in
section 3.1 of thisappendix. The status of
emission data from a gas monitor prior to
and during a 7-day calibration error test
period shall be determined as follows:

(a) Forinitia certification, datafrom
themonitor are considered invalid until all
certification tests, including the 7-day
calibration error test, have been
successfully completed, unless the data
validation proceduresin § 75.20(b)(3) are
used. When the procedures in
8§ 75.20(b)(3) are followed, the words
“initial certification" apply instead of
"recertification,” and complete al of the
initial certification tests by the applicable
deadline in § 75.4, rather than within the
time periods specified in § 75.20(b)(3)(iv)
for the individual tests.

(b) When a 7-day calibration error
test is required as a diagnostic test or for
recertification, use the data validation
proceduresin § 75.20(b)(3).

6..3.2 Flow Monitor 7-day Cdlibration
Error Test

Perform the 7-day calibration error
test of a flow monitor, when required for
certification, recertification, or diagnostic
testing, according to the following
procedures. Introducethe reference signal
corresponding to the values specified in
section 2.2.2.1 of this appendix to the
probe tip (or equivaent), or to the
transducer. During the 7-day certification
test period, conduct the calibration error
test while the unit is operating once each
unit operating day (as close to 24-hour
intervals as practicable). In the event that
extended unit outages occur after the
commencement of the test, the 7

consecutive operating days need not be 7
consecutive calendar days. Record the
flow monitor responses by means of the
data acquisition and handling system.
Cdculate the calibration error using
Equation A-6 of this appendix. Do not
perform any corrective maintenance,
repair, or replacement upon the flow
monitor during the 7-day test period other
than that required in the quality
assurance/quality control plan required by
appendix B of this part. Do not make
adjustments between the zero and high
reference level measurements on any day
during the 7-day test. If the flow monitor
operates within the cdibration error
performance specification (i.e., lessthan or
equa to 3.0 percent error each day and
requiring no corrective maintenance,
repair, or replacement during the 7-day test
period), the flow monitor passes the
calibration error test. Record all
maintenance activities and the magnitude
of any adjustments. Record output
readings from the data acquisition and
handling system before and after al
adjustments. Record and report al
calibration error test results using the
unadjusted flow rate measured in the
calibration error test prior to resetting the
calibration. Record all adjustments made
during the 7-day period at the time the
adjustment ismade, and report theminthe
certification or recertification application.
The status of emissions data from a flow
monitor prior to and during a 7-day
calibration error test period shal be
determined as follows:

(a) Forinitia certification, datafrom
themonitor are considered invalid until all
certification tests, including the 7-day
calibration error test, have been
successfully completed, unless the data
validation proceduresin § 75.20(b)(3) are
used. When the procedures in
8 75.20(b)(3) are followed, the words
“initial certification" apply instead of
"recertification,” and complete al of the
initial certification tests by the applicable
deadline in § 75.4, rather than within the
time periods specified in § 75.20(b)(3)(iv)
for the individual tests.

(b) When a 7-day cdlibration error
test is required as a diagnostic test or for
recertification, use the data validation
proceduresin § 75.20(b)(3).
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6.4 Cycle Time Test

Perform cycle time tests for each
pollutant concentration monitor and
continuous emission monitoring system
while the unit is operating, according to
the following procedures (see also Figure
6 at the end of this appendix). Use a
zero-level and ahigh-level cdibration gas
(asdefined in section 5.2 of this appendix)
dternately. To determine the upscale
elapsed time, inject a zero-level
concentration calibration gasinto the probe
tip (or injection port leading to the
calibration cell, for in situ systemswith no
probe). Record the stable starting gas
vaue and start time, using the data
acquisition and handling system (DAHS).
Next, alow the monitor to measure the
concentration of flue gas emissions until
the response stabilizes. Record the stable
ending stack emissions value and the end
time of the test using the DAHS.
Determine the upscale elapsed time as the
time it takes for 95.0 percent of the step
change to be achieved between the stable
starting gas value and the stable ending
stack emissions value. Then repeat the
procedure, starting by injecting the
high-level gas concentration to determine
the downscale elapsed time, which is the
time it takes for 95.0 percent of the step
change to be achieved between the stable
starting gas value and the stable ending
stack emissionsvalue. End thedownscale
test by measuring the stable concentration
of flue gas emissions. Record the stable
starting and ending monitor values, the
start and end times, and the downscale
elapsed time for the monitor using the
DAHS. A stable valueis equivaent to a
reading with a change of less than 2.0
percent of the span value for 2 minutes, or
a reading with a change of less than 6.0
percent from the measured average
concentration over 6 minutes. (Owners or
operators of systems which do not record
data in 1-minute or 3- minute intervals
may petition the Administrator under
8§ 75.66 for aternaive stabilization
criteria). For monitors or monitoring
systemsthat perform a series of operations
(such as purge, sample, and analyze), time
the injections of the calibration gases so
they will producethelongest possiblecycle
time. Report the dower of the two elapsed
times (upscale or downscale) as the cycle
timefor the analyzer. (See Figure 5 at the
end of thisappendix.) For the NO,-diluent



continuous emission monitoring system
test and SO,-diluent continuous emission
monitoring system test, record and report
thelonger cycletime of thetwo component
analyzers as the system cycle time. For
time-shared systems, this procedure must
be done at all probe locations that will be
polled within the same 15-minute period
during monitoring system operations. To
determine the cycle time for time-shared
systems, add together the longest cycle
time obtained a each of the probe
locations. Report the sum of the longest
cycle time at each of the probe locations
plus the sum of the time required for all
purge cycles (as determined by the
continuous emission monitoring system
manufacturer) a each of the probe
locations as the cycle time for each of the
time-shared systems. For monitors with
dual ranges, report the test results from on
the range giving the longer cycle time.
Cycle time test results are acceptable for
monitor or monitoring system certification,
recertification or diagnostic testing if none
of the cycletimes exceed 15 minutes. The
status of emissions data from a monitor
prior to and during acycletimetest period
shall be determined as follows:

(a) Forinitia certification, datafrom
themonitor are considered invalid until all
certification tests, including the cycletime
test, have been successfully completed,
unless the data validation procedures in
8§ 75.20(b)(3) are used. When the
procedures in § 75.20(b)(3) are followed,
the words "initid certification" apply
instead of "recertification," and complete
al of theinitia certification tests by the
applicable deadline in § 75.4, rather than
within the time periods specified in
§ 75.20(b)(3)(iv) for the individual tests.

(b) Whenacycletimetestisrequired
as a diagnostic test or for recertification,
use the data validation procedures in
§ 75.20(b)(3).

6.5 Relative Accuracy and Bias Tests
(General Procedures)

Performtherequired relativeaccuracy
test audits (RATAS) as follows for each
CO, pollutant concentration monitor
(including O, monitors used to determine
CO, pollutant concentration), each SO,
pollutant concentration monitor, each NO,
concentration monitoring system used to
determine NO, mass emissions, each flow
monitor, each NO,-diluent continuous

emission monitoring system, each O, or
CO, diluent monitor used to cal culate heat
input, each moisture monitoring system
and each SO,-diluent continuousemission
monitoring system. For NO, concentration
monitoring systemsused to determineNO,
mass emissions, as defined in
875.71(3)(2), usethesame general RATA
procedures as for SO, pollutant
concentration monitors; however, use the
reference methods for NO, concentration

specified in section 6.5.10 of this
appendix:
@ Except as provided in

8 75.21(a)(5), perform each RATA while
the unit (or units, if more than one unit
exhausts into the flue) is combusting the
fuel that is normal for that unit (for some
units, more than one type of fuel may be
considered normal, eg., a unit that
combusts gas or oil on a seasonal basis).
When relative accuracy test audits are
performed on continuous emission
monitoring systems or component(s) on
bypass stacks/ducts, use the fuel normally
combusted by the unit (or units, if more
than one unit exhausts into the flue) when
emissions exhaust through the bypass
stack/ducts.

(b) Perform each RATA at the load
level(s) specified in section 6.5.1 or 6.5.2
of this appendix or in section 2.3.1.3 of
appendix B to this part, as applicable.

(c) For monitoring systemswith dual
ranges, perform the relative accuracy test
on the range normally used for measuring
emissions. For units with add-on SO, or
NO, controls or for units that need a dual
rangeto record high concentration " spikes"
during startup conditions, thelow rangeis
considered norma. However, for some
dual span units(e.g., for unitsthat use fuel
switching or for which the emission
controls are operated seasondlly), either of
the two measurement ranges may be
considered normal; in such cases, perform
the RATA ontherangethat isin use at the
time of the scheduled test.

(d) Record monitor or monitoring
system output from the data acquisition
and handling system.

(e Complete each single-load
relative accuracy test audit within aperiod
of 168 consecutive unit operating hours, as
defined in § 72.2 of this chapter (or, for
CEMS ingtalled on common stacks or
bypass stacks, 168 consecutive stack
operating hours, as defined in § 72.2 of
this chapter). For 2-level and 3-level flow
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monitor RATAs, complete al of the
RATAs a dl levels, to the extent
practicable, within a period of 168
consecutiveunit (or stack) operating hours;
however, if thisis not possible, up to 720
consecutive unit (or stack) operating hours
may be taken to complete a multiple-load
flow RATA.

(f) The status of emission data from
the CEMS prior to and during the RATA
test period shall be determined asfollows:

(1) For the initia certification of a
CEMS, data from the monitoring system
areconsideredinvalid until all certification
tests, including the RATA, have been
successfully completed, unless the data
validation proceduresin § 75.20(b)(3) are
used. When the procedures in
8 75.20(b)(3) are followed, the words
“initial certification" apply instead of
"recertification," and complete al of the
initial certification tests by the applicable
deadline in § 75.4, rather than within the
time periods specified in § 75.20(b)(3)(iv)
for the individual tests.

(2) For the routine quality assurance
RATAs required by section 2.3.1 of
appendix B to this part, use the data
validation procedures in section 2.3.2 of
appendix B to this part.

(3) For recertification RATAS, use
the data validation procedures in
§ 75.20(b)(3).

(4) For quality assurance RATAS of
non-redundant backup monitoring systems,
use the data validation procedures in
88§ 75.20(d)(2)(v) and (vi).

(5) For RATAsperformed during and
after the expiration of a grace period, use
the data validation procedures in sections
2.3.2 and 2.3.3, respectively, of appendix
B to this part.

(6) Forall other RATAS, usethedata
validation procedures in section 2.3.2 of
appendix B to this part.

(g) For each SO, or CO, pollutant
concentration monitor, each flow monitor,
each CO, or O, diluent monitor used to
determine heat input, each NO,
concentration monitoring system used to
determineNO, mass emissions, asdefined
in875.71(8)(2), each moisture monitoring
system and each NO,-diluent continuous
emission monitoring system, calculate the
relative accuracy, in accordance with
section 7.3 or 7.4 of this appendix, as
applicable. In addition (except for CO,,
0,, SO,-diluent or moisture monitors), test
for bias and determine the appropriate bias



adjustment factor, in accordance with
sections 7.6.4 and 7.6.5 of this appendix,
using the data from the relative accuracy
test audits.

6.5.1 Gas Monitoring System RATAs
(Special Considerations)

(@ Peform the required relative
accuracy test audits for each SO, or CO,
pollutant concentration monitor, each CO,
or O, diluent monitor used to determine
heat input, each NO,-diluent continuous
emission monitoring system, each NO,
concentration monitoring system used to
determine NO, massemissions, asdefined
in 8§ 75.71(8)(2), and each SO,-diluent
continuousemission monitoring system, at
the norma load level for the unit (or
combined units, if common stack), as
defined in section 6.5.2.1 of thisappendix.
If two load levels have been designated as
normal, the RATAs may be done at either
load level.

(b) For the initia certification of a
gas monitoring system and for
recertifications in which, in addition to a
RATA, one or more other tests are
required (i.e., a linearity test, cycle time
test, or 7-day calibration error test), EPA
recommends that the RATA not be
commenced until the other required tests of
the CEMSS have been passed.

6.5.2 Flow Monitor RATAs (Specid
Considerations)

(@ Except for flow monitors on
bypass stacks/ducts and peaking units,
performrelativeaccuracy test auditsfor the
initial certification of each flow monitor at
three different exhaust gas velocities (low,
mid, and high), corresponding to three
different load levels within the range of
operation, as defined in section 6.5.2.1 of
this appendix. For a common stack/duct,
the three different exhaust gas velocities
may be obtained from frequently used
unit/load combinations for the units
exhausting to the common stack. Select
the three exhaust gas velocities such that
the audit points at adjacent load levels
(i.e., low and mid or mid and high), in
megawatts (or in thousands of Ib/hr of
steam production), are separated by noless
than 25.0 percent of therange of operation,
as defined in section 6.5.2.1 of this
appendix.

(b) For flow monitors on bypass
stacks/ducts and peaking units, the flow
monitor relative accuracy test audits for
initial certification and recertification shall
be single-load tests, performed at the
normal load, as defined in section 6.5.2.1
of this appendix.

(¢) Flow monitor recertification
RATAsshall bedoneat threeload level(s),
unlessotherwisespecifiedin paragraph (b)
of this section or unless otherwise
specified or approved by the
Administrator.

(d) The semiannua and annual
quality assurance flow monitor RATAS
required under appendix B to this part
shall be done at the load level (s) specified
in section 2.3.1.3 of appendix B to this
part.

6.5.2.1 Range of Operation and Normal
Load Level(s) X

(@ The owner or operator shal
determine the upper and lower boundaries
of the""range of operation” for each unit (or
combination of units, for common stack
configurations) that uses CEM Sto account
foritsemissionsand for each unit that uses
the optional fuel flow-to-load quality
assurancetest in section 2.1.7 of appendix
D to this part. The lower boundary of the
range of operation of a unit shal be the
minimum safe, stable load. For common
stacks, the minimum safe, stableload shall
be the lowest of the minimum safe, stable
loads for any of the units discharging
through the stack. Alternatively, for a
group of frequently-operated units that
serve a common stack, the sum of the
minimum safe, stable loads for the
individual units may be used as the lower
boundary of the range of operation. The
upper boundary of the range of operation of
a unit shall be the maximum sustainable
load. The "maximum sustainable load" is
the higher of either: the nameplateor rated
capacity of the unit, less any physical or
regulatory limitationsor other deratings; or
the highest sustainable unit load, based on
at least four quarters of representative
historical operating data. For common
stacks, the maximum sustainable load is
the sum of all of the maximum sustainable
loads of the individual units discharging
through the stack, unless this load is
unattainablein practice, in which case use
the highest sustainable combined load for
the units that discharge through the stack,
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based on a least four quarters of
representative historical operating data.
The load values for the unit(s) shal be
expressed either in units of megawatts or
thousands of Ib/hr of steam load.

(b) The operating levels for relative
accuracy test audits shall, except for
peaking units, be defined as follows: the
"low" operating level shall bethefirst 30.0
percent of therange of operation; the"mid"
operating level shall be the middle portion
(30.0 to 60.0 percent) of the range of
operation; and the "high" operating level
shall be the upper end (60.0 to 100.0
percent) of the range of operation. For
example, if theupper and lower boundaries
of the range of operation are 100 and 1100
megawatts, respectively, thenthelow, mid,
and high operating levelswould be 100 to
400 megawatts, 400 to 700 megawatts,
and 700 to 1100 megawatts, respectively.

(c) The owner or operator shall
identify, for each affected unit or common
stack (except for peaking units), the
"normd" load level or levels (low, mid or
high), based on the operating history of the
unit(s). This requirement becomes
effective on April 1, 2000; however, the
owner or operator may choose to comply
with this requirement prior to April 1,
2000. Toidentify thenormal load level(s),
the owner or operator shall, at aminimum,
determinetherelative number of operating
hours at each of the threeload levels, low,
mid and high over the past four
representative operating quarters. The
owner or operator shall determine, to the
nearest 0.1 percent, the percentage of the
time that each load level (low, mid, high)
has been used during that time period. A
summary of the data used for this
determination and the calculated results
shall be kept on-site in a format suitable
for inspection.

(d) Based on the anaysis of the
historical 1oad data the owner or operator
shall designate the most frequently used
load level asthe normal load level for the
unit (or combination of units, for common
stacks). The owner or operator may aso
designate the second most frequently used
load level as an additional normal load
level for the unit or stack. For peaking
units, norma load designations are
unnecessary; the entire operating load
range shall be considered normal. If the
manner of operation of the unit changes
significantly, such that the designated
normal load(s) or the two most frequently



used load levels change, the owner or
operator shall repeat the historical load
analysis and shall redesignate the normal
load(s) and the two most frequently used
load levels, asappropriate. A minimum of
two representative quarters of historical
load data are required to document that a
changein the manner of unit operation has
occurred.

(e) Beginning on April 1, 2000, the
owner or operator shall report the upper
and lower boundaries of the range of
operation for each unit (or combination of
units, for common stacks), in units of
megawatts or thousands of |b/hr of steam
production, in the eectronic quarterly
report required under § 75.64. Except for
peaking units, the owner or operator shall
indicate, in the electronic quarterly report
(as part of the electronic monitoring plan)
the load level (or levels) designated as
normal under this section and shall also
indicate the two most frequently used |oad
levels..

6.5.2.2 Multi-Load Flow RATA Results

For each multi-load flow RATA,
caculate the flow monitor relative
accuracy at each operating level. If aflow
monitor relative accuracy test is failed or
aborted due to a problem with the monitor
on any level of a 2-level (or 3-leve)
relative accuracy test audit, the RATA
must be repeated at that load level.
However, the entire 2-level (or 3-leve)
relative accuracy test audit does not have
to be repeated unless the flow monitor
polynomia coefficients or K-factor(s) are
changed, inwhich casea3-level RATA is
required.

Concentration

653 CO, Pollutant

Monitors X

Perform relative accuracy test audits
for each CO, monitor (measuring in
percent CO,) at a normal operating level
for the unit (or combined units, if common
stack).

6.5.4 Cdlculations

Using the data from the relative
accuracy test audits, calculate relative
accuracy and bias in accordance with the
procedures and equations specified in
section 7 of this appendix.

6.5.5 Reference Method Measurement
Location

Select alocation for reference method
measurementsthat is (1) accessible; (2) in
the same proximity as the monitor or
monitoring system location; and (3) meets
the requirements of Performance
Specification 2 in appendix B of part 60 of
this chapter for SO, and NO, continuous
emission monitoring systems, Performance
Specification 3 in appendix B of part 60 of
this chapter for CO, or O, monitors, or
Method 1 (or 1A) in appendix A of part 60
of this chapter for volumetric flow, except
as otherwise indicated in this section or as
approved by the Administrator.

6.5.6 Reference Method Traverse Point
Selection

Select traverse points that ensure
acquisition of representative samples of
pollutant and diluent concentrations,
moi sture content, temperature, and fluegas
flow rate over the flue cross section. To
achievethis, the reference method traverse
points shall meet the requirements of
section 3.2 of Performance Specification 2
("PS No. 2") in appendix B to part 60 of
this chapter (for SO,, NO,, and moisture
monitoring system RATAS), Performance
Specification 3 in appendix B to part 60 of
this chapter (for O, and CO, monitor
RATAS), Method 1 (or 1A) (for volumetric
flow rate monitor RATAS), Method 3 (for
molecular weight), and Method 4 (for
moisture determination) in appendix A to
part 60 of this chapter. Unless otherwise
specified, use only codified versions of PS
No. 2 revised as of July 1, 1995, July 1,
1996 or July 1, 1997. The following
aternative reference method traverse point
locations are permitted for moisture and
gas monitor RATAS:

(@ For moisture determinations
where the moisture data are used only to
determine stack gas molecular weight, a
single reference method point, located at
least 1.0 meter from the stack wall, may be
used. For moisture monitoring system
RATASs and for gas monitor RATAs in
which moisture data are used to correct
pollutant or diluent concentrations from a
dry basis to a wet basis (or vice-versa),
single-point moisture sampling may only
be used if the 12-point stratification test
described in section 6.5.6.1 of this
appendix is performed prior to the RATA
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for at least one pollutant or diluent gas,
and if the test is passed according to the
acceptance criteriain section 6.5.6.3(b) of
this appendix.

(b) For gas monitoring system
RATAS, the owner or operator may use
any of the following options:

(1) At any location (including
locations where stratification is expected),
useaminimum of six traverse pointsalong
adiameter, inthe direction of any expected
stratification. The points shall be located
in accordance with Method 1 in appendix
A to part 60 of this chapter.

(2) At locationswhere section 3.2 of
PS No. 2 dlows the use of a short
reference method measurement line (with
three points located at 0.4, 1.0, and 2.0
meters from the stack wall), the owner or
operator may use an aternative 3-point
measurement line, locating thethree points
at 4.4, 14.6, and 29.6 percent of the way
across the stack, in accordance with
Method 1 in appendix A to part 60 of this
chapter.

(3) Atlocationswheredtratificationis
likely to occur (e.g., following a wet
scrubber or when dissmilar gas streams
are combined), the short measurement line
from section 3.2 of PS No. 2 (or the
dternative line described in paragraph
(b)(2) of this section) may be used in lieu
of the prescribed "long" measurement line
in section 3.2 of PS No. 2, provided that
the 12-point stratification test described in
section 6.5.6.1 of this appendix is
performed and passed one time at the
location (according to the acceptance
criteria of section 6.5.6.3(a) of this
appendix) and provided that either the 12-
point dtratification test or the aternative
(abbreviated) stratification test in section
6.5.6.2 of this appendix is performed and
passed prior to each subsequent RATA at
the location (according to the acceptance
criteria of section 6.5.6.3(a) of this
appendix).

(4 A single reference method
measurement point, located no less than
1.0 meter from the stack wall and situated
along one of the measurement lines used
for the stratification test, may be used at
any sampling location if the 12-point
stratification test described in section
6.5.6.1 of this appendix is performed and
passed prior to each RATA at thelocation
(according to the acceptance criteria of
section 6.5.6.3(b) of this appendix).



6.5.6.1 Stratification Test

(&) With the unit(s) operating under
steady-state conditions at normal load, as
defined in section 6.5.2.1 of thisappendix,
use a traversing gas sampling probe to
measure the pollutant (SO, or NO,) and
diluent (CO, or O,) concentrations at a
minimum of twelve (12) points, located
according to Method 1 in appendix A to
part 60 of this chapter.

(b) Use Methods 6C, 7E, and 3A in
appendix A to part 60 of this chapter to
make the measurements. Data from the
referencemethod analyzersmust bequality
assured by performing analyzer calibration
error and system bias checks before the
series of measurements and by conducting
system bias and calibration drift checks
after the measurements, in accordancewith
the procedures of Methods 6C, 7E, and
3A.

(¢) Measure for a minimum of 2
minutes at each traverse point. To the
extent practicable, complete the traverse
within a 2-hour period.

(d) If theload has remained constant
(x 3.0 percent) during the traverse and if
the reference method analyzers have
passed all of therequired quality assurance
checks, proceed with the data analysis.

(e) Calculate the average NO,, SO,,
and CO, (or O,) concentrations at each of
the individual traverse points. Then,
calculatethearithmetic averageNO,, SO,,
and CO, (or O,) concentrations for all
traverse points.

6.5.6.2 Alternative (Abbreviated)
Stratification Test

() With the unit(s) operating under
steady-state conditions at normal load, as
defined in section 6.5.2.1 of thisappendix,
use a traversing gas sampling probe to
measure the pollutant (SO, or NO,) and
diluent (CO, or O,) concentrationsat three
points. The points shal be located
according to the specificationsfor thelong
measurement line in section 3.2 of PS No.
2 (i.e., locate the points 16.7 percent, 50.0
percent, and 83.3 percent of theway across
thestack). Alternatively, theconcentration
measurements may be madeat six traverse
points dong a diameter. The six points
shall be located in accordance with
Method 1 in appendix A to part 60 of this
chapter.

(b) Use Methods 6C, 7E, and 3A in
appendix A to part 60 of this chapter to
make the measurements. Data from the
referencemethod analyzersmust bequality
assured by performing analyzer calibration
error and system bias checks before the
series of measurements and by conducting
system bias and calibration drift checks
after the measurements, in accordancewith
the procedures of Methods 6C, 7E, and
3A.

(¢) Measure for a minimum of 2
minutes a each traverse point. To the
extent practicable, complete the traverse
within a 1-hour period.

(d) If theload has remained constant
(x 3.0 percent) during the traverse and if
the reference method anayzers have
passed all of therequired quality assurance
checks, proceed with the data analysis.

(e) Calculate the average NO,, SO,,
and CO, (or O,) concentrations at each of
the individual traverse points. Then,
calculatethe arithmetic average NO,, SO,,
and CO, (or O,) concentrations for al
traverse points.

6.5.6.3 Stratification Test Results and
Acceptance Criteria

(@) For each pollutant or diluent gas,
the short reference method measurement
line described in section 3.2 of PS No. 2
may be used in lieu of the long
measurement line prescribed in section 3.2
of PSNo. 2if the results of a stratification
test, conducted in accordance with section
6.5.6.1 or 6.5.6.2 of this appendix (as
appropriate; see section 6.5.6(b)(3) of this
appendix), show that the concentration at
eachindividual traverse point differsby no
more than = 10.0 percent from the
arithmetic average concentration for al
traverse points. The results are also
acceptable if the concentration at each
individual traversepoint differsby nomore
than = 5 ppm or = 0.5 percent CO, (or O,)
from the arithmetic average concentration
for dl traverse points.

(b) For each pollutant or diluent gas,
a single reference method measurement
point, located at least 1.0 meter from the
stack wall and situated along one of the
measurement lines used for the
stratification test, may be used for that
pollutant or diluent gas if the results of a
stratification test, conducted in accordance
with section 6.5.6.1 of thisappendix, show
that the concentration at each individual
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traverse point differsby nomorethan+ 5.0
percent from the arithmetic average
concentration for all traverse points. The
results are also acceptable if the
concentration at each individua traverse
point differs by no morethan+ 3 ppmor +
0.3 percent CO, (or O,) fromthearithmetic
average concentration for all traverse
points.

(c) The owner or operator shall keep
theresults of all stratification tests on-site,
in aformat suitable for inspection, as part
of the supplementary RATA records
required under § 75.56(a)(7) or
8 75.59(a)(7), as applicable.

6.5.7 Sampling Strategy

(@ Conduct the reference method
tests so they will yield results
representative of the pollutant
concentration, emission rate, moisture,
temperature, and flue gas flow rate from
the unit and can be correlated with the
pollutant concentration monitor, CO, or O,
monitor, flow monitor, and SO, or NO,
continuous emission monitoring system
measurements.  Theminimum acceptable
time for a gas monitoring system RATA
run or for a moisture monitoring system
RATA runis 21 minutes. For each run of
a gas monitoring system RATA, adll
necessary pollutant concentration
measurements, diluent concentration
measurements, and moisture
measurements (if applicable) must, to the
extent practicable, be made within a 60-
minute period. For NO,-diluent or SO,-
diluent monitoring system RATAS, the
pollutant and diluent concentration
measurements must be made
simultaneoudly. For flow monitor RATAS,
the minimum time per run shall be 5
minutes. Flow rate reference method
measurements may be made either
sequentialy from port to port or
simultaneously at two or more sample
ports. The velocity measurement probe
may be moved from traverse point to
traverse point either manually or
automatically. If, during a flow RATA,
significant pulsations in the reference
method readings are observed, be sure to
allow enough measurement time at each
traverse point to obtain an accurate average
reading when amanual readout method is
used (e.g., a"sight-weighted" averagefrom
a manometer). A minimum of one set of
auxiliary measurements for stack gas



molecular weight determination (i.e.,
diluent gas data and moisture data) is
required for every clock hour of a flow
RATA or for every three test runs
(whichever islessrestrictive). Successive
flow RATA runs may be performed
without waiting in-betweenruns. If an O,-
diluent monitor is used as a CO,
continuous emission monitoring system,
perform a CO, system RATA (i.e,
measure CO,, rather than O,, with the
reference  method). For moisture
monitoring systems, an appropriate
coefficient, "K" factor or other suitable
mathematical agorithm may be devel oped
prior to the RATA, to adjust the
monitoring system readingswith respect to
thereferencemethod. If such acoefficient,
K-factor or algorithm isdevel oped, it shall
be applied to the CEMS readings during
the RATA and (if the RATA is passed), to
the subsequent CEM S data, by means of
the automated data acquisition and
handling system. The owner or operator
shall keep records of the current
coefficient, K factor or algorithm, as
specified in 88 75.56(8)(5)(ix) and
75.59(a)(5)(vii). Whenever thecoefficient,
K factor or algorithm ischanged, aRATA
of the moisture monitoring system is
required.

(b) To properly correlate individual
SO, or NO, continuous emission
monitoring system data(inIb/mmBtu) and
volumetric flow rate data with the
reference method data, annotate the
beginning and end of each reference
method test run (including the exact time
of day) on the individual chart recorder(s)
or other permanent recording device(s).

6.5.8 Correlation of ReferenceMethod and
Continuous Emission Monitoring System

Confirm that the monitor or
monitoring system and reference method
test results are on consistent moisture,
pressure, temperature, and diluent
concentration basis (e.g., since the flow
monitor measuresflow rate on awet basis,
method 2 test results must al so be on awet
basis). Compare flow-monitor and
reference method results on a scfh basis.
Also, consider the response times of the
pollutant concentration monitor, the
continuous emission monitoring system,
and the flow monitoring system to ensure
comparison of simultaneous
measurements.

For each relative accuracy test audit
run, compare the measurements obtained
from the monitor or continuous emission
monitoring system (in ppm, percent CO,,
Ib/mmBtu, or other units) against the
corresponding reference method values.
Tabulate the paired datain atable such as
the one shown in Figure 2.

6.5.9 Number of Reference Method Tests

Perform a minimum of nine sets of
paired monitor (or monitoring system) and
reference method test data for every
required (i.e., certification, recertification,
diagnostic, semiannual, or annual) relative
accuracy test audit. For 2-level and 3-
level relative accuracy test audits of flow
monitors, perform aminimum of nine sets
at each of the operating levels.

Note: The tester may choose to
perform more than nine sets of reference
method tests. If this option is chosen, the
tester may reject a maximum of three sets
of the test results, as long as the total
number of test results used to determine
therelative accuracy or biasisgreater than
or equal tonine. Report al data, including
therejected CEM Sdataand corresponding
reference method test results.

6.5.10 Reference Methods

Thefollowing methodsfrom appendix
A to part 60 of this chapter or their
approved dternatives are the reference
methods for performing relative accuracy
test audits. Method 1 or 1A for siting;
Method 2 or its allowable aternatives in
appendix A to part 60 of this chapter
(except for Methods 2B and 2E) for stack
gas velocity and volumetric flow rate;
Methods 3, 3A, or 3B for O, or CO,;
Method 4 for moisture; Methods 6, 6A, or
6C for SO,; Methods 7, 7A, 7C, 7D or 7TE
for NO,, excluding the exceptionin section
5.1.2 of Method 7E. When using Method
7E for measuring NO, concentration, total
NO,, both NO and NO, must be
measured.

7. Calculations
7.1 Linearity Check
Anayzethelinearity datafor pollutant

concentration and CO, or O, monitors as
follows. Calculate the percentage error in

Unofficial Part 75 (12/99) -- Page 123

linearity based upon the reference value at
the low-level, mid-level, and high-level
concentrations specified in section 6.2 of
this appendix. Perform this calculation
once during the certification test. Usethe
following equation to calculate the error in
linearity for each reference value.

L

E:—’RF;A’ x 100

(Eq. A-4)

where,

LE = Percentage Linearity error, based
upon the reference value.

R = Reference value of Low-, mid-, or
high-level calibration gas introduced
into the monitoring system.

A = Average of the monitoring system
responses.

7.2 Calibration Error

7.2.1 Pollutant Concentration and Diluent
Monitors

For each referencevalue, calculatethe
percentage calibration error based upon
instrument span for daily calibration error
tests using the following equation:

E = ’R_A’

C x 100

(Eg. A-5)
Where:
CE = Cadlibration error asa
percentage of the span of the

instrument.
R = Reference value of zero or upscae
(high-level or mid-level, as

applicable) calibration gasintroduced
into the monitoring system.

A = Actual monitoring system response
to the calibration gas.

S = Span of the instrument, as specified
in Section 2 of this appendix.

7.2.2 Flow Monitor Calibration Error

For each referencevalue, calculatethe
percentage calibration error based upon
span using the following equation:

E = ’R_A’

C x 100



(Eg. A-6)

Where:

CE = Cadlibration error as a percentage of
the span.

R = Low or high level reference value
specified in section 2.2.2.1 of this
appendix.

A = Actual flow monitor response to the
reference value.

S=Flow monitor calibration spanvaueas

determined under section 2.1.4.2 of this

appendix.

7.3 Relative Accuracy for SO, and CO,
Pollutant Concentration Monitors,
SO,-Diluent Continuous Emission
Monitoring Systems, and Flow Monitors

b 4

Andyze the relative accuracy test
audit data from the reference method tests
for SO, and CO, pollutant concentration
monitors, SO,-diluent continuousemission
monitoring systems (Ib/mmBtu) used by
units with aqualifying Phase | technology
for the period during which the units are
required to monitor SO, emission removal
efficiency, from January 1, 1997 through
December 31, 1999, and flow monitors
using the following procedures.
Summarizetheresultson adatasheet. An
example is shown in Figure 2. Calculate
the mean of the monitor or monitoring
system measurement values. Calculatethe
mean of the reference method values.
Using data from the automated data
acquisition and handling system, calculate
the arithmetic differences between the
reference method and monitor
measurement datasets. Then calculatethe
arithmetic mean of the difference, the
standard deviation, the confidence
coefficient, and the monitor or monitoring
system relative accuracy using the
following procedures and equations.

7.3.1 Arithmetic Mean X

Cdculate the arithmetic mean of the
differences, d, of adata set as follows.

d - d

Sl

n
i=1

(Eqg. A-7)
where,
n = Number of data points.

n

Y = Algebraic sum of theindividual

i=1 differencesd,.

d, = The difference between a reference
method value and the corresponding
continuous emission monitoring
system value (RM;-CEM,) at a given
pointintimei.

When cal cul ating thearithmetic mean
of thedifference of aflow monitor data set,
be sure to correct the monitor
measurements for moisture if applicable.

7.3.2 Standard Deviation

Calculate the standard deviation, S,
of adataset asfollows:

d

n
i=1

d? -

n
i=1 n
n-1

(Eg. A-8)
7.3.3 Confidence Coefficient

Cadlculate the confidence coefficient
(one-tailed), cc, of adata set asfollows.

S

0.025

CC =t

(Eg. A-9)
where,
toos = t value (seetable 7-1).

TABLE 7-1.--T-VALUES

1] tos n-1 tooos N1 | toes "
1] 12706] 12] 2179 23| 2.069||
2] 4303] 13] 2160] 24| 2.064|
3] 3a182| 14| 2145] 25] 2.060)|
4] 2776] 15| 2131] 26] 2.056)|
5] 2571] 16| 2120] 27] 2.052)
6] 2447] 17] 2110] 28| 2.048)|
7] 2365] 18] 2101] 29| 2.045)|
8] 2306] 19| 2093] 30] 2.042)|
o] 2262] 20] 2.086] 40| 2.021]f

10] 2.228] 21| 2.080] 60] 2.000]|
11] 2201| 22] 2.074] >60] 1.960|f
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7.3.4 Relative Accuracy

Calculate the relative accuracy of a
data set using the following equation.

A el 4
RM

RA 00

(Eg. A-10)

where,

RM = Arithmetic mean of the reference
method values.

|d| = The absolute value of the mean
difference between the reference
method values and the corresponding
continuous emission monitoring
system values.

|cc| = The absolute value of the
confidence coefficient.

7.4 Relative Accuracy for NO, Continuous
Emission Monitoring Systems

Anadyze the relative accuracy test
audit data from the reference method tests
for NO, continuous emissions monitoring
system as follows.

7.4.1 Data Preparation

If Cyox, the NO, concentration, isin
ppm, multiply it by 1.194 x 107
(Ib/dscf)/ppm to convert it to units of
Ib/dscf. If Cyox isin mg/dscm, multiply it
by 6.24 x 10® (Ib/dscf)/(mg/dscm) to
convert it to Ib/dscf. Then, use the diluent
(O, or CO,) reference method results for
the run and the appropriate F or F_ factor
from table 1 in appendix F of this part to
convert Cyox from Ib/dscf to Ib/mmBtu
units. Use the equations and procedurein
section 3 of appendix F to this part, as

appropriate.

7.4.2 NO, Emission Rate (Monitoring
System)

For each test run in a data set,
calculatetheaverage NO, emissionrate(in
Ib/mmBtu), by means of the data
acquisition and handling system, during
thetime period of thetest run. Tabulatethe
results as shown in example Figure 4.

7.4.3 Relative Accuracy
Use the equations and procedures in

section 7.3 above to calculate the relative
accuracy for the NO, continuous emission



monitoring system. Inusing Equation A-7,
"d"is, for each run, the difference between
the NO, emission rate vaues (in
Ib/mmBtu) obtained from the reference
method data and the NO, continuous
emission monitoring system.

7.5 Relative Accuracy for Combined
O,/Flow [ Reserved]

7.6 Bias Test and Adjustment Factor

Test the following relative accuracy
test audit data setsfor bias: SO, pollutant
concentration monitors; flow monitors;
NO, concentration monitoring systems
used to determine NO, mass emissions, as
defined in § 75.71(a)(2); and NO,-diluent
continuous emission monitoring systems,
using the procedures outlined in sections
7.6.1 through 7.6.5 of this appendix. For
multiple-load flow RATAS, performabias
test at eachload level designated asnormal
under section 6.5.2.1 of this appendix.

7.6.1 Arithmetic Mean

Calculate the arithmetic mean of the
difference, d, of the data set using
Equation A-7 of this appendix. To
caculate bias for an SO, pollutant
concentration monitor, "d" is, for each
paired data point, the difference between
the SO, concentration value (in ppm)
obtained from the reference method and
the monitor. To calculate bias for a flow
monitor, "d" is, for each paired data point,
the difference between the flow rate values
(in scfh) obtained from the reference
method and the monitor. To calculate bias
for aNO, continuous emission monitoring
system, "d" is, for each paired data point,
the difference between the NO, emission
rate values (in Ib/mmBtu) obtained from
the reference method and the monitoring
system.

7.6.2 Standard Deviation

Calculate the standard deviation, S,,
of the data set using Equation A-8.

7.6.3 Confidence Coefficient

Cadlculate the confidence coefficient,
cc, of the data set using Equation A-9.

7.6.4 Bias Test

If, for the relative accuracy test audit
data set being tested, the mean difference,
d, is less than or equa to the absolute
value of the confidence coefficient, | cc |,
the monitor or monitoring system has
passed the bias test. If the mean
difference, d, is greater than the absolute
value of the confidence coefficient, | cc |,
the monitor or monitoring system has
failed to meet the bias test requirement.

7.6.5 Bias Adjustment

(@ If the monitor or monitoring
system fails to meet the bias test
requirement, adjust the value obtained
from the monitor using the following
equation:

CEMiAdjusted _ CEMiMonitor x BAF

(Eg. A-11)

Where:

CEM Mo = Data (measurement)
provided by the monitor at timei.

CEM 4w = Data value, adjusted for
bias, at timei.

BAF = Bias adjustment factor, defined
by:

d|
CEM,,

BAF = 1 +

(Eq. A-12)

Where:

BAF = Bias adjustment factor, calculated
to the nearest thousandth.

d = Arithmetic mean of the difference
obtained during the failed bias test
using Equation A-7.

CEM,, = Mean of the data values

provided

by the monitor during the failed bias

test.

(b) For single-load RATASs of SO,
pollutant concentration monitors, NO,
concentration monitoring systems, and
NO,-diluent monitoring systems and for
the single-load flow RATAS required or
allowed under section 6.5.2 of this
appendix and sections 2.3.1.3(b) and
2.3.1.3(c) of appendix B to this part, the
appropriate BAF is determined directly
from the RATA results at normal load,
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using Equation A-12. Notwithstanding,
when a NO, concentration CEMS or an
SO, CEMS or a NO,-diluent CEMS
installed on a low-emitting affected unit
(i.e., average SO, or NO, concentration
during the RATA < 250 ppm or average
NO, emission rate < 0.200 |b/mmBtu)
meets the norma 10.0 percent relative
accuracy specification (ascal culated using
Equation A-10) or the dternate relative
accuracy specificationin section 3.3 of this
appendix for low-emitters, but fails the
bias test, the BAF may either be
determined using Equation A-12, or a
default BAF of 1.111 may be used.

(c) For 2-load or 3-load flow RATAS,
when only one load level (low, mid or
high) has been designated asnormal under
section 6.5.2.1 of this appendix and the
biastest is passed at the normal load level,
apply a BAF of 1.000 to the subsequent
flow rate data. If the bias test is failed at
the normal load level, use Equation A-12
to calculate the normal load BAF and then
perform an additional bias test at the
second most frequently-used load level, as
determined under section 6.5.2.1 of this
appendix. If the biastest is passed at this
second load level, apply the normal load
BAF to the subsequent flow rate data. If
the bias test is failed at this second load
level, use Equation A-12 to calculate the
BAF at the second load level and apply the
higher of the two BAFs (either from the
normal load level or from the second load
level) to the subsequent flow rate data.

(d) For 2-load or 3-load flow RATAS,
when two load level shave been designated
as norma under section 6.5.2.1 of this
appendix and the biastest is passed at both
normal load levels, apply a BAF of 1.000
to the subsequent flow rate data. If the
biastest isfailed at one of the normal load
levelsbut not at the other, use Equation A-
12 to calculate the BAF for the normal
load level at which the bias test was failed
and apply that BAF to the subsequent flow
rate data. If the bias test isfailed at both
designated normal load levels, use
Equation A-12 to calculate the BAF at
each norma load level and apply the
higher of the two BAFs to the subsequent
flow rate data.

(e) EachtimeaRATA is passed and
the appropriate bias adjustment factor has
been determined, apply the BAF
prospectively to al monitoring system
data, beginning with the first clock hour
following the hour in which the RATA
was completed. For a2-load flow RATA,



the "hour in which the RATA was
completed” refersto the hour in which the
testing at both loads was completed; for a
3-load RATA, it refers to the hour in
which the testing at al three loads was
compl eted.

(f) Use the bias-adjusted values in
computing substitution values in the
missing data procedure, as specified in
subpart D of this part, and in reporting the
concentration of SO,, the flow rate, the
average NO, emission rate, the unit heat
input, and the calculated mass emissions
of SO, and CO, during the quarter and
calendar year, as specified in subpart G of
this part. In addition, when using aNO,
concentration monitoring system and a
flow monitor to calculate NO, mass
emissionsunder subpart H of thispart, use
bias-adjusted val uesfor NO, concentration
and flow rate in the mass emission
calculations and use bias-adjusted NO,
concentrations to compute the appropriate
substitution values for NO, concentration
in the missing data routines under subpart
D of this part.

7.7 Reference Flow-to-Load Ratio or
Gross Heat Rate

() Except as provided in section 7.8
of this appendix, the owner or operator
shall determine R, the reference val ue of
theratio of flow rateto unit load, each time
that apassing flow RATA is performed at
a load level designated as norma in
section 6.5.2.1 of this appendix. The
owner or operator shall report the current
value of R in the eectronic quarterly
report required under § 75.64 and shall
also report the completion date of the
associated RATA. If two load levelshave
been designated as normal under section
6.5.2.1 of this appendix, the owner or
operator shall determine a separate R«
value for each of the normal load levels.
The requirements of this section shal
become effective as of April 1, 2000. The
reference flow-to-load ratio shal be
calculated asfollows:

Qref
_ -5
Re = x 10
ava
(Eq. A-13)
Where:
R« =  Reference vaue of the flow-to-

load ratio, from the most recent
normal-load flow RATA,

scfh/megawatts  or  scfh/1000
Ib/hr of steam.

Average stack gasvolumetric
flow rate measured by the
reference method during the
normal-load RATA, scfh.
Average unit load during the
normal-load flow RATA,
megawatts or 1000 Ib/hr of
steam.

(b) In Equation A-13, for acommon
stack, L, shall bethe sum of the operating
loads of all units that discharge through
the stack. For a unit that discharges its
emissions through multiple stacks (except
for adischarge configuration consisting of
amain stack and a bypass stack), Q. will
be the sum of the total volumetric flow
rates that discharge through all of the
stacks. For a unit with a multiple stack
discharge configuration consisting of a
main stack and a bypass stack (e.g., aunit
with a wet SO, scrubber), determine Q,«
separately for each stack at the time of the
normal load flow RATA. Round off the
value of R, to two decimal places.

(c) Inaddition to determining R, or
as an dternative to determining R, a
reference value of the gross heat rate
(GHR) may be determined. Inorder to use
this option, quality assured diluent gas
(CO, or O,) must be available for each
hour of the most recent normal-load flow
RATA. The reference value of the GHR
shall be determined as follows:

Qref =

Lag =

Heat Input
(GHR)., - (Heat 1Py 1000
Lavg
(Eq. A-133)
Where:
(GHR),s=  Referencevaueof thegross

heat rate at the time of the
most recent normal-load
flow RATA, Btukwh or
Btu/lb steam load.

(Heat Input),,, = Average hourly heat
input during the normal-load
flow RATA, asdetermined using
the applicable equation in

appendix F to this part,
mmBtu/hr.

Lag= Average unit load during the
normal-load flow RATA,
megawatts or 1000 Ib/hr of
steam.
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(d) In the caculation of (Heat
Input),,q, Use Q.. the average volumetric
flow rate measured by the reference
method during the RATA, and use the
average diluent gas concentration
measured during the flow RATA.

7.8 Flow-to-Load Test Exemptions

The requirements of this section shall
apply beginning on April 1, 2000. For
complex stack configurations (e.g., when
the effluent from a unit is divided and
dischargesthrough multiple stacksin such
a manner that the flow rate in the
individual stackscannot be correlated with
unit load), the owner or operator may
petition the Administrator under § 75.66
for an exemption from the requirements of
section 7.7 of this appendix. The petition
must include sufficient information and
data to demonstrate that a flow-to-load or
gross heat rate evaluation is infeasible for
the complex stack configuration.

Figure5-Cycle Time

Date of test:

Component/system ID #

Anayzer type:

Serial Number:

High level gas concentration: ___ppm/%
(circle one)

Zero level gas concentration: ___ppm/%
(circle one)

Analyzer span setting:.__ ppm/%
(circle one)

Upscae:
Stable starting monitor
value: ppm/% (circle one)
Stable ending monitor
reading.____ ppm/% (circle one)
Elapsed time: seconds

Downscale:
Stable starting monitor value.___
ppm/% (circle one)
Stable ending monitor reading:__
ppm/% (circle one)

Elapsed time: seconds
Component cycletime = seconds
System cycletime= seconds



FIGURE 1. TO APPENDIX A--LINEARITY ERROR DETERMINATION

FIGURESFOR APPENDIX A OF PART 75

Day

Date and time

Reference value

Monitor value

Difference

Percent of reference value

Low-level:

Mid-level:

High-level:
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FIGURE 2. TO APPENDIX A--RELATIVE ACCURACY DETERMINATION (POLLUTANT CONCENTRATION

MONITORS)
SO; (ppm") CO, (Pollutant) (ppm°)
Run No. Date and time Date and time
RM? Diff RM? MP Diff
1..
2..
3..
4..
5..
6..
7..
8..
9..
10 .
11 ...
12...

Arithmetic Mean Difference (Eq. A-7).

Confidence Coefficient (Eq. A-9).

Relative Accuracy (Eg. A-10).

& RM means "reference method data."
b M means "monitor data."

¢ Make sure the RM and M data are on a consistent basis, either wet or dry.

FIGURE 3. TO APPENDIX A--RELATIVE ACCURACY DETERMINATION (FLOW MONITORS)

Date Flow rate (Low) (scf/hr)* Date | Flow rate (Normal) (scf/hr)* Date Flow rate (High) (scf/hr)*
Run No. and and and
time RM M Diff time RM M Diff time RM M Diff
1..
2..
3..
4 ..
5..
6..
7..
8..
9..
10..
11 .
12...

Arithmetic Mean Difference (Eq. A-7).

Confidence Coefficient (Eq. A-9).

Relative Accuracy (Eg. A-10).

* Make sure the RM and M data are on a consistent basis, either wet or dry.
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FIGURE 4. TO APPENDIX A--RELATIVE ACCURACY DETERMINATION (NO,/DILUENT COMBINED SYSTEM)

Reference method data NO, system (Ib/mmBtu)

Run No. Date and time
NO,( )? O,/CO% RM M Difference

Arithmetic Mean Difference (Eq. A-7).
Confidence Coefficient (Eq. A-9).
Relative Accuracy (Eg. A-10).

2 Specify units; ppm, Ib/dscf,mg/dscm.

Figure 6. Downscale Cycle Time Test

A. Inject cal-gas

. Stop the cal gas low

85% of step change In
concentration

PPM
g

C. Stable monitor reading
(stack emissions)

Time (minutes)
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A. Todetermine the downscale cycle
time, inject a high level calibration gas
into the port leading to the calibration cell
or thimble.

B. Allow the anayzer to stabilize.
Record the stabilized value. Stop the
calibration gasflow and allow the monitor
to measure the flue gas emissions until the
response stabilizes.

C. Record the stabilized value. A
stable reading is achieved when the
concentration reading deviates less than
6% from the measured average
concentration in 6 minutesor if it deviates
lessthan 2% of the monitor'sspan valuein
2 minutes. (Ownersand operatorsof units
that do not record data in 1 minute or 3
minute intervals may petition the
Administrator under section 75.66 for
alternative stabilization criteria.)

D. Determine the step change. The
step change is equal to the difference
between the stabilized calibration gas
value (Point B) and the final stable value
(Point C). Take 95% of the step change
value and subtract the result from the
stabilized calibration gas value (Point B).
Determine the time at which 95% of the
step change occurred (Point D).

E. Determine the cycle time. The
cycle time is equal to the downscae
elapsed time, i.e. thetime at which 95% of
the step change occurred (point D) minus
the time at which the calibration gas flow
was stopped (Point B). In this example,
cycletime = (6.5-4) = 2.5 minutes (Report
as 3 minutes).

F. Todeterminethe cycletimefor the
upscaletest, inject azero scale calibration
gas into the probe and repeat the
procedures described above, except that
95% of the step changein concentrationis
added to the stabilized calibration gas
value. Afterwards, comparethe two cycle
times achieved for both the upscale and
downscale tests. The longer of these two
times equals the cycle time for the
analyzer.

Appendix B to Part 75--Quality
Assurance and Quality Control
Procedures

1. Quality Assurance/Quality Control
Program

Develop and implement a quality
assurance/quality control (QA/QC)
program for the continuous emission
monitoring systems, excepted monitoring

systemsapproved under appendix D or Eto
this part, and alternative monitoring
systems under subpart E of this part, and
their components. At aminimum, include
in each QA/QC program a written plan
that describes in detail (or that refers to
separate documents containing) complete,
step-by-step procedures and operations for
each of the following activities. Upon
request from regulatory authorities, the
source shall make all procedures,
maintenance records, and ancillary
supporting documentation from the
manufacturer (e.g., software coefficients
and troubleshooting diagrams) availablefor
review during an audit.

1.1 Requirements for All Monitoring
Systems

1.1.1 Preventive Maintenance

Keep a written record of procedures
needed to maintain the monitoring system
in proper operating condition and a
schedule for those procedures. This shall,
at aminimum, include procedures specified
by the manufacturers of the equipment and,
if applicable, additiona or dternate
procedures developed for the equipment.

1.1.2 Recordkeeping and Reporting

Keep a written record describing
procedures that will be used to implement
the recordkeeping and reporting
requirements in subparts E, F, and G and
appendices D and E to this part, as
applicable.

1.1.3 Maintenance Records

Keep a record of al testing,
maintenance, or repair activities performed
on any monitoring system or component in
a location and format suitable for
inspection. A maintenance log may be
used for this purpose. The following
records should be maintained: date, time,
and description of any testing, adjustment,
repair, replacement, or preventive
maintenance action performed on any
monitoring system and records of any
corrective actions associated with a
monitor’ soutage period. Additionally, any
adjustment that recharacterizes a system’s
ability to record and report emissions data
must be recorded (e.g., changing of flow
monitor or moisture monitoring system
polynomia coefficients, K factors or
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mathematical algorithms, changing of
temperature and pressure coefficients and
dilution ratio settings), and a written
explanation of the proceduresused to make
the adjustment(s) shall be kept.

1.2 Specific Requirementsfor Continuous
Emissions Monitoring Systems

1.2.1 Cdibration Error Test and Linearity
Check Procedures

Keep a written record of the
procedures used for daily calibration error
tests and linearity checks (e.g., how gases
are to be injected, adjustments of flow
rates and pressure, introduction of
reference values, length of time for
injection of calibration gases, steps for
obtaining calibration error or error in
linearity, determination of interferences,
and when calibration adjustments should
be made). Identify any calibration error
test and linearity check procedures specific
to the continuous emission monitoring
system that vary from the procedures in
appendix A to this part.

1.2.2 Calibration and Linearity
Adjustments

Explain how each component of the
continuous emission monitoring system
will be adjusted to provide correct
responses to calibration gases, reference
values, and/or indications of interference
bothinitially and after repairs or corrective
action. ldentify equations, conversion
factors and other factors affecting
calibration of each continuous emission
monitoring system.

123 Reative Accuracy Test Audit
Procedures

Keep a written record of procedures
and details peculiar to the instaled
continuous emission monitoring systems
that areto beused for relative accuracy test
audits, such as sampling and analysis
methods.

1.2.4 Parametric Monitoring for Units
with Add-on Emission Controls

The owner or operator shall keep a
written (or electronic) record including a
list of operating parameters for the add-on
SO, or NO, emission controls, including
parametersin § 75.55(b) or § 75.58(b), as



applicable, andtherange of each operating
parameter that indicates the add-on
emission controls are operating properly.
The owner or operator shall keep awritten
(or eectronic) record of the parametric
monitoring data during each SO, or NO,
missing data period.

1.3 Specific Requirements for Excepted
Systems Approved under Appendices D
and E

131 Fue Flowmeter Accuracy Test
Procedures

X Keep awritten record of the specific
fuel flowmeter accuracy test procedures.
These may include: standard methods or
specificationslisted in and section 2.1.5.1
of appendix D tothispart and incorporated
by reference under § 75.6; the procedures
of sections 2.1.5.2 or 2.1.7 of appendix D
to this part; or other methods approved by
the Administrator through the petition
process of § 75.66(c).

1.3.2 Transducer or Transmitter Accuracy
Test Procedures

Keep a written record of the
procedures for testing the accuracy of
transducers or transmitters of an orifice-,
nozzle-, or venturi-type fuel flowmeter
under section 2.1.6 of appendix D to this
part. These procedures should include a
description of equipment used, steps in
testing, and frequency of testing.

1.3.3 Fuel Flowmeter, Transducer, or
Transmitter Calibration and Maintenance
Records

Keep a record of adjustments,
maintenance, or repairs performed on the
fuel flowmeter monitoring system. Keep
records of the data and results for fuel
flowmeter accuracy tests and transducer
accuracy tests, consistent with appendix D
to this part.

134 Primary Element
Procedures

Inspection

Keep awritten record of the standard
operating procedures for inspection of the
primary element (i.e., orifice, venturi, or
nozzle) of an orifice-, venturi-, or nozzle-
type fud flowmeter. Examples of the
types of information to be included are:
what to examine on the primary element;

how to identify if there is corrosion
sufficient to affect the accuracy of the
primary element; and what inspection tools
(e.g., baroscope), if any, are used.

1.3.5 Fuel Sampling Method and Sample
Retention

Keep a written record of the standard
procedures used to perform fuel sampling,
either by utility personnel or by fuel supply
company personnel. These procedures
should specify the portion of the ASTM
method used, as incorporated by reference
under § 75.6, or other methods approved by
the Administrator through the petition
process of § 75.66(c). These procedures
should describe safeguardsfor ensuring the
availability of an oil sample (eg.,
procedure and location for splitting
samples, procedurefor maintaining sample
splits on site, and procedure for
transmitting samples to an analytica
laboratory). These procedures should
identify the ASTM analytical methodsused
to analyze sulfur content, gross calorific
value, and density, as incorporated by
reference under § 75.6, or other methods
approved by the Administrator through the
petition process of § 75.66(C).

1.3.6 Appendix E Monitoring System
Quiality Assurance Information

Identify the unit manufacturer’'s
recommended range of quality assurance-
and quality control-related operating
parameters.  Keep records of these
operating parameters for each hour of unit
operation (i.e., fuel combustion). Keep a
written record of the procedures used to
perform NO, emission ratetesting. Keepa
copy of al dataand results from the initial
and fromthemost recent NO, emissionrate
testing, including the values of quality
assurance parameters specified in section
2.3 of appendix E to this part.

1.4 Requirementsfor Alternative Systems
Approved under Subpart E

1.4.1 Daily Quality Assurance Tests
Explain how the daily assessment

procedures specific to the alternative
monitoring system are to be performed.
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142 Daly Quality Assurance Test
Adjustments

Explain how each component of the
aternative monitoring system will be
adjusted in response to the results of the
daily assessments.

143 Relative Accuracy Test Audit
Procedures

Keep a written record of procedures
and details peculiar to the instaled
alternativemonitoring systemthat aretobe
used for relative accuracy test audits, such
as sampling and analysis methods.

2. Frequency of Testing

A summary chart showing each
quality assurance test and the frequency at
which eachtestisrequired islocated at the
end of this appendix in Figure 1.

2.1 Daily Assessments

Perform the following daily
assessments to quality-assure the hourly
data recorded by the monitoring systems
during each period of unit operation, or, for
a bypass stack or duct, each period in
which emissions pass through the bypass
stack or duct. These requirements are
effective as of the date when the monitor or
continuous emission monitoring system
compl etes certification testing.

2.1.1 Cdibration Error Test

Except as provided in section 2.1.1.2
of this appendix, perform the daily
caibration error test of each gas
monitoring system (including moisture
monitoring systems consisting of wet- and
dry-basis O, analyzers) according to the
proceduresin section 6.3.1 of appendix A
to this part, and perform the daily
calibration eror test of each flow
monitoring system according to the
procedurein section 6.3.2 of appendix A to
this part.

For units with add-on emission
controls and dual-span or auto-ranging
monitors, and other units that use the
maximum expected concentration to
determine calibration gas values, perform
the daily calibration error tests on each
scale that has been used since the previous



calibration error test. For example, if the
pollutant concentration has not exceeded
the low-scale value (based on the
maximum expected concentration) since
the previous cdibration error test, the
calibration error test may be performed on
the low-scale only. If, however, the
concentration has exceeded the low-scale
span valuefor one hour or longer sincethe
previouscalibration error test, perform the
calibration error test on both the low- and
high- scales.

2.1.1.1 On-line Daily Calibration Error
Tests.

Except as provided in section 2.1.1.2
of thisappendix, all daily calibration error
tests must be performed while the unit is
in operation at normal, stable conditions
(i.e. "on-line").

2.1.1.2 Off-line Daily Calibration Error
Tests.

Daily calibrations may be performed
while the unit is not operating (i.e.,
"off-line") and may be used to validate
data for a monitoring system that meets
the following conditions:

(1) Aninitia demonstration test of
the monitoring system is successfully
completed and the results are reported in
the quarterly report required under § 75.64
of thispart. Theinitial demonstrationtest,
heresfter called the "off-line calibration
demonstration”, consists of an off-line
calibration error test followed by an
on-line cdlibration error test. Both the
off-line and on-line portions of the off-line
calibration demonstration must meet the
calibration error performance specification
in section 3.1 of appendix A of this part.
Upon completion of the off-line portion of
the demonstration, the zero and upscale
monitor responses may be adjusted, but
only toward the true values of the
calibration gases or reference signalsused
to perform the test and only in accordance
with the routine calibration adjustment
procedures specified in the quality control
program required under section 1 of
appendix B to this part. Once these
adjustments are made, no further
adjustments may be made to the
monitoring system until after completion
of the on-line portion of the off-line
calibration demonstration. Within 26
clock hours of the completion hour of the
off-line portion of the demonstration, the

monitoring system must successfully
complete the first attempted calibration
error test, i.e., the on-line portion of the
demonstration.

(2) For each monitoring system that
has passed the off-line calibration
demonstration, a successful on-line
calibration error test of the monitoring
system must be completed no later than 26
unit operating hours after each off-line
calibration error test used for data
validation.

2.1.2 Daily Flow Interference Check

Perform the daly flow monitor
interference checks specified in section
2.2.2.2 of appendix A of this part whilethe
unit is in operation at normal, stable
conditions.

2.1.3 Additional Calibration Error Tests
and Cdlibration Adjustments

(a) Inaddition to the daily calibration
error tests required under section 2.1.1 of
this appendix, a caibration error test of a
monitor shall be performed in accordance
with section 2.1.1 of this appendix, as
follows. whenever adaily calibration error
test is failed; whenever a monitoring
system is returned to service following
repair or corrective maintenance that could
affect the monitor’s ability to accurately
measure and record emissionsdata; or after
making certain calibration adjustments, as
described in this section. Except in the
case of the routine calibration adjustments
described in this section, data from the
monitor are considered invalid until the
required additional calibration error test has
been successfully completed.

(b) Routine calibration adjustments of
amonitor are permitted after any successful
calibration error test. These routine
adjustments shall be made so as to bring
themonitor readingsascloseaspracticable
to the known tag values of the calibration
gases or to the actual value of the flow
monitor reference signals. An additional
calibration error test is required following
routine calibration adjustments where the
monitor’s calibration has been physically
adjusted (e.g., by turning a potentiometer)
to verify that the adjustments have been
made properly. An additional calibration
error test is not required, however, if the
routine calibration adjustmentsare made by
means of a mathematical agorithm
programmed into the data acquisition and
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handling system. The EPA recommends
that routine calibration adjustments be
made, at a minimum, whenever the daily
calibration error exceeds the limits of the
applicable performance specification in
appendix A to this part for the pollutant
concentration monitor, CO, or O, monitor,
or flow monitor.

(c) Additional  (non-routine)
calibration adjustments of a monitor are
permitted prior to (but not during) linearity
checks and RATAs and at other times,
provided that an appropriate technical
justification is included in the quality
control program required under section 1
of this appendix. The alowable non-
routine adjustments are as follows. The
owner or operator may physicaly adjust
thecalibration of amonitor (e.g., by means
of apotentiometer), provided that the post-
adjustment zero and upscal e responses of
the monitor are within the performance
specifications of the instrument given in
section 3.1 of appendix A to thispart. An
additional calibration error test is required
following such adjustments to verify that
the monitor is operating within the
performance specificationsat both the zero
and upscale calibration levels.

2.1.4 Data Validation

(@ An out-of-control period occurs
when the calibration error of an SO, or
NO, pollutant concentration monitor
exceeds 5.0 percent of the span value (or
exceeds 10 ppm, for span values <200
ppm), when the cdibration error of a CO,
or O, monitor (including O, monitors used
to measure CO, emissions or percent
moisture) exceeds 1.0 percent O, or CO,,
or when the calibration error of a flow
monitor or a moisture sensor exceeds 6.0
percent of the span value, which is twice
the applicable specification of appendix A
to this part. Notwithstanding, a
differential pressure-type flow monitor for
which the calibration error exceeds 6.0
percent of the span value shal not be
considered out-of-control if
IR- A |, the absolute value of the difference
between the monitor response and the
reference value in Equation A-6, is< 0.02
inches of water. The out-of-control period
begins upon failure of the calibration error
test and ends upon completion of a
successful calibration error test. Note, that
if a failed cdlibration, corrective action,
and successful calibration error test occur
within the same hour, emission data for



that hour recorded by the monitor after the
successful calibration error test may be
used for reporting purposes, provided that
two or more valid readings are obtained as
required by 8§ 75.10. A NO,-diluent
continuous emission monitoring systemis
considered out-of-control if the calibration
error of either component monitor exceeds
twice the applicable performance
specification in appendix A to this part.
Emission data shall not be reported from
an out-of-control monitor.

(b) An out-of-control period aso
occurs whenever interference of a flow
monitor is identified. The out-of-control
period begins with the hour of completion
of the failed interference check and ends
with the hour of completion of an
interference check that is passed.

2.1.5 Quality Assurance of Data With
Respect to Daily Assessments

When a monitoring system passes a
daily assessment (i.e., daily calibration
error test or daily flow interference check),
data from that monitoring system are
prospectively validated for 26 clock hours
(i.e., 24 hours plus a 2-hour grace period)
beginning with the hour in which the test
is passed, unless another assessment (i.e.
a daly caibration error test, an
interference check of a flow monitor, a
quarterly linearity check, a quarterly leak
check, or arelative accuracy test audit) is
failed within the 26-hour period.

2.1.5.1 Data Invalidation with Respect to
Daily Assessments.

The following specific rules apply to
the invalidation of data with respect to
daily assessments:

(1) Data from a monitoring system
are invalid, beginning with the first hour
following the expiration of a 26-hour data
validation period or beginning with the
first hour following the expiration of an
8-hour start-up grace period (as provided
under section 2.1.5.2 of this appendix), if
the required subsequent daily assessment
has not been conducted.

(2) Beginning on January 1, 1999, for
a monitoring system that has passed the
off-line calibration demonstration, if an
on-line daily calibration error test of the
same monitoring system is not conducted
and passed within 26 unit operating hours
of an off-line calibration error test that is
used for data validation, then data from

that monitoring system are invalid,
beginning with the27th unit operating hour
followingthat off-linecalibration error test.

2.1.5.2 Daily Assessment Start-Up Grace
Period.

For the purpose of quality assuring
datawith respect to adaily assessment (i.e.
a daly caibration error test or a flow
interference check), astart- up graceperiod
may apply when a unit begins to operate
after a period of non-operation. The
start-up grace period for adaily calibration
error test is independent of the start-up
grace period for a daily flow interference
check. To qudify for a start-up grace
period for adaily assessment, there aretwo
requirements:

(1) The unit must have resumed
operation after being in outage for 1 or
more hours (i.e., the unit must be in a
start-up condition) as evidenced by a
change in unit operating time from zero in
one clock hour to an operating time greater
than zero in the next clock hour.

(2) For the monitoring system to be
used to validate data during the grace
period, the previousdaily assessment of the
same kind must have been passed on-line
within 26 clock hours prior to the last hour
in which the unit operated before the
outage. Inaddition, the monitoring system
must bein-control with respect to quarterly
and semi-annual or annual assessments.

If both of the above conditionsare met,
then astart-up grace period of up to 8 clock
hours applies, beginning with thefirst hour
of unit operation following the outage.
During the start-up grace period, data
generated by the monitoring system are
considered quality-assured.  For each
monitoring system, a start-up grace period
for a calibration error test or flow
interference check ends when either: (1) a
daily assessment of the same kind (i.e.,
calibration error test or flow interference
check) is performed; or (2) 8 clock hours
have el apsed (starting with thefirst hour of
unit operation following the outage),
whichever occursfirst.

2.1.6 Data Recording

Record and tabulate all calibration
error test data according to month, day,
clock-hour, and magnitude in either ppm,
percent volume, or scfh. Program monitors
that automatically adjust data to the
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corrected calibration values (e.g.,
microprocessor control) to record either:
(1) The unadjusted concentration or flow
rate measured in the calibration error test
prior to resetting the calibration, or (2) the
magnitude of any adjustment. Record the
following applicable flow monitor
interference check data: (1) Sample
line/sensing port pluggage, and (2)
malfunction of each RTD, transceiver, or
equivaent.

2.2 Quarterly Assessments

For each primary and redundant
backup monitor or monitoring system,
perform the following quarterly
assessments. This requirement applies as
of the cadendar quarter following the
calendar quarter in which the monitor or
continuous emission monitoring systemis
provisionally certified.

2.2.1 Linearity Check

Perform a linearity check, in
accordance with the proceduresin section
6.2 of appendix A to this part, for each
primary and redundant backup SO, and
NO, pollutant concentration monitor and
each primary and redundant backup CO,
or O, monitor (including O, monitors used
to measure CO, emissions or to
continuously monitor moisture) at least
once during each QA operating quarter, as
defined in § 72.2 of this charpter. For
units using both a low and high span
value, alinearity check isrequired only on
the range(s) used to record and report
emission data during the QA operating
guarter. Conduct the linearity checks no
less than 30 days apart, to the extent
practicable. The data validations
procedures in section 2.2.3(e) of this
appendix shall be followed.

2.2.2 Lesk Check

For differential  pressure flow
monitors, perform a leak check of all
sample lines (a manual check is
acceptable) at least once during each QA
operating quarter. For this test, the unit
does not have to be in operation. Conduct
the leak checks no less than thirty days
apart, to the extent practicable. If alesk
check isfailed, follow the applicable data
validation proceduresin section 2.2.3(f) of
this appendix.



2.2.3 DataValidation

(@ A linearity check shall not be
commenced if the monitoring system is
operating out-of-control with respect to
any of the daily or semiannual quality
assurance assessments required by
sections 2.1 and 2.3 of this appendix or
with respect to the additional calibration
error test requirementsin section 2.1.3 of
this appendix.

(b) Eachrequiredlinearity check shall
be done according to paragraph (b)(1),
(b)(2) or (b)(3) of this section:

(1) The linearity check may be done
"cold,” i.e., with no corrective
maintenance, repair, calibration
adjustments, re-linearization or
reprogramming of the monitor prior to the
test.

(2) The linearity check may be done
after performing only the routine or non-
routine calibration adjustments described
in section 2.1.3 of this appendix at the
various calibration gas levels (zero, low,
mid or high), but no other corrective
maintenance, repair, re-linearization or
reprogramming of the monitor. Tria gas
injection runs may be performed after the
calibration adjustments and additional
adjustmentswithin the allowablelimitsin
section 2.1.3 of this appendix may be
made prior to the linearity check, as
necessary, to optimize the performance of
the monitor. Thetria gasinjectionsneed
not be reported, provided that they meet
the specification for trial gasinjectionsin
§ 75.20(b)(3)(vii)(E)(1). However, if, for
any trial injection, the specification in
§ 75.20(b)(3)(vii)(E)(1) is not met, the
trial injection shal be counted as an
aborted linearity check.

(3) The linearity check may be done
after repair, corrective maintenance or
reprogramming of the monitor. In this
case, the monitor shall be considered out-
of-control from the hour in which the
repair, corrective maintenance or
reprogramming is commenced until the
linearity check has been passed.
Alternatively, the data validation
procedures and associated timelines in
88 75.20(b)(3)(ii) through (ix) may be
followed upon compl etion of the necessary
repair, corrective maintenance, or
reprogramming. If the procedures in
8§ 75.20(b)(3) are used, the words "quality
assurance" apply rather than the word
"recertification.”

(c) Once a linearity check has been
commenced, the test shall be done hands-
off. That is, no adjustments of the monitor
are permitted during the linearity test
period, other than the routine calibration
adjustments following daily calibration
error tests, as described in section 2.1.3 of
this appendix.

(d) If adaily calibration error test is
failed during alinearity test period, prior to
completing the test, the linearity test must
be repeated. Data from the monitor are
invalidated prospectively from the hour of
the failed calibration error test until the
hour of completion of a subsequent
successful calibration error test. The
linearity test shall not be commenced until
the monitor has successfully completed a
calibration error test.

(e) An out-of-control period occurs
when alinearity testisfailed (i.e., whenthe
eror in linearity at any of the three
concentrations in the quarterly linearity
check (or any of the six concentrations,
when both ranges of asingle analyzer with
a dua range are tested) exceeds the
applicable specification in section 3.2 of
appendix A to this part) or when alinearity
test is aborted due to a problem with the
monitor or monitoring system. For aNO,-
diluent or SO,-diluent continuousemission
monitoring system, the system is
considered out-of-control if either of the
component monitorsexceedstheapplicable
specification in section 3.2 of appendix A
to this part or if the linearity test of either
component is aborted due to a problem
withthemonitor. Theout-of-control period
beginswiththe hour of thefailed or aborted
linearity check and ends with the hour of
completion of asatisfactory linearity check
following corrective action and/or monitor
repair, unlesstheoptionin paragraph (b)(3)
of this section to use the data validation
procedures and associated timelines in
§ 75.20(b)(3)(ii) through (ix) has been
selected, in which case the beginning and
end of the out-of-control period shall be
determined in accordance with
88 75.20(b)(3)(vii)(A) and (B) Notethat a
monitor shall not be considered out-of-
control when a linearity test is aborted for
a reason unrelated to the monitor's
performance (e.g., aforced unit outage).

(f) No more than four successive
caendar quarters shall elapse after the
quarter in which a linearity check of a
monitor or monitoring system (or range of
a monitor or monitoring system) was last
performed without a subsequent linearity
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test having been conducted. If alinearity
test has not been completed by the end of
the fourth calendar quarter since the last
linearity test, then thelinearity test must be
completed within a 168 unit operating
hour or stack operating hour "grace period"
(as provided in section 2.2.4 of this
appendix) following the end of the fourth
successive elapsed calendar quarter, or
data from the CEMS (or range) will
becomeinvalid.

(g9 An out-of-control period also
occurs when a flow monitor sample line
leak isdetected. The out-of-control period
begins with the hour of the failed leak
check and ends with the hour of a
satisfactory leak check following corrective
action.

(h) For each monitoring system,
report the results of al completed and
partia linearity tests that affect data
validation (i.e, al completed, passed
linearity checks; al completed, failed
linearity checks; and al linearity checks
aborted dueto aproblem with the monitor,
including trial gas injections counted as
failed test attempts under paragraph (b)(2)
of this section or under
§ 75.20(b)(3)(vii)(F)), in the quarterly
report required under § 75.64. Note that
linearity attempts which are aborted or
invaliidated due to problems with the
reference calibration gases or due to
operational problems with the affected
unit(s) need not be reported. Such partial
tests do not affect the validation status of
emission data recorded by the monitor. A
record of al linearity tests, trial gas
injections and test attempts (whether
reported or not) must be kept on-site as
part of the officid test log for each
monitoring system.

224 Linearity and Leak Check Grace
Period

(& When arequired linearity test or
flow monitor leak check has not been
completed by the end of the QA operating
guarter in which it is due or if, due to
infrequent operation of aunit or infrequent
use of arequired high range of a monitor
or monitoring system, four successive
caendar quarters have elapsed after the
guarter in which a linearity check of a
monitor or monitoring system (or range)
was last performed without a subsequent
linearity test having been done, the owner
or operator has a grace period of 168
consecutive unit operating hours, as



defined in § 72.2 of this chapter (or, for
monitors installed on common stacks or
bypass stacks, 168 consecutive stack
operating hours, as defined in § 72.2 of
this chapter) in which to perform a
linearity test or leak check of that monitor
or monitoring system (or range). The
grace period begins with the first unit or
stack operating hour following the
calendar quarter in which thelinearity test
was due. Data validation during a
linearity or leak check grace period shall
be done in accordance with the applicable
provisions in section 223 of this
appendix.

(b) If, at the end of the 168 unit (or
stack) operating hour grace period, the
required linearity test or leak check hasnot
been completed, data from the monitoring
system (or range) shall be invalid,
beginning with the hour following the
expiration of the grace period. Data from
the monitoring system (or range) remain
invalid until the hour of completion of a
subsequent successful hands-off linearity
test or leak check of the monitor or
monitoring system (or range). Note that
when a linearity test or a leak check is
conducted within a grace period for the
purpose of satisfying the linearity test or
leak check requirement from a previous
QA operating quarter, the results of that
linearity test or leak check may only be
used to meet the linearity check or leak
check requirement of the previous quarter,
not the quarter in which the missed
linearity test or leak check is completed.

2.2.5 Flow-to-Load Ratio or Gross Heat
Rate Evaluation

(@) Applicability and methodology.
The provisions of this section apply
beginning on April 1, 2000. Unless
exempted by an approved petition in
accordancewith section 7.8 of appendix A
to thispart, the owner or operator shall, for
each flow ratemonitoring systeminstalled
on each unit, common stack or multiple
stack, evaluate the flow-to-load ratio
quarterly, i.e., for each QA operating
quarter (as defined in § 72.2 of this
chapter). Attheend of each QA operating
quarter, the owner or operator shall use
Equation B-1 to calculate the flow-to-load
ratio for every hour during the quarter in
which: the unit (or combination of units,
for a common stack) operated within +
10.0 percent of L,, the average load
during the most recent normal-load flow

RATA; and a quality assured hourly
average flow rate was obtained with a
certified flow rate monitor.

e
AR

h

x 10°°

(Eq. B-1)

Where:

R, =Hourly value of theflow-to-load ratio,
scfh/megawatts or scfh/1000 Ib/hr of
steam load.

Q, = Hourly stack gas volumetric flow
rate, as measured by the flow rate
monitor, scfh.

L, = Hourly unit load, megawatts or 1000
Ib/hr of steam; must be within + 10.0
percent of L, during the most recent
normal-load flow RATA.

(1) In Equation B-1, the owner or
operator may use either bias-adjusted flow
rates or unadjusted flow rates, provided
that all of theratios are calculated the same
way. For acommon stack, L, shall bethe
sum of the hourly operating loads of al
unitsthat discharge through the stack. For
aunit that dischargesitsemissionsthrough
multiple stacks (except when one of the
stacks is a bypass stack) or that monitors
its emissions in multiple breechings, Q,
will be the combined hourly volumetric
flow rate for al of the stacks or ducts. For
a unit with a multiple stack discharge
configuration consisting of a main stack
and a bypass stack, each of which has a
certified flow monitor (e.g., a unit with a
wet SO, scrubber), calculate the hourly
flow-to-load ratios separately for each
stack. Round off each value of R, to two
decimal places.

(2) Alternatively, the owner or
operator may calculate the hourly gross
heat rates (GHR) in lieu of the hourly flow-
to-load ratios. The hourly GHR shall be
determined only for those hours in which
quality assured flow rate data and diluent
gas (CO, or O,) concentration dataare both
avalable from a certified monitor or
monitoring system or reference method. If
this option is selected, calculate each
hourly GHR value asfollows:

(Heat Input),

(GHR), = x 1000

h

(Eq. B-13)
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where:

(GHR),, = Hourly value of the gross heat
rate, Btu/kwh or Btu/lb steam load.

(Heat Input), = Hourly heat input, as
determined from the quality assured flow
rate and diluent data, using the applicable
equation in appendix F to this part,
mmBtu/hr.

L, = Hourly unit load, megawatts or 1000
Ib/hr of steam; must be within + 10.0
percent of L, during the most recent
normal-load flow RATA.

(3) In Equation B-1a, the owner or
operator may either use bias-adjusted flow
rates or unadjusted flow rates in the
calculation of (Heat Input),, provided that
all of the heat input values are determined
in the same manner.

(4) The owner or operator shall
evaluatethe cal culated hourly flow-to-load
ratios (or gross heat rates) as follows. A
separate data analysis shall be performed
for each primary and each redundant
backup flow rate monitor used to record
and report data during the quarter. Each
analysis shall be based on a minimum of
168 recorded hourly average flow rates.
When two RATA load levels are
designated asnormal, theanalysisshall be
performed at the higher load level, unless
there are fewer than 168 data points
available at that load level, in which case
the analysis shall be performed at the
lower load level. If, for a particular flow
monitor, fewer than 168 hourly flow-to-
load ratios (or GHR values) are available
at any of the load levels designated as
normal, a flow-to-load (or GHR)
evaluation is not required for that monitor
for that calendar quarter.

(5) For each flow monitor, use
Equation B-2 in this appendix to calculate
E, the absolute percentage difference
between each hourly R, value and R , the
referencevalue of theflow-to-loadratio, as
determined in accordance with section 7.7
of appendix A to this part. Note that R
shall alwaysbe based upon the most recent
normal-load RATA, even if that RATA
was performed in the calendar quarter
being evaluated.

Ehzmxloo

ef

(Eq. B-2)



where:

E, = Absolute percentage difference
between the hourly average flow-to-load
ratio and the reference value of the flow-
to-load ratio at normal load.

R, = The hourly average flow-to-load
ratio, for each flow rate recorded at aload
level within + 10.0 percent of L,

R, = Thereference value of the flow-to-
load ratio from the most recent normal-
load flow RATA, determined in
accordancewith section 7.7 of appendix A
to this part.

(6) Equation B-2 shall be used in a
consistent manner. Thatis, useR. s and R,
if theflow-to-load ratio isbeing eval uated,
and use (GHR),« and (GHR),, if the gross
heat rate is being evauated. Findly,
calculate E;, the arithmetic average of al
of the hourly E, values. The owner or
operator shall report the results of each
quarterly flow-to-load (or gross heat rate)
evaluation, as determined from Equation
B-2, in the dectronic quarterly report
required under § 75.64.

(b) Acceptableresults. Theresultsof
aquarterly flow-to-load (or grossheat rate)
evaluation are acceptable, and no further
actionisrequired, if thecal culated value of
E is less than or equa to: (1) 15.0
percent, if L,,, for the most recent normal-
load flow RATA is> 60 megawatts (or >
500 klb/hr of steam) and if unadjusted
flow rateswereused in the calcul ations; or
(2) 10.0 percent, if L ,,, for the most recent
normal-load flow RATA is > 60
megawatts (or > 500 klb/hr of steam) and
if bias-adjusted flow rateswereusedinthe
calculations; or (3) 20.0 percent, if L, for
themost recent normal-load flow RATA is
< 60 megawaitts (or < 500 klb/hr of steam)
and if unadjusted flow rates were used in
the calculations; or (4) 15.0 percent, if L,
for the most recent normal-load flow
RATA is< 60 megawatts (or < 500 klb/hr
of steam) and if bias-adjusted flow rates
were used in the caculations. If E is
above these limits, the owner or operator
shall either: implement Option 1 in
section 2.25.1 of this appendix; or
perfform a RATA in accordance with
Option 2 in section 2.25.2 of this
appendix; or re-examine the hourly data
used for the flow-to-load or GHR analysis
and recalculate E;, after excluding al non-
representative hourly flow rates.

(¢) Recalculation of E;. If the owner
or operator chooses to recaculate E;, the
flow rates for the following hours are

considered non-representative and may be
excluded from the data analysis:

(1) Any hour in which thetype of fuel
combusted was different from the fuel
burned during the most recent normal-load
RATA. For purposesof thisdetermination,
thetype of fud isdifferent if thefud isina
different state of matter (i.e., solid, liquid,
or gas) than is the fuel burned during the
RATA or if the fud is a different
classification of coal (e.g., bituminous
versus sub-bituminous);

(2) For aunit that is equipped with an
SO, scrubber and which always discharges
its flue gases to the atmosphere through a
single stack, any hour in which the SO,
scrubber was bypassed;

(3 Any hour in which "ramping"
occurred, i.e., the hourly load differed by
more than + 15.0 percent from the load
during the preceding hour or the
subsequent hour;

(4) For a unit with a multiple stack
discharge configuration consisting of a
main stack and a bypass stack, any hour in
which the flue gases were discharged
through both stacks;

(5) If anormal-load flow RATA was
performed and passed during the quarter
being analyzed, any hour prior to
completion of that RATA; and

(6) If aproblem with the accuracy of
theflow monitor wasdiscovered during the
guarter and was corrected (as evidenced by
passing the abbreviated flow-to-load testin
section 2.2.5.3 of this appendix), any hour
prior to completion of the abbreviated flow-
to-load test.

(7) Afteridentifying and excluding all
non-representative hourly data in
accordance with paragraphs (c)(1) through
(6) of this section, the owner or operator
may analyze the remaining data a second
time. At least 168 representative hourly
ratios or GHR vaues must be available to
perform the analysis; otherwise, the flow-
to-load (or GHR) analysis is not required
for that monitor for that calendar quarter.

(8) If, after re-analyzing the data, E
meets the applicable limit in paragraph
(b)(D), (B2, (0)3), or (b)(4) of this
section, no further action is required. If,
however, E; is still above the applicable
limit, the monitor shall be declared out-of-
control, beginning with thefirst hour of the
guarter following the quarter in which E;
exceeded the applicable limit. The owner
or operator shall then either implement
Option 1insection 2.2.5.1 of thisappendix
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or Option 2 in section 2.2.5.2 of this
appendix.

2.25.1 Option 1

Within two weeks of the end of the
calendar quarter for which the E; value is
abovethe applicable limit, investigate and
troubleshoot the applicable flow
monitor(s). Evaluate the results of each
investigation as follows:

(a) If theinvestigation failsto uncover
a problem with the flow monitor, aRATA
shall be performed in accordance with
Option 2 in section 2252 of this
appendix.

(b) If aproblem with the flow monitor
is identified through the investigation
(including the need to relinearize the
monitor by changing the polynomial
coefficients or K factor(s)), corrective
actions shall be taken. All corrective
actions (e.g., non-routine maintenance,
repairs, ma or component replacements, re-
linearization of the monitor, etc.) shal be
documented in the operation and
mai ntenance recordsfor themonitor. Data
fromthe monitor shall remaininvalid until
aprobationary calibration error test of the
monitor is passed following completion of
all corrective actions, at which point data
from the monitor are conditionally valid.
The owner or operator then either may
complete the abbreviated flow-to-load test
in section 2.2.5.3 of this appendix, or, if
the corrective action taken has required
relinearization of the flow monitor, shall
perform a 3-level RATA.

2.2.5.2 Option 2

Performasingle-load RATA (at aload
designated asnormal under section 6.5.2.1
of appendix A to this part) of each flow
monitor for which E; is outside of the
applicable limit. Data from the monitor
remain invalid until the required RATA
has been passed.

2.2.5.3 Abbreviated Flow-to-Load Test

(a) Thefollowing abbreviated flow-to-
load test may be performed after any
documented repair, component
replacement, or other corrective
maintenance to a flow monitor (except for
changes affecting the linearity of the flow
monitor, such as adjusting the flow
monitor coefficients or K factor(s)) to
demonstrate that the repair, replacement,



or other maintenance has not significantly
affected the monitor’ s ability to accurately
measure the stack gas volumetric flow
rate. Datafrom the monitoring system are
considered invalid from the hour of
commencement of therepair, replacement,
or maintenance until the hour in which a
probationary calibration error test is
passed following compl etion of therepair,
replacement, or maintenance and any
associated adjustments to the monitor.
The abbreviated flow-to-load test shall be
completed within 168 unit operating hours
of the probationary calibration error test
(or, for peaking units, within 30 unit
operating days, if that is less restrictive).
Datafrom themonitor areconsideredtobe
conditionally valid (asdefinedin § 72.2 of
this chapter), beginning with the hour of
the probationary calibration error test.

(b) Operate the unit(s) in such away
as to reproduce, as closaly as practicable,
the exact conditionsat the time of the most
recent normal-load flow RATA. To
achieve this, it is recommended that the
load be held constant to within + 5.0
percent of the average load during the
RATA and that the diluent gas (CO, or
O,) concentration be maintained within +
0.5 percent CO, or O, of the average
diluent concentration during the RATA.
For common stacks, to the extent
practicable, use the same combination of
unitsand |load levelsthat were used during
the RATA. When the process parameters
have been set, record a minimum of six
and a maximum of 12 consecutive hourly
average flow rates, using the flow
monitor(s) for which E; was outside the
applicable limit. For peaking units, a
minimum of three and a maximum of 12
consecutive hourly average flow rates are
required. Also record the corresponding
hourly load values and, if applicable, the
hourly diluent gas concentrations.
Calculate the flow-to-load ratio (or GHR)
for each hour in the test hour period, using
Equation B-1 or B-1la. Determine E;, for
each hourly flow-to-load ratio (or GHR),
using Equation B-2 of this appendix and
then calculate E;, the arithmetic average of
the E, values.

() The results of the abbreviated
flow-to-load test shall be considered
acceptable, and no further action is
required if the value of E; does not exceed
the applicable limit specified in section
2.2.5 of this appendix. All conditionally
valid data recorded by the flow monitor
shall be considered quality assured,

beginning with the hour of the probationary
calibration error test that preceded the
abbreviated flow-to-load test. However, if
E; is outside the applicable limit, all
conditionally valid data recorded by the
flow monitor shall be considered invalid
back to the hour of the probationary
calibration error test that preceded the
abbreviated flow-to-load test, and asingle-
load RATA isrequired in accordance with
section 2.2.5.2 of thisappendix. If theflow
monitor must be re-linearized, however, a
3-load RATA isrequired.

2.3 Semiannual and Annual Assessments

For each primary and redundant
backup monitoring system, performrelative
accuracy assessments either semiannually
or annually, as specified in section 2.3.1.1
or 2.3.1.2 of this appendix, for the type of
test and the performance achieved. This
requirement applies as of the calendar
quarter following the calendar quarter in
which the monitoring system is
provisiondly certified. A summary chart
showing the frequency with which a
relative accuracy test audit must be
performed, depending on the accuracy
achieved, is located at the end of this
appendix in Figure 2.

231
(RATA)

Relative Accuracy Test Audit

2.3.1.1 Standard RATA Fregquencies

() Except as otherwise specified in
§75.21(a)(6) or (a)(7) or in section 2.3.1.2
of this appendix, perform relative accuracy
test audits semiannualy, i.e., once every
two successive QA operating quarters (as
defined in § 72.2 of this chapter) for each
primary and redundant backup SO,
pollutant concentration monitor, flow
monitor, CO, pollutant concentration
monitor (including O, monitors used to
determine CO, emissions), CO, or O,
diluent monitor used to determine heat
input, moisture monitoring system, NO,
concentration monitoring system, NO,-
diluent continuous emission monitoring
system, or SO.-diluent continuousemission
monitoring system. A calendar quarter that
does not qualify asa QA operating quarter
shall be excluded in determining the
deadlinefor thenext RATA. Nomorethan
eight successive calendar quarters shall
elapse after the quarter in which a RATA
was last performed without a subsequent
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RATA having been conducted. If aRATA
has not been completed by the end of the
eighth calendar quarter sincethe quarter of
the last RATA, then the RATA must be
completed within a 720 unit (or stack)
operating hour graceperiod (asprovidedin
section 2.3.3 of this appendix) following
the end of the eighth successive elapsed
calendar quarter, or data from the CEMS
will becomeinvalid.

(b) The relative accuracy test audit
frequency of a CEMS may be reduced, as
specified in section 2.3.1.2 of this
appendix, for primary or redundant backup
monitoring systems which qualify for less
frequent testing. Perform al required
RATASsin accordance with the applicable
procedures and provisions in sections 6.5
through 6.5.2.2 of appendix A to this part
and sections 2.3.1.3 and 2.3.1.4 of this
appendix.

2.3.1.2 Reduced RATA Frequencies

Relative accuracy test audits of
primary and redundant backup SO,
pollutant concentration monitors, CO,
pollutant concentration monitors
(including O, monitors used to determine
CO, emissions), CO, or O, diluent
monitors used to determine heat input,
moisture monitoring systems, NO,
concentration monitoring systems, flow
monitors, NO,-diluent monitoring systems
or SO,-diluent monitoring systemsmay be
performed annually (i.e., once every four
successive QA operating quarters, rather
than once every two successve QA
operating quarters) if any of the following
conditions are met for the specific
monitoring system involved:

(@ The relative accuracy during the
audit of an SO, or CO, pollutant
concentration monitor (including an O,
pollutant monitor used to measure CO,
using the proceduresin appendix F to this
part), or of a CO, or O, diluent monitor
used to determine heat input, or of aNO,
concentration monitoring system, or of a
NO,-diluent monitoring system, or of an
SO,-diluent continuous emissions
monitoring systemis < 7.5 percent;

(b) Prior to January 1, 2000, the
relative accuracy during the audit of aflow
monitor is < 10.0 percent at each operating
level tested;

(c) Onand after January 1, 2000, the
relative accuracy during the audit of aflow
monitor is < 7.5 percent at each operating
level tested;



(d For low flow (<10.0 fps)

stacks/ducts, when the flow monitor fails
toachievearelativeaccuracy < 7.5 percent
(10.0 percent if prior to January 1, 2000)
during the audit, but the monitor mean
value, calculated using Equation A-7 in
appendix A tothispart and converted back
to an equivalent velocity in standard feet
per second (fps), iswithin = 1.5 fps of the
reference method mean val ue, convertedto
an equivaent velocity in fps;
X (e) Forlow SO, or NO, emitting units
(average SO, or NO, concentrations < 250
ppm, when an SO, pollutant concentration
monitor or NO, concentration monitoring
system failsto achieve arelative accuracy
< 7.5 percent during the audit, but the
monitor mean value from the RATA is
within £ 12 ppm of the reference method
mean value;

(f) For units with low NO, emission
rates (average NO, emission rate < 0.200
Ib/mmBtu), when a NO,-diluent
continuous emission monitoring system
fails to achieve a relative accuracy < 7.5
percent, but the monitoring system mean
value from the RATA, calculated using
Equation A-7 in appendix A tothispart, is
within + 0.015 Ib/mmBtu of the reference
method mean value;

(g) For unitswith low SO, emission
rates (average SO, emission rate < 0.500
Ib/mmBtu), when an SO,-diluent
continuous emission monitoring system
fails to achieve a relative accuracy < 7.5
percent, but the monitoring system mean
value from the RATA, calculated using
Equation A-7 in appendix A tothispart, is
within + 0.025 Ib/mmBtu of the reference
method mean value;

(h) For a CO, or O, monitor, when
the mean difference between the reference
method values from the RATA and the
corresponding monitor values is within +
0.7 percent CO, or O,; and

(i) When the relative accuracy of a
continuous moisture monitoring systemis
< 7.5 percent or when the mean difference
between the reference method valuesfrom
the RATA and the corresponding
monitoring system values is within + 1.0
percent H,O.

2313 RATA Load Levels and
Additional RATA Requirements

(@ For SO, pollutant concentration
monitors, CO, pollutant concentration
monitors (including O, monitors used to
determine CO, emissions), CO, or O,

diluent monitors used to determine heat
input, NO, concentration monitoring
systems, moisture monitoring systems,
SO,-diluent monitoring systems and NO, -
diluent monitoring systems, the required
semiannual or annual RATA testsshall be
doneat theload level designated asnormal
under section 6.5.2.1 of appendix A to this
part. If two load levels are designated as
normal, therequired RATA(s) may bedone
at either load level.

(b) For flow monitors installed on
peaking units and bypass stacks, all
required semiannual or annual relative
accuracy test audits shall be single-load
audits at the normal load, as defined in
section 6.5.2.1 of appendix A to this part.

(c) For dl other flow monitors, the
RATAs shall be performed as follows:

(1) An annua 2-load flow RATA
shall be done at the two most frequently
used load levels, as determined under
section 6.5.2.1 of appendix A to this part.

(2) If the flow monitor is on a
semiannual RATA frequency, 2-load flow
RATASs and single-load flow RATAS at
normal load may be performed alternately.

(3) A single-load annual flow RATA,
at the most frequently used load level, may
be performedin lieu of the 2-load RATA if
the results of an historical load data
analysis show that in the time period
extending from the ending date of the last
annua flow RATA to a date that is no
more than 7 days prior to the date of the
current annual flow RATA, the unit has
operated at asingle load level (low, mid or
high) for > 85.0 percent of the time.

(4) A 3-load RATA, at thelow-, mid-,
and high-load levels, determined under
section 6.5.2.1 of appendix A to this part,
shall be performed at least once in every
period of five consecutive calendar years.

(5) A 3-load RATA is required
whenever a flow monitor is re-linearized,
i.e., when its polynomial coefficients or K
factor(s) are changed.

(6) For all multi-level flow audits, the
audit points at adjacent load levels (e.g.,
mid and high) shall be separated by no less
than 25.0 percent of the "range of
operation," as defined in section 6.5.2.1 of
appendix A to this part.

(d) A RATA of amoisture monitoring
system shall be performed whenever the
coefficient, K factor or mathematical
algorithm determined under section 6.5.7 of
appendix A to this part is changed.
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2.3.1.4 Number of RATA Attempts

The owner or operator may perform as
many RATA attempts as are necessary to
achieve the desired relative accuracy test
audit frequencies and/or bias adjustment
factors. However, the data validation
procedures in section 2.3.2 of this
appendix must be followed.

2.3.2 DataValidation

(@ A RATA shal not commence if
the monitoring system is operating out-of -
control with respect to any of thedaily and
quarterly quality assurance assessments
required by sections 2.1 and 2.2 of this
appendix or with respect to the additional
calibration error test requirements in
section 2.1.3 of this appendix.

(b) Each required RATA shall be
doneaccording to paragraphs(b)(1), (b)(2)
or (b)(3) of this section:

(1) The RATA may be done "cold,"
i.e., with no corrective maintenance, repair,
calibration adjustments, re-linearization or
reprogramming of the monitoring system
prior to the test.

(2) The RATA may be done after
performing only the routine or non-routine
calibration adjustments described in
section 2.1.3 of this appendix at the zero
and/or upscale calibration gas levels, but
no other corrective maintenance, repair, re-
linearization or reprogramming of the
monitoring system. Trial RATA runsmay
be peformed after the calibration
adjustments and additional adjustments
within theallowablelimitsin section 2.1.3
of this appendix may be made prior to the
RATA, as necessary, to optimize the
performance of the CEMS. The trid
RATA runsneed not be reported, provided
that they meet the specification for tria
RATA runs in § 75.20(b)(3)(vii)(E)(2).
However, if, for any triad run, the
specification in §75.20(b)(3)(vii)(E)(2) is
not met, thetrial run shall be counted asan
aborted RATA attempt.

(3) The RATA may be done after
repair, corrective maintenance, re-
linearization or reprogramming of the
monitoring system. In this case, the
monitoring system shall beconsidered out-
of-control from the hour in which the
repair, corrective maintenance, re-
linearization or reprogramming is
commenced until the RATA has been
passed. Alternatively, the data validation
procedures and associated timelines in



88 75.20(b)(3)(ii) through (ix) may be
followed upon compl etion of the necessary
repair, corrective maintenance, re-
linearization or reprogramming. If the
procedures in § 75.20(b)(3) are used, the
words"quality assurance" apply instead of
the word "recertification.”

(c) OnceaRATA iscommenced, the
test must be done hands-off. No
adjustment of the monitor’s calibration is
permitted during the RATA test period,
other than the routine calibration
adjustments following daily calibration
error tests, as described in section 2.1.3 of
this appendix. For 2-level and 3-level
flow monitor audits, no linearization or
reprogramming of themonitor ispermitted
in between load levels.

(d) For single-load RATAs, if adaily
calibration error test is failed during a
RATA test period, prior to completing the
test, the RATA must be repeated. Data
from the monitor are invalidated
prospectively from the hour of the failed
calibration error test until the hour of
completion of a subsequent successful
calibration error test. The subsequent
RATA shal not be commenced until the
monitor has successfully passed a
calibration error test in accordance with
section 2.1.3 of this appendix. For
multiple-load flow RATAS, each load
level is treated as a separate RATA (i.e.,
when acalibration error test isfailed prior
to completing the RATA at a particular
load level, only the RATA at that load
level must be repeated; the results of any
previoudy-passed RATA(s) at the other
load level(s) are unaffected, unless re-
linearization of the monitor is required to
correct the problem that caused the
calibration failure, in which case a
subsequent 3-load RATA is required).

(e) If aRATA isfailed (that is, if the
relative accuracy exceeds the applicable
specification in section 3.3 of appendix A
to this part) or if the RATA is aborted
prior to completion due to a problem with
the CEMS, then the CEMS is out-of-
control and al emission data from the
CEMS are invalidated prospectively from
the hour in which the RATA is failed or
aborted. Data from the CEMS remain
invaid until the hour of completion of a
subsequent RATA that meets the
applicable specification in section 3.3 of
appendix A to this part, unless the option
in paragraph (b)(3) of this section to use
the data validation procedures and
associated timelines in 88 75.20(b)(3)(ii)

through(b)(3)(ixX) has been selected, in
which case the beginning and end of the
out-of-control period shall bedeterminedin
accordance with 8§ 75.20(b)(3)(vii)(A) and
(B). Note that a monitoring system shall
not be considered out-of-control when a
RATA is aborted for a reason other than
monitoring system malfunction (see
paragraph (h) of this section).

(fy) For a 2-level or 3-level flow
RATA, if, at any load level, a RATA is
failed or aborted due to a problem with the
flow monitor, the RATA at that load level
must be repeated. The flow monitor is
considered out-of -control and datafromthe
monitor are invalidated from the hour in
which the test is failed or aborted and
remaininvalid until the passing of aRATA
at thefailed load level, unlessthe optionin
paragraph (b)(3) of this section to use the
data validation procedures and associated
timelines in § 75.20(b)(3)(ii) through
(b)(3)(ix) has been selected, in which case
the beginning and end of the out-of-control
period shall be determined in accordance
with § 75.20(b)(3)(vii)(A) and (B). Flow
RATA(s) that were previously passed at
the other load level(s) do not have to be
repeated unless the flow monitor must be
re-linearized following thefailed or aborted
test. If the flow monitor isre-linearized, a
subsequent 3-load RATA isrequired.

(g) For aCO, pollutant concentration
monitor (or an O, monitor used to measure
CO, emissions) which also serves as the
diluent component in a NO,-diluent (or
SO,-diluent) monitoring system, if the CO,
(or O,) RATA isfailed, then both the CO,
(or O,) monitor and the associated NO,-
diluent (or SO,-diluent) system are
considered out-of-control, beginning with
the hour of completion of thefailed CO, (or
O,) monitor RATA, and continuing until
the hour of completion of subsequent
hands-off RATAs which demonstrate that
both systems have met the applicable
relative accuracy specificationsin sections
3.3.2 and 3.3.3 of appendix A to this part,
unlesstheoptionin paragraph (b)(3) of this
section to use the data validation
procedures and associated timelines in
8§ 75.20(b)(3)(ii) through (b)(3)(ix) has
been selected, in which case the beginning
and end of the out-of-control period shall
be determined in accordance with
88 75.20(b)(3)(vii)(A) and (B).

(h) For each monitoring system, report
the results of all completed and partia
RATAsthat affect data vaidation (i.e., all
completed, passed RATAS; al completed,
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falled RATAS; andal RATAsaborted due
to a problem with the CEMS, including
trial RATA runs counted as failed test
attempts under paragraph (b)(2) of this
section or under 8 75.20(b)(3)(vii)(F)) in
thequarterly report required under § 75.64.
Note that RATA attempts that are aborted
or invalidated due to problems with the
reference method or due to operational
problemswith the affected unit(s) need not
be reported. Such runs do not affect the
validation status of emission datarecorded
by the CEMS. However, a record of all
RATASs, trial RATA runs and RATA
attempts (whether reported or not) must be
kept on-site as part of the official test log
for each monitoring system.

(i) Eachtimethat a hands-off RATA
of an SO, pollutant concentration monitor,
a NO,-diluent monitoring system, a NO,
concentration monitoring system or aflow
monitor is passed, perform a bias test in
accordance with section 7.6.4 of appendix
A tothispart. Apply the appropriate bias
adjustment factor to the reported SO,,
NO,, or flow rate data, in accordance with
section 7.6.5 of appendix A to this part.

(j) Failure of the bias test does not
result in the monitoring system being
out-of-control.

2.3.3 RATA Grace Period

() Theowner or operator hasagrace
period of 720 consecutive unit operating
hours, as defined in § 72.2 of this chapter
(or, for CEM Sinstalled on common stacks
or bypass stacks, 720 consecutive stack
operating hours, as defined in § 72.2 of
this chapter), in which to complete the
required RATA for a particular CEMS
whenever: arequired RATA has not been
performed by the end of the QA operating
guarter in which it is due; or five
consecutive calendar years have elapsed
without a required 3-load flow RATA
having been conducted; or for aunit which
is conditionally exempted under
8§ 75.21(a)(7) from the SO, RATA
requirements of this part, an SO, RATA
has not been completed by the end of the
calendar quarter inwhich theannual usage
of fuel(s) withasulfur content higher than
very low sulfur fuel (asdefinedin § 72.2 of
this chapter) exceeds 480 hours; or eight
successive calendar quarters have el apsed,
following the quarter in which a RATA
was last performed, without a subsequent
RATA having been done, due either to
infrequent operation of the unit(s) or



frequent combustion of very low sulfur
fuel, as defined in § 72.2 of this chapter
(SO, monitors, only), or a combination of
these factors.

(b) Except for SO, monitoring system
RATAS, the grace period shall begin with
the first unit (or stack) operating hour
following the calendar quarter in which
the required RATA was due. For SO,
monitor RATAS, the grace period shall
begin with the first unit (or stack)
operating hour in which fuel with a total
sulfur content higher than that of very low
sulfur fuel (as defined in § 72.2 of this
chapter) isburned in the unit(s), following
thequarter inwhichtherequired RATA is
due. Data validation during a RATA
grace period shall be done in accordance
with the applicable provisions in section
2.3.2 of this appendix.

(c) If, at the end of the 720 unit (or
stack) operating hour grace period, the
RATA has not been completed, datafrom
the monitoring system shall be invalid,
beginning with the first unit operating
hour following the expiration of the grace
period. Data from the CEMS remain
invalid until the hour of completion of a
subsequent hands-off RATA. Note that
when a RATA (or RATAS, if more than
one attempt is made) is done during a
grace period in order to satisfy a RATA
requirement from a previous quarter, the
deadline for the next RATA shal be
determined from the quarter in which the
RATA was due, not from the quarter in
which the RATA is actually completed.
However, if aRATA deadline determined
in this manner is less than two QA
operating quarters from the quarter in
which the missed RATA is completed ,
the RATA deadline shall be re-set at two
QA operating quarters from the quarter in
which the missed RATA iscompleted .

2.3.4 Bias Adjustment Factor

Except as otherwise specified in
section 7.6.5 of appendix A to this part, if
an SO, pollutant concentration monitor,
flow monitor, NO, continuous emission
monitoring system, or NO, concentration

monitoring system used to calculate NO,
mass emissions failsthe bias test specified
in section 7.6 of appendix A to this part,
use the bias adjustment factor given in
Equations A-11 and A-12 of appendix A to
this part to adjust the monitored data.

2.4 Recertification, Quality Assurance,
RATA Frequency and Bias Adjustment
Factors (Special Considerations)

(d) Whenasignificant changeismade
to a monitoring system such that
recertification of the monitoring system is
required in accordance with § 75.20(b), a
recertification test (or tests) must be
performed to ensure that the CEMS
continues to generate valid data. In all
recertifications, aRATA will be one of the
required tests, for some recertifications,
other tests will also be required. A
recertification test may be used to satisfy
the quality assurance test requirement of
this appendix. For example, if, for a
particular change madeto a CEMS, one of
the required recertification tests is a
linearity check and the linearity check is
successful, then, unless another such
recertification event occurs in that same
QA operating quarter, it would not be
necessary to performan additional linearity
test of the CEM Sinthat quarter to meet the
quality assurance requirement of section
2.2.1 of this appendix. For this reason,
EPA recommendsthat ownersor operators
coordinate component replacements,
system upgrades, and other eventsthat may
require recertification, to the extent
practicable, with the periodic quality
assurancetesting required by thisappendix.
When a quality assurance test is done for
the dua purpose of recertification and
routine quality assurance, the applicable
datavalidation proceduresin § 75.20(b)(3)
shall be followed.

(b) Except asprovidedinsection2.3.3
of this appendix, whenever a passing
RATA of agasmonitor or apassing 2-load
or 3-load RATA of a flow monitor is
performed (irrespective of whether the
RATA is done to satisfy a recertification
requirement or to meet the quality
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assurance requirements of this appendix,
or both), the RATA frequency (semi-
annual or annual) shall be established
based upon the date and time of
completion of the RATA and the relative
accuracy percentage obtained. For 2-load
and 3-load flow RATAS, use the highest
percentage relative accuracy at any of the
loads to determine the RATA frequency.
The results of a single-load flow RATA
may be used to establish the RATA
frequency when the single-load flow
RATA is specificaly required under
section 2.3.1.3(b) of this appendix (for
flow monitors installed on peaking units
and bypass stacks) or when the single-load
RATA isallowed under section 2.3.1.3(C)
of this appendix for a unit that has
operated at the most frequently used load
level for > 85.0 percent of the time since
the last annual flow RATA. No other
single-load flow RATA may be used to
establish an annual RATA frequency;
however, a 2-load or 3-load flow RATA
may be performed at any time or in place
of any requiredsingle-load RATA, inorder
to establish an annual RATA fregquency.

2.5 Other Audits

Affected units may be subject to
relative accuracy test audits at any time. If
a monitor or continuous emission
monitoring system fails the relative
accuracy test during the audit, the monitor
or continuous emission monitoring system
shall be considered to be out-of-control
beginning with the date and time of
completion of the audit, and continuing
until a successful audit test is completed
following correctiveaction. If amonitor or
monitoring systemfailsthebiastest during
an audit, use the bias adjustment factor
given by equations A-11 and A-12 in
appendix A to this part to adjust the
monitored data. Apply this adjustment
factor from thedateand time of completion
of the audit until the date and time of
completion of arelative accuracy test audit
that does not show bias.



FIGURE 1 TO APPENDIX B OF PART 75--QUALITY ASSURANCE TEST REQUIREMENTS

QA test frequency requirements

Test Daily" Quarterly’ Semiannual”
Calibration Error (2 pt.)
Interference (flow)
Flow-to-Load Ratio
Leak Check (DP flow monitors)

Linearity (3 pt.)

RATA (SO, NO,, CO,, H,0)*

RATA (flow )*?

* For monitors on bypass stack/duct, "daily" means bypass operating days, only. "Quarterly" means once every QA operating quarter. "Semiannual" means once every two
QA operating quarters.

1 Conduct RATA annually (i.e., once every four QA operating quarters), if monitor meets accuracy requirements to qualify for less frequent testing.

2 For flow monitorsinstalled on peaking units and bypass stacks, conduct all RATAs at asingle, normal load. For other flow monitors, conduct annual RATASs at the two load
levels used most frequently since the last annual RATA. Alternating single-load and 2-load RATAs may be done if amonitor is on a semiannual frequency. A single-load RATA
may be donein lieu of a2-load RATA if, since the last annual flow RATA, the unit has operated at oneload level for > 85.0 percent of thetime. A 3-load RATA isrequired at least
oncein every period of five consecutive calendar years and whenever a flow monitor is re-linearized.

X FIGURE 2 TO APPENDIX B OF PART 75 -- RELATIVE ACCURACY TEST FREQUENCY INCENTIVE SYSTEM

RATA Semiannual? (percent) Annualt
SO, or NO, 2 7.5% < RA < 10.0% or * 15.0 ppm? RA < 7.5% or + 12.0 ppn?
SO,-diluent 7.5% < RA < 10.0% or * 0.030 Ib/mmBtu? RA < 7.5% or % 0.025 |b/mmBtu?
NO,-diluent 7.5% < RA < 10.0% or * 0.020 |b/mmBtu? RA < 7.5% or =0. 015 |b/mmBtu?
Flow (Phase ) 10.0% < RA < 15.0% or + 1.5 fps RA < 10.0%
Flow (Phase I1) 7.5% < RA < 10.0% or + 1.5 fps? RA < 7.5%
CO,0r O, 7.5% < RA < 10.0% or + 1.0% CO,/O,2 RA < 7.5% or = 0.7% CO,/O,2
Moisture 7.5% < RA < 10.0% or + 1.5% H.O, RA < 7.5% or + 1.0% H,O?

* The deadline for the next RATA isthe end of the second (if semiannual) or fourth (if annual) successive QA operating quarter following the quarter in which the CEMS was
last tested. Exclude calendar quarterswith fewer than 168 unit operating hours (or, for common stacks and bypass stacks, exclude quarterswith fewer than 168 stack operating hours)
in determining the RATA deadline. For SO, monitors, QA operating quartersin which only very low sulfur fuel asdefined in § 72.2, is combusted may also be excluded. However,
the exclusion of calendar quartersis limited as follows: the deadline for the next RATA shall be no more than 8 calendar quarters after the quarter in which a RATA was last
performed.

2 The difference between monitor and reference method mean values applies to moisture monitors, CO,, and O, monitors, low emitters, or low flow, only.

3 A NO, concentration monitoring system used to determine NO, mass emissions under § 75.71.
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Appendix C to Part 75--Missing Data
Estimation Procedures

1. Parametric Monitoring Procedure
for Missing SO, Concentration or NO,
Emission Rate Data

1.1 Applicability

The owner or operator of any affected
unit equipped with post-combustion SO,
or NO, emisson controls and SO,
pollutant concentration monitors and/or
NO, continuous emission monitoring
systems at the inlet and outlet of the
emission control system may apply to the
Administrator for approval and
certification of a parametric, empirical, or
process simulation method or model for
cal culating substitute datafor missing data
periods. Such methods may be used to
parametrically estimate the removal
efficiency of the SO, of postcombustion
NO, emission controls which, with the
monitored inlet concentration or emission
rate data, may be used to estimate the
average concentration of SO, emissionsor
averageemissionrateof NO, dischargedto
the atmosphere. After approva by the
Administrator, such method or model may
be used for filling in missing SO,
concentration or NO, emission rate data
when data from the outlet SO, pollutant
concentration monitor or outlet NO,
continuous emission monitoring system
have been reported with an annual monitor
data availability of 90.0 percent or more.

Base the empiricd and process
simulation methods or models on the
fundamental chemistry and engineering
principles involved in the treatment of
pollutant gas. On acase-by-casebasis, the
Administrator may pre-certify
commercialy availableprocesssimulation
methods and models.

1.2 Petition Requirements

Continuously monitor, determine, and
record hourly averages of the estimated
SO, or NO, removd efficiency and of the
parameters specified below, at aminimum.
Theaffected facility shall supply additional
parametricinformation where appropriate.
Measure the SO, concentration or NO,
emission rate, remova efficiency of the
add-on emission controls, and the
parametersfor at least 2160 unit operating
hours.  Provide information for all
expected operating conditionsand removal
efficiencies. At least 4 evenly spaced data
points are required for a vaid hourly
average, except during periods of
caibration, maintenance, or quality
assurance activities, during which 2 data
points per hour are sufficient. The

Administrator will review all applications
on a case-by-case basis.

1.2.1 Parameters for Wet Flue Gas
Desulfurization System

1.2.1.1 Number of scrubber modules
in operation.

1212 Tota durry rate to each
scrubber module (gal per min).

1.2.1.3 In-line absorber pH of each
scrubber module.

1.2.1.4 Pressure differential across
each scrubber module (inches of water
column).

1.2.1.5 Unit load (MWe).

1216 Inlet and outlet SO,
concentration asdetermined by themonitor
or missing data substitution procedures.

1.2.1.7 Percent solidsindurry for each
scrubber module.

1218 Any other parameters
necessary to verify scrubber removal
efficiency, if the Administrator determines
the parameters above are not sufficient.

1.2.2 Parameters for Dry Flue Gas
Desulfurization System

1.2.2.1 Number of scrubber modules
in operation.

1.2.2.2 Atomizer durry flow rate to
each scrubber module (gal per min).

1.2.2.3Inletand outlet temperaturefor
each scrubber module (°F).

1.2.2.4 Pressure differential across
each scrubber module (inches of water
column).

1.2.2.5 Unit load (MWe).

1226 Inlet and outlet SO,
concentration asdetermined by themonitor
or missing data substitution procedures.

1227 Any other parameters
necessary to verify scrubber removal
efficiency, if the Administrator determines
the parameters above are not sufficient.

1.2.3 Parameters for Other Flue Gas
Desulfurization Systems

If SO, control technologies other than

wet or dry lime or limestone scrubbing are
selected for flue gas desulfurization, a
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corresponding empirical correlation or
process simulation parametric method
using appropriate parameters may be
developed by the owner or operator of the
affected unit, and then reviewed and
approved or modified by the Administrator
on a case-by-case basis.

1.2.4 Parametersfor Post-Combustion NO,
Emission Controls

1.2.4.1 Inlet air flow rate to the unit
(bailer) (mcf/hr).

1.2.4.2 Excessoxygen concentration of
flue gas at stack outlet (percent).

1.2.4.3 Carbon monoxide
concentration of flue gas at stack outlet

(ppm).

1.2.4.4 Temperature of flue gas at
outlet of the unit (°F).

1.2.4.5 Inlet and outlet NO, emission
rate as determined by the NO, continuous
emission monitoring system or missing
data substitution procedures.

1.2.4.6 Any other parameters specific
to the emission reduction process
necessary to verify the NO, control
removal efficiency, (e.g., reagent feedrate
in gal/mi).

1.3 Correlation of Emissions With
Parameters

Establish a method for correlating
hourly averages of the parameters
identified above with the percent removal
efficiency of the SO, or post-combustion
NO, emission controls under varying unit
operating loads. Equations 1-7in § 75.15
may be used to estimate the percent
removal efficiency of the SO, emission
controls on an hourly basis.

Each parametric data substitution
procedure should develop a data
correlation procedure to verify the
performance of the SO, emission controls
or post-combustion NO, emission controls,
along with the SO, pollutant concentration
monitor and NO, continuous emission
monitoring system values for varying unit
load ranges.

For NO, emission rate data, and
wherever the performance of the emission
controls varies with the load, use the load
range procedure provided in section 2.2 of
this appendix.

1.4 Calculations

1.4.1 Use the following equation to
caculate substitute data for filling in



missing (outlet) SO,
concentration monitor data.

pollutant

M, =1, (1-E)

(Eq. C-1)

where,

M, = Substitute data for outlet SO,
concentration, ppm.

|. = Recorded inlet SO, concentration,
ppm.

E = Removal efficiency of SO, emission
controls as determined by the
correlation procedure described in
section 1.3 of this appendix.

1.4.2 Use the following equation to
caculate substitute data for filling in
missing (outlet) NO, emission rate data.

M, =1, (1-E)

(Eq. C-2)

where,

M, = Substitute data for outlet NO,
emission rate, Ib/mmBtu.

|, = Recorded inlet NO, emission rate,
[b/mmBtu.

E = Removd efficiency of
post-combustion NO, emission
controls determined by the correlation
procedure described in section 1.3 of
this appendix.

1.5 Missing Data

1.5.1 If both the inlet and the outlet
SO, pollutant concentration monitors are
unavailable simultaneously, use the
maximuminlet SO, concentration recorded
by the inlet SO, pollutant concentration
monitor during the previous 720 quality
assured monitor operating hours to
substitutefor theinlet SO, concentrationin
equation C-1 of this appendix.

1.5.2 If both the inlet and outlet NO,
continuous emission monitoring systems
are unavailable smultaneoudly, use the
maximum inlet NO, emission rate for the
corresponding unit load recorded by the
NO, continuous emission monitoring
system at the inlet during the previous
2160 quality assured monitor operating
hours to substitute for the inlet NO,
emission rate in equation C- 2 of this
appendix.

1.6 Application

Apply to the Administrator for
approval and certification of the parametric
substitution procedure for filling in
missing SO, concentration or NO,
emission rate data using the established
criteria and information identified above.

Do not use this procedure until approved
by the Administrator.

2. Load-Based Procedure for Missing
Flow Rateand NO, Emission Rate Data

2.1 Applicability

This procedure is applicable for data
from all affected units for use in
accordance with the provisions of this part
to provide substitute data for volumetric
flow rate (scfh), NO, emission rate (in
Ib/mmBtu) from NO,-diluent continuous
emission monitoring systems, and NO,
concentration data (in ppm) from NO,
concentration monitoring systems used to
determine NO, mass emissions.

2.2 Procedure

2.2.1 For a single unit, establish ten
operating load ranges defined in terms of
percent of the maximum hourly average
gross load of the unit, in gross megawatts
(MWoge), asshownin TableC- 1. (Do not
use integrated hourly gross load in MW-
hr.) For units sharing a common stack
monitored with a single flow monitor, the
load rangesfor flow (but not for NO,) may
be broken down into 20 operating load
ranges in increments of 5.0 percent of the
combined maximum hourly average gross
load of al units utilizing the common
stack. If this option is selected, the
twentieth (uppermost) operating load range
shall include al values greater than 95.0
percent of the maximum hourly average
gross load. For a cogenerating unit or
other unit at which some portion of the
heat input isnot used to produce electricity
or for aunit for which hourly average gross
load in MWge is not recorded separately,
usethe hourly gross steam load of the unit,
in pounds of steam per hour at the
measured temperature (°F) and pressure
(psia) instead of MWge. Indicateachange
inthe number of load ranges or the units of
loads to be used in the precertification
section of the monitoring plan.

2.2.2 Beginning with the first hour of
unit operation after instalation and
certification of the flow monitor or the
NO,-diluent continuous emission
monitoring system (or aNO, concentration
monitoring system used to determine NO,
mass emissions, as defined in §
75.71(a)(2)), for each hour of unit
operation record a number, 1 through 10,
(or 1 through 20 for flow at common
stacks) that identifies the operating load
range corresponding to the integrated
hourly gross load of the unit(s) recorded
for each unit operating hour.

2.2.3 Beginning with the first hour of
unit operation after instalation and
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certification of the flow monitor or the
NO,-diluent continuous emission
monitoring system (or aNO, concentration
monitoring system used to determine NO,
mass emissions, as defined in §
75.71(a)(2)) and continuing thereafter, the
dataacquisition and handling system must
be capabl e of cal culating and recording the
following information for each unit
operating hour of missing flow or NO,
data within each identified load range
during the shorter of: (&) the previous
2,160 quality assured monitor operating
hours (on a rolling basis), or (b) al
previousquality assured monitor operating
hours.

2.2.3.1 Average of the hourly flow
rates reported by aflow monitor, in scfh.

2.2.3.2 The 90th percentile value of
hourly flow rates, in scfh.

2.2.3.3 The 95th percentile value of
hourly flow rates, in scfh.

2.2.3.4 The maximum vaue of hourly
flow rates, in scfh.

2.2.3.5 Average of the hourly NO,
emission rate, in lb/mmBtu, reported by a
NO, continuous emission monitoring
system.

2.2.3.6 The 90th percentile value of
hourly NO, emission rates, in Ilb/mmBtu.



TABLE C-1.--DEFINITION OF OPERATING LOAD RANGESFOR
LOAD-BASED SUBSTITUTION DATA PROCEDURES

Operating load range Percent of maximum hourly gross load or maximum
hourly gross steam load (percent)

1 0-10

2 >10-20
3 >20-30
4 >30-40
5 >40-50
6 >50-60
F2 >60-70
s >70-80
P >80-90
10 >90

2.2.3.7 The 95th percentile value of
hourly NO, emission rates, in Ib/mmBtu.

2.2.3.8 The maximum value of hourly
NO, emission rates, in [b/mmBtu.

2.2.3.9 Average of the hourly NO,
pollutant concentrations, in ppm, reported
by aNO, concentration monitoring system
used to determine NO, mass emissions, as
defined in § 75.51(8)(2).

2.2.3.10 The 90th percentile vaue of
hourly NO, pollutant concentration, in

ppm.

2.2.3.11 The 95th percentile value of
hourly NO, pollutant concentration, in

ppm.

22312 The maximum vaue of
hourly NO, pollutant concentration, in

ppm.

224 Cadculate dl monitor or
continuous emission monitoring system
data averages, maximum values, and
percentile values determined by this
procedure using biasadjusted valuesinthe
load ranges.

225 When a bias adjustment is
necessary for the flow monitor and/or the
NO,-diluent continuous emission
monitoring system (and/or the NO,
concentration monitoring system used to
determineNO, massemissions, asdefined
in 8§ 75.71(a)(2)), apply the adjustment
factor to al monitor or continuous

emission monitoring system data values
placed in the load ranges.

2.2.6 Use the calculated monitor or
monitoring system data averages,
maximum values, and percentile valuesto
substitute for missing flow rate and NO,
emission rate data (and where applicable,
NO, concentration data) according to the
procedures in subpart D of this part.

Appendix D to Part 75--Optional SO,
Emissions Data Protocol for Gas-Fired
and Oil-Fired Units

1. Applicability

1.1 Thisprotocol may beusedinlieu
of continuous SO, pollutant concentration
and flow monitors for the purpose of
determining hourly SO, mass emissions
and heat input from: gas-fired units, as
defined in § 72.2 of this chapter, or
oil-fired units, as defined in § 72.2 of this
chapter. Section 2.1 of this appendix
provides procedures for measuring oil or
gaseous fuel flow using afuel flowmeter,
section 2.2 of this appendix provides
procedures for conducting oil sampling
and anaysis to determine sulfur content
and gross calorific value (GCV) of fud ail,
and section 2.3 of this appendix provides
procedures for determining the sulfur
content and GCV of gaseous fuels.

1.2 Pursuant to the procedures in
8§ 75.20, complete all testing requirements
to certify use of this protocol in lieu of a
flow monitor and an SO, continuous
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emission monitoring system. Completeall
testing requirements no later than the
applicable deadline specified in § 75.4.
Apply to the Administrator for initia
certification to use this protocol no later
than 45 days after the completion of all
certification tests. Whenever the
monitoring method is to be changed,
reapply to the Administrator for
recertification of the new monitoring
method.

2. Procedure
2.1 Fuel Flowmeter Measurements

For each hour when the unit is
combusting fuel, measure and record the
flow rate of fuel combusted by the unit,
except as provided in section 2.1.4 of this
appendix. Measure the flow rate of fuel
with an in-line fud flowmeter, and
automatically record the data with a data
acquisition and handling system, except as
provided in section 2.1.4 of this appendix.

2.1.1 Measure the flow rate of each
fuel entering and being combusted by the
unit. If, on anannual basis, morethan 5.0
percent of the fuel from the main pipe is
diverted from the unit without being
burned and that diversion occurs
downstream of the fuel flowmeter, an
additional in-line fuel flowmeter is
required to account for the unburned fuel.
In this case, record the flow rate of each
fuel combusted by the unit as the
difference between the flow measured in
the pipe leading to the unit and the flow in
the pipe diverting fuel away from the unit.



However, the additional fuel flowmeter is
not required if, on an annual basis, the
total amount of fuel diverted away fromthe
unit, expressed as a percentage of the total
annual fuel usage by the unit is
demonstrated to be less than or equa to
5.0 percent. The owner or operator may
make this demonstration in the following
manner:

2.1.1.1 For existing units with fuel
usage data from fuel flowmeters, if data
are submitted from a previous year
demonstrating that thetotal diverted yearly
fuel does not exceed 5% of the total fuel
used; or

2.1.1.2 For new units which do not
have historical data, if aletter is submitted
signed by the designated representative
certifying that, in the future, the diverted
fud will not exceed 5.0% of the total
annual fuel usage ; or

2.1.1.3 By using a method approved
by the Administrator under § 75.66(d).

2.1.2 Ingtall and use fuel flowmeters
meeting the requirements of this appendix
in a pipe going to each unit, or install and
use a fuel flowmeter in a common pipe
header (i.e., a pipe carrying fuel for
multiple units). However, the use of afuel
flowmeter in a common pipe header and
the provisions of sections 2.1.2.1 and
2.1.2.2 of thisappendix are not applicable
to any unit that is using the provisions of
subpart H of this part to monitor, record,
and report NO, mass emissions under a
state or federa NO, mass emission
reduction program. For all other units, if
the flowmeter is installed in a common
pipe header, do one of the following:

2.1.2.1 Measure the fuel flow rate in
the common pipe, and combine SO, mass
emissions for the affected units for
recordkeeping and compliance purposes,
or

2.1.2.2 Provide information
satisfactory to the Administrator on
methods for apportioning SO, mass
emissions and heat input to each of the
affected units demonstrating that the
method ensures complete and accurate
accounting of the actual emissions from
each of the affected units included in the
apportionment and all emissionsregul ated
under this part. The information shall be

provided to the Administrator through a
petition submitted by the designated
representative under § 75.66. Satisfactory
information includes: the proposed
apportionment, using fuel flow
measurements;, the ratio of hourly
integrated grossload (in MWe-hr) in each
unit to the total load for all unitsreceiving
fuel from the common pipe header, or the
ratio of hourly steam flow (in 1000 Ib) at
each unit to the total steam flow for al
units receiving fuel from the common pipe
header (see section 3.4.3 of thisappendix);
and documentation that shows the
provisions of sections 2.1.5 and 2.1.6 of
this appendix have been met for the fuel
flowmeter used in the apportionment.

2.1.3 For a gasfired unit or an
oil-fired unit that continuously or
frequently combusts a supplemental fuel
for flame stabilization or safety purposes,
measure the flow rate of the supplemental
fuel with a fuel flowmeter meeting the
requirements of this appendix.

2.1.4 Situations in Which Certified
Flowmeter Is Not Required

2.1.4.1 Start-up or Ignition Fuel

For an oil-fired unit that uses gas
solely for start- up or burner ignition or a
gasfired unit that uses oil solely for
start-up or burner ignition, aflowmeter for
the start-up fuel is not required. Estimate
the volume of oil combusted for each
start-up or ignition either by using a fuel
flowmeter or by using the dimensions of
the storage container and measuring the
depth of the fuel in the storage container
before and after each start-up or ignition.
A fuel flowmeter used solely for start-up or
ignition fuel is not subject to the
calibration requirements of sections 2.1.5
and 2.1.6 of thisappendix. Gascombusted
solely for start-up or burner ignition does
not need to be measured separately.

2.1.4.2 Gas or Oil Flowmeter Used for
Commercia Billing

A gas or oil flowmeter used for
commercia billing of natural gas or oil
may be used to measure, record, and report
hourly fud flow rate. A gas or oail
flowmeter used for commercia billing of
natural gas or oil is not required to meet
the certification requirements of section
215 of this appendix or the quality

Unofficial Part 75 (12/99) -- Page 145

assurance requirements of section 2.1.6 of
this appendix under the following
circumstances:

(@ The gas or ail flowmeter is used
for commercia billing under a contract,
provided that the company providing the
gas or ail under the contract and each unit
combusting the gas or oil do not have any
common owners and are not owned by
subsidiaries or &ffiliates of the same
company;

(b) The designated representative
reports hourly records of gas or oil flow
rate, heat input rate, and emissions due to
combustion of natural gas or ail;

(c) Thedesignated representative also
reports hourly records of heat input ratefor
each unit, if the gas or oil flowmeter ison
a common pipe header, consistent with
section 2.1.2 of this appendix;

(d) The designated representative
reportshourly recordsdirectly fromthegas
or oil flowmeter used for commercial
billing if these records are the values used,
without adjustment, for commercia
billing, or reports hourly records using the
missing data procedures of section 2.4 of
this appendix if these records are not the
values used, without adjustment, for
commercid hilling; and

(e) The designated representative
identifies the gas or ail flowmeter in the
unit’s monitoring plan.

2.1.4.3 Emergency Fuel

Thedesignated representative of aunit
that is restricted by its Federal, State or
local permitto combusting aparticular fuel
only during emergencieswheretheprimary
fuel is not available is exempt from
certifying a fuel flowmeter for use during
combustion of the emergency fuel. During
any hour in which the emergency fud is
combusted, report the hourly heat input to
be the maximum rated heat input of the
unit for the fuel. Additionaly, begin
sampling the emergency fud for sulfur
content only using the procedures under
section 2.2 (for ail) or 2.3 (for gas) of this
appendix. The designated representative
shal aso provide notice under §
75.61(a)(6)(ii) for each period when the
emergency fuel is combusted.

2.1.5 Initial Certification Requirement for
all Fuel Flowmeters

For the purposesof initial certification,
each fud flowmeter used to meet the



requirements of this protocol shall meet a
flowmeter accuracy of 2.0 percent of the
upper range vaue (i.e. maximum
calibrated fuel flow rate) across the range
of fuel flow rate to be measured at the unit.
Flowmeter accuracy may be determined
under section 2.1.5.1 of this appendix for
initial certification in any of the following
ways (as applicable): by design or by
measurement under laboratory conditions;
by the manufacturer; by an independent
laboratory; or by the owner or operator.
Flowmeter accuracy may also be
determined under section 2.1.5.2 of this
appendix by measurement against aNIST
traceable reference method.

2.15.1 Use the procedures in the
following standards to verify flowmeter
accuracy or design, as appropriate to the
typeof flowmeter: ASME MFC-3M-1989
with September 1990 Errata
("Measurement of Fluid Flow in Pipes
Using Orifice, Nozzle, and Venturi");
ASME MFC-4M-1986 (Reaffirmed 1990),
"Measurement of Gas Flow by Turbine
Meters" American Gas Association
Report No. 3, "Orifice Metering of Natural
Gas and Other Related Hydrocarbon
Fluids Part 1. General Equations and
Uncertainty Guidelines' (October 1990
Edition), Part 2: "Specification and
I nstallation Requirements’ (February 1991
Edition), and Part 3: "Natural Gas
Applications” (August 1992 edition)
(excluding the modified flow-calculation
method in part 3); Section 8, Calibration
from American Gas Association
Transmission Measurement Committee
Report No. 7: Measurement of Gas by
Turbine Meters (Second Revision, April
1996); ASME MFC-5M-1985
("Measurement of Liquid Flow in Closed
Conduits Using Transit- Time Ultrasonic
Flowmeters"); ASME MFC-6M-1987 with
June 1987 Errata ("Measurement of Fluid
Flow in Pipes Using Vortex Flow
Meters"); ASME MFC-7M-1987
(Reaffirmed 1992), "Measurement of Gas
Flow by Means of Critical Flow Venturi
Nozzles;" 1SO 8316: 1987(E)
"Measurement of Liquid Flow in Closed
Conduits--Method by Collection of the
Liquid in a Volumetric Tank;" American
Petroleum Institute (API) Section 2,
"Conventional Pipe Provers', Section 3,
"Small Volume Provers’, and Section 5,
"Master-Meter Provers', from Chapter 4 of
the Manual of Petroleum Measurement
Standards, October 1988 (Reaffirmed

1993); or ASME MFC-9M-1988 with
December 1989 Errata ("M easurement of
Liquid Flow in Closed Conduits by
Weighing Method"), for al other
flowmeter types(incorporated by reference
under § 75.6). The Administrator may
also approve other procedures that use
equipment traceable to Nationa Institute
of Standards and Technology standards.
Document such procedures, the equipment
used, and the accuracy of the proceduresin
the monitoring plan for the unit, and
submit a petition signed by the designated
representative under 8 75.66(c). If the
flowmeter accuracy exceeds 2.0 percent of
the upper range value, the flowmeter does
not qualify for use under this part.

2.1.5.2(a) Alternatively, determinethe
flowmeter accuracy of a fud flowmeter
used for the purposes of this part by
comparing it to the measured flow from a
reference flowmeter which has been either
designed according to the specifications of
American Gas Association Report No. 3or
ASME MFC-3M-1989, ascited in section
2.1.5.1 of this appendix, or tested for
accuracy during the previous 365 days,
using astandard listedin section 2.1.5.1 of
this appendix or other procedure approved
by the Administrator under § 75.66 (all
standards incorporated by reference under
§75.6). Any secondary elements, such as
pressure and temperature transmitters,
must be calibrated immediately prior tothe
comparison. Perform the comparison over
aperiod of no morethan seven consecutive
unit operating days. Compare the average
of three fuel flow rate readings over 20
minutes or longer for each meter at each of
three different flow rate levels. The three
flow rate levels shall correspond to:

(1) Norma full unit operating load,

(2) Normal minimum unit operating
load,

(3 A load point approximately
equally spaced between the full and
minimum unit operating loads, and

(b) Calculate the flowmeter accuracy
at each of the three flow levels using the
following equation:

ACC =

M x 100
URV

(Eq. D-1)
Where:
ACC = Flowmeter accuracy at aparticular
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load level, asapercentage of the upper

range value.

R = Average of the three flow
measurements  of the
flowmeter.

A = Average of the three measurements of
the flowmeter being tested.

URV = Upper range value of fuel
flowmeter being tested (i.e. maximum
measurable flow).

(c) Notwithstanding the requirement
for calibration of the reference flowmeter
within 365 days prior to an accuracy test,
when anin-placereference meter or prover
isused for quality assurance under section
2.1.6 of this appendix, the reference meter
calibration requirement may be waived if,
during the previous in-place accuracy test
with that reference meter, the reference
flowmeter and the flowmeter being tested
agreed to within = 1.0 percent of each
other at all levelstested. Thisexceptionto
calibration and flowmeter accuracy testing
requirements for the reference flowmeter
shall apply for periods of no longer than
five consecutive years (i.e., 20 consecutive
calendar quarters).

reference

2153 |If the flowmeter accuracy
exceedsthe specificationin section 2.1.5 of
this appendix, the flowmeter does not
qualify for use for this appendix. Either
recaibrate the flowmeter until the
flowmeter accuracy is within the
performance specification, or replace the
flowmeter with another one that is
demonstrated to meet the performance
specification. Substitute for fuel flow rate
using the missing data procedures in
section 2.4.2 of this appendix until quality
assured fuel flow data become available.

2154 For purposes of initia
certification, when a flowmeter is tested
against areference fuel flow rate (i.e., fuel
flow rate from another fuel flowmeter
under section 2.1.5.2 of this appendix or
flow rate from a procedure performed
according to a standard incorporated by
reference under section 2.1.5.1 of this
appendix), report the results of flowmeter
accuracy tests using the following Table
D-1.

2.1.6 Quality Assurance

(@ Test the accuracy of each fuel
flowmeter prior to use under this part and



at least once every four fuel flowmeter QA
operating quarters, as defined in § 72.2 of
this chapter, thereafter. Notwithstanding
these requirements, no more than 20

successive calendar quarters shall elapse
after the quarter in which afuel flowmeter
was last tested for accuracy without a
subsequent flowmeter accuracy test having

been conducted. Test the flowmeter
accuracy more frequently if required by
manufacturer specifications.

TABLE D-1. -- TABLE OF FLOWMETER ACCURACY RESULTS

Test number: Test completion date':
Reingtallation date? (for testing under 2.1.5.1 only):
Unit or pipeID:

Flowmeter seria number:

Component/System ID:

Test completion time:

Reinstallation time

Upper range value:

Units of measure for flowmeter and reference flow readings:
Time of Candidate Reference Per cent
M easurement level fl fl accur acy
(percent of URV) Run No. run owm_eter ow (percent of
(HHMM) reading reading
URV)
Low (Minimum) level 1
__percent® of URV R
3
Average
Mid-level 1
__percent® of URV R
3
Average
High (Maximum) level 1
__percent® of URV R
3
Average

* Report the date, hour, and minute that all test runs were completed.
2 For laboratory tests not performed inline, report the date and hour that the fuel flowmeter was reinstalled following the test.

31tisrequiredtotest at least at three different levels: (1) normal full unit operating load, (2) normal minimum unit operating load, and (3) aload point approximately
equally spaced between the full and minimum unit operating loads.

(b) Except for orifice-, nozzle-, and
venturi-type flowmeters, perform the
required flowmeter accuracy testing using
the procedures in either section 2.1.5.1 or
section 2.1.5.2 of thisappendix. Eachfuel
flowmeter must meet the accuracy
specification in section 2.1.5 of this
appendix.

(c) For orifice-, nozzle-, and venturi-
type flowmeters, ether perform the
required flowmeter accuracy testing using

the proceduresin section2.1.5.1 or 2.1.5.2
of this appendix or perform a transmitter
accuracy test once every four fue
flowmeter QA operating quarters and a
primary element visual inspection once
every 12 calendar quarters, according to
the proceduresin sections 2.1.6.1 through
2.1.6.4 of thisappendix for periodic quality
assurance.

(d) Notwithstanding therequirements
of this section, if the procedures of section
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217 (fue flow-to-load test) of this
appendix are performed during each fuel
flowmeter QA operating quarter,
subsequent to a required flowmeter
accuracy test or transmitter accuracy test
and primary element inspection, where
applicable, those procedures may be used
tomeet therequirement for periodic quality
assurance testing for a period of up to 20
cadendar quarters from the previous
accuracy test or transmitter accuracy test



and primary element inspection, where
applicable.

216.1 Transmitter or Transducer
Accuracy Test for Orifice-, Nozzle-, and
Venturi-Type Flowmeters

(a) Cdlibrate the differential pressure
transmitter or transducer, static pressure
transmitter or transducer, and temperature
transmitter or transducer, as applicable,
using equipment that has a current
certificate of traceability to NIST
standards. Check the calibration of each
transmitter or transducer by comparing its
readings to that of the NIST traceable
equipment at least once a each of the
following levels: the zero-level and at
least two other levels (e.g., "mid" and
"high"), such that the full range of
transmitter or transducer readings
corresponding to normal unit operation is
represented.

(b) Calculate the accuracy of each
transmitter or transducer at each level
tested, using the following equation:

_ R
F

ACC x 100

(Eq. D-1a)

Where:

ACC = Accuracy of the transmitter or
transducer as a percentage of full-
scale.

R = Reading of the NIST traceable
reference value (in milliamperes,
inches of water, psi, or degrees).

T = Reading of the transmitter or
transducer being tested (in
milliamperes, inches of water, psi, or
degrees, consistent with the units of
measure of the NIST tracegble
reference value).

FS = Full-scale range of the transmitter or
transducer being tested (in
milliamperes, inches of water, psi, or
degrees, consistent with the units of
measure of the NIST traceable
reference value).

(c) If each transmitter or transducer
meets an accuracy of + 1.0 percent of its
full-scale range at each level tested, the
fuel flowmeter accuracy of 2.0 percent is
considered to be met at al levels. If,
however, oneor more of thetransmittersor
transducers does not meet an accuracy of +
1.0 percent of full-scale at a particular
level, then the owner or operator may
demonstrate that the fuel flowmeter meets
the total accuracy specification of 2.0
percent at that level by using one of the
following alternative methods. If, a a
particular level, the sum of the individual
accuracies of the three transducersis less
than or equal to 4.0 percent, the fuel
flowmeter accuracy specification of 2.0
percent is considered to be met for that
level. Or, if at a particular level, the total
fuel flowmeter accuracy is 2.0 percent or
less, when calculated in accordance with
Part 1 of American Gas Association
Report No. 3, General Equations and
Uncertainty Guidelines, the flowmeter
accuracy requirement is considered to be
met for that level.
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2.1.6.2 Recordkeeping and Reporting of
Transmitter or Transducer Accuracy
Results

(a) Record the accuracy of the orifice,
nozzle, or venturi meter or its individual
transmitters or transducers and keep this
information in a file at the site or other
location suitable for inspection. When
testing individual orifice, nozzle, or venturi
meter transmitters or transducers for
accuracy, include the information
displayed in the following Table D-2. At
a minimum, record results for each
transmitter or transducer at the zero-level
and at least two other levels across the
range of the transmitter or transducer
readings that correspond to normal unit
operation.

(b) When accuracy testing of the
orifice, nozzle, or venturi meter is
performed according to section 2.1.5.2 of
this appendix, record the information
displayed in Table D-1in thissection. At
a minimum, record the overall flowmeter
accuracy results for the fuel flowmeter at
the three flow rate levels specified in
section 2.1.5.2 of this appendix.

() Report the results of al fuel
flowmeter accuracy tests, transmitter or
transducer accuracy tests, and primary
element inspections, as applicable, in the
emissions report for the quarter in which
the quality assurance tests are performed,
using the electronic format specified by the
Administrator under § 75.64.



TABLE D-2. -- TABLE OF FLOWMETER TRANSMITTER OR TRANSDUCER ACCURACY RESULTS

Test number: Test completion date: Unit or pipe ID:

Flowmeter serial number: Component/System ID:

Full-scale value: Units of measure™

Transducer/Transmitter Type (check one): ___ Differentia Pressure
____ Static Pressure
____ Temperature

M easur ement
level
(percent of full-
scale)

Run no.
(if multiple
runs)®

Run time
(HHMM)

Transmitter/
transducer
input
(pre-
calibration)

Expected
transmitter/
transducer
output
(reference)

Actual
transmitter/
transducer
output®

Per cent
accuracy
(percent of
full-scale)

Low (Minimum)
level

| percent! of full-
scale

Mid-level
| percent! of full-
scale

(If tested at more
than 3 levels)

2nd Mid-level

| percent? of full-
scale

(If tested at more
than 3 levels)

3rd Mid-level

| percent! of full-
scale

High (Maximum)
level

| percent! of full-
scale

L At aminimum, it is required to test at zero-level and at least two other levels across the range of the transmitter or transducer
readings corresponding to normal unit operation.

2|t isrequired to test at least once at each level.

SUse the same units of measure for all readings (e.g., use degrees (°), inches of water (in H,0), pounds per square inch (psi), or
milliamperes (ma) for both transmitter or transducer readings and reference readings).
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21.6.3 Falure of Transducer(s) or
Transmitter(s)

If, during a transmitter or transducer
accuracy test conducted according to
section 2.1.6.1 of this appendix, the
flowmeter accuracy specification of 2.0
percent is not met at any of the levels
tested, repair or replace transmitter(s) or
transducer(s) as necessary until the
flowmeter accuracy specification hasbeen
achieved a dl levels. (Note that only
transmitters or transducers which are
repaired or replaced need to be re-tested;
however, the re-testing is required at all
three measurement levels, to ensure that
theflowmeter accuracy specificationismet
at each level). Thefud flowmeter is"out-
of-control" and datafrom theflowmeter are
consideredinvalid, beginningwiththedate
and hour of the failed accuracy test and
continuing until the date and hour of
completion of a successful transmitter or
transducer accuracy test at al levels. In
addition, if, during normal operation of the
fuel flowmeter, one or moretransmittersor
transducersmalfunction, datafromthefuel
flowmeter shall beconsideredinvalid from
the hour of the transmitter or transducer
failure until the hour of completion of a
successful 3-level transmitter or transducer
accuracy test. During fud flowmeter out-
of-control periods, provide data from
another fuel flowmeter that meets the
requirements of § 75.20(d) and section
2.1.5 of thisappendix, or substitutefor fuel
flow rate using the missing data
procedures in section 2.4.2 of this
appendix. Record and report test dataand
results, consistent with sections 2.1.6.1
and 2.1.6.2 of thisappendix and § 75.56 or
§75.59, as applicable.

2.1.6.4 Primary Element I nspection

() Conduct avisual inspection of the
orifice, nozzle, or venturi meter at least
once every twelve caendar quarters.
Notwithstanding this requirement, the
procedures of section 2.1.7 of this
appendix may be used to reduce the
inspection frequency of the orifice, nozzle,
or venturi meter to at least once every
twenty calendar quarters. The inspection
may be performed using a baroscope. |If
the visua inspection indicates that the
orifice, nozzle, or venturi meter has
become damaged or corroded, then:

(1) Replacethe primary element with
another primary element meeting the

requirementsof American GasAssociation
Report No. 3or ASME MFC-3M-1989, as
cited in section 2.1.5.1 of this appendix
(both standards incorporated by reference
under § 75.6);

(2) Replacethe primary element with
another primary element, and demonstrate
that the overdl flowmeter accuracy meets
the accuracy specification in section 2.1.5
of this appendix under the procedures of
section 2.1.5.2 of this appendix; or

(3) Restore the damaged or corroded
primary element to "as new" condition;
determine the overal accuracy of the
flowmeter, using either the specifications
of American Gas Association Report No.
3 or ASME MFC-3M-1989, as cited in
section 2.1.5.1 of this appendix (both
standards incorporated by reference under
8 75.6); and retest the transmitters or
transducers prior to providing quality
assured data from the flowmeter.

(b) If the primary element size is
changed, cdibrate the transmitter or
transducers consistent with the new
primary element size. Data from the fuel
flowmeter are considered invalid,
beginning with the date and hour of a
failled visual inspection and continuing
until the date and hour when:

(1) Thedamaged or corroded primary
element is replaced with another primary
element meeting the requirements of
American Gas Association Report No. 3or
ASME MFC-3M-1989, ascited in section
2.1.5.1 of this appendix (both standards
incorporated by reference under § 75.6);

(2) Thedamaged or corroded primary
element is replaced, and the overadl
accuracy of the flowmeter is demonstrated
to meet the accuracy specification in
section 2.1.5 of this appendix under the
procedures of section 2.1.5.2 of this
appendix; or

(3) The restored primary element is
installed to meet the requirements of
American GasAssociation Report No. 3or
ASME MFC-3M-1989, ascited in section
2.1.5.1 of this appendix (both standards
incorporated by reference under § 75.6)
and its transmitters or transducers are
retested to meet the accuracy specification
in section 2.1.6.1 of this appendix.

(c) During this period, provide data
from another fuel flowmeter that meetsthe
requirements of § 75.20(d) and section
2.1.5 of thisappendix, or substitutefor fuel
flow rate using the missing data
procedures in section 24.2 of this
appendix.
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217 Fuel Flow-to-Load Quality
Assurance Testing for Certified Fuel
Flowmeters

The procedures of this section may be
used as an optional supplement to the
quality assurance procedures in section
2.15.1,215.2,21.6.1, or 2.1.6.4 of this
appendix when conducting periodic quality
assurance testing of a certified fuel
flowmeter. Note, however, that these
procedures may not be used unless the
168-hour baseline data requirement of
section 2.1.7.1 of this appendix has been
met. If, following a flowmeter accuracy
test or flowmeter transmitter test and
primary element inspection, where
applicable, the procedures of this section
are performed during each subsequent fuel
flowmeter QA operating quarter, as
definedin § 72.2 of thischapter (excluding
the quarter(s) in which the baseline data
are collected), then these procedures may
be used to meet the requirement for
periodic quality assurance for a period of
up to 20 cadendar quarters from the
previous periodic quality assurance
procedure(s) performed according to
sections2.1.5.1,2.1.5.2, or 2.1.6.1 through
2.1.6.4 of this appendix. The procedures
of this section are not required for any
guarter in which aflowmeter accuracy test
or atransmitter accuracy test and aprimary
element inspection, where applicable, are
conducted. Notwithstanding the
requirements of § 75.54(a) or § 75.57(a),
as applicable, when using the procedures
of this section, keep records of thetest data
and results from the previous flowmeter
accuracy test under section 2.1.5.1 or
2.1.5.2 of thisappendix, records of the test
data and results from the previous
transmitter or transducer accuracy test
under section 2.1.6.1 of this appendix for
orifice-, nozzle-, and venturi-type fuel
flowmeters, and records of the previous
visua inspection of the primary element
required under section 2.1.6.4 of this
appendix for orifice-, nozzle-, and venturi-
type fuel flowmeters until the next
flowmeter accuracy test, transmitter
accuracy test, or visua inspection is
performed, even if the previous flowmeter
accuracy test, transmitter accuracy test, or
visua inspectionwas performed morethan
three years previoudly.



2.1.7.1 Basdline Flow Rate-to-L oad Ratio
or Heat Input-to-Load Ratio

X (a) DetermineR,, thebaselinevalue
of the ratio of fuel flow rate to unit load,
following each successful periodic quality
assurance procedure performed according
to sections 2.1.5.1, 2.1.5.2, or 2.1.6.1 and
2.1.6.4 of this appendix. Establish a
baseline period of data consisting, at a
minimum, of 168 hours of quality assured
fue flowmeter data.  Baseline data
collection shall begin with thefirst hour of
fue flowmeter operation following
completion of the most recent quality
assurance procedure(s), duringwhich only
the fuel measured by the fuel flowmeter is
combusted (i.e., only gas, only residua oil,
or only diesal fud is combusted by the
unit). During the baseline data collection
period, the owner or operator may exclude
as non-representative any hour in which
theunit is"ramping" up or down, (i.e., the
load during the hour differs by more than
15.0 percent from the load in the previous
or subsequent hour) and may exclude any
hour in which the unit load isin the lower
25.0 percent of the range of operation, as
defined in section 6.5.2.1 of appendix A to
this part (unless operation in this lower
25.0 percent of the range is considered
normal for the unit). The basdline data
must be obtained no later than the end of
the fourth calendar quarter following the
calendar quarter of the most recent quality
assurance procedure for that fuel
flowmeter. For orificer, nozzle-, and
venturi-type fuel flowmeters, if the fuel
flow-to-load ratio is to be used as a
supplement both to the transmitter
accuracy test under section 2.1.6.1 of this
appendix and to primary element
inspections under section 2.1.6.4 of this
appendix, then the baseline data must be
obtained after both procedures are
completed and no later than the end of the
fourth calendar quarter following the
calendar quarter of both the most recent
transmitter or transducer test and the most
recent primary element inspection for that
fuel flowmeter. From these 168 (or more)
hours of basdline data, calculate the
baseline fuel flow rate-to-load ratio as
follows:

_ Qbase
I:ebase_ L

avg

(Eq. D-1b)

where:

Rpe = Vaue of the fuel flow rate-to-load
ratio during the baseline period; 100
scfhMWe or 100 scfh/klb per hour
steamload for gas-firing; (Ib/hr)/MWe
or (Ib/hr)/klb per hour steam load for
oil-firing.

Quase = Average fuel flow rate measured by
thefuel flowmeter during the baseline
period, 100 scfh for gas-firing and
Ib/hr for oil-firing.

Lag = Average unit load during the
baseline period, megawatts or 1000
Ib/hr of steam.

(b) In Equation D-1b, for a common
pipe header, L,, is the sum of the
operatingloadsof all unitsthat receivefuel
through the common pipe header. For a
unit that receivesits fuel through multiple
pipes, Q. isthesum of thefuel flow rates
foraparticular fue (i.e., gas, diesel fudl, or
residua oil) from each of the pipes.
Round off the value of R, to the nearest
tenth.

(c) Alternatively, a basgline value of
the gross heat rate (GHR) may be
determined in lieu of R . The baseline
vaue of the GHR, GHR,., shal be
determined as follows:
(Heatl_lnput)avg X 1000

avg

(GHR),.. =

(Eq. D-1¢)

Where:

(GHR),.« = Baseline value of the gross
heat rate during the baseline period,
Btu/kwh or Btu/Ib steam load.

(Heat Input),,, = Average (mean) hourly
heat input rate recorded by the fuel
flowmeter during the baseline period,
as determined using the applicable
equation in appendix F to this part,
mmBtu/hr.

Lag = Average (mean) unit load during the
baseline period, megawatts or 1000
Ib/hr of steam.

(d) Report the current value of R,
(or GHR,,,) and the compl etion date of the
associated quality assurance procedurein
each electronic quarterly report required
under § 75.64.

2.1.7.2 DataPreparation and Analysis

X (a) Evauatethefue flow rate-to-load
ratio (or GHR) for each fuel flowmeter QA
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operating quarter, as defined in § 72.2 of
this chapter. At the end of each fuel
flowmeter QA operating quarter, use
Equation D-1d in this appendix to
caculate R, the hourly fuel flow-to-load
ratio, for every quality assured hourly
average fuel flow rate obtained with a
certified fuel flowmeter.

(Eq. D-1d)

where:

R, = Hourly value of the fuel flow rate-to-
load ratio; 100 scfh/MWe,
(Ib/hr)/MWe, 100 scfh/1000 Ib/hr of
steam load, or (Ib/hr)/1000 Ib/hr of
steam load.

Q,, = Hourly fuel flow rate, as measured by
the fuel flowmeter, 100 scfh for gas-
firing or Ib/hr for oil-firing.

L, = Hourly unit load, megawatts or 1000
Ib/hr of steam.

(b) For a common pipe header, L,
shall be the sum of the hourly operating
loads of al units that receive fud through
the common pipe header. For a unit that
receivesitsfuel through multiple pipes, Q,
will be the sum of the fuel flow ratesfor a
particular fuel (i.e, gas, diesd fuel, or
residual oil) from each of thepipes. Round
off each value of R, to the nearest tenth.

(c) Alternatively, calculate the hourly
gross heat rates (GHR) inlieu of the hourly
flow-to-load ratios. If this option is
selected, calculate each hourly GHR vaue
asfollows:

(Heat Input),,

(GHR),, = x 1000

h

(Eq. D-1¢)

Where:

(GHR),, = Hourly value of the gross heat
rate, Btu/kwh or Btu/Ib steam load.

(Heat Input), = Hourly heat input rate, as
determined using the applicable
equation in appendix F to this part,
mmBtu/hr.

L, = Hourly unit load, megawatts or 1000
Ib/hr of steam.

(d) Evauatethe calculated flow rate-
to-load ratios (or gross heat rates) as
follows. Perform a separate data anaysis



for each fuel flowmeter following the
procedures of this section. Base each
analysis on a minimum of 168 hours of
data. If, for a particular fuel flowmeter,
fewer than 168 hourly flow-to-load ratios
(or GHR values) are available, aflow-to-
load (or GHR) evaluation is not required
for that flowmeter for that calendar quarter.
(e) For each hourly flow-to-load ratio
or GHR value, cdculate the percentage
difference (percent D,) from the baseline
fuel flow-to-load ratio using Equation D-
1f.
R

base

R
%D,, = x 100

base

(Eq. D-1f)

Where:

%D,, = Absolute value of the percentage
difference between the hourly fuel
flow rate-to-load ratio and thebaseline
valueof thefuel flow rate-to-load ratio
(or hourly and baseline GHR).

R, = Thehourly fuel flow rate-to-load ratio
(or GHR).

Rpe = The vaue of the fuel flow rate-to-
load ratio (or GHR) from the baseline
period, determined in accordance with
section 2.1.7.1 of this appendix.

(f) Consistently use R, and R, in
Equation D-1f if thefuel flow-to-load ratio
is being evaluated, and consistently use
(GHR),. and (GHRY),, in Equation D-1f if
the gross heat rate is being evaluated.

(g Next, determine the arithmetic
average of dl of the hourly percent
difference (percent D,) values using
Equation D-1g, asfollows:

9 %D
h
E = Z
h=1 q
(Eq. D-19)
Where:
E; = Quarterly average percentage

difference between hourly flow rate-to-
load ratios and the baseline value of
the fuel flow rate-to-load ratio (or
hourly and baseline GHR).

%D,, = Percentage difference between the
hourly fuel flow rate-to-load ratio and
thebaselinevalue of thefuel flow rate-
to-load ratio (or hourly and baseline
GHR).

g = Number of hours used in fuel flow-to-
load (or GHR) evauation.

(h) When the quarterly average load
value used in the data analysis is greater
than 50 MWe (or 500 kIb steam per hour),
the results of a quarterly fuel flow rate-to-
load (or GHR) evauation are acceptable
and no further action is required if the
quarterly average percentage difference
(E;) isno greater than 10.0 percent. When
the arithmetic average of the hourly load
values used in the data analysis is < 50
MWe (or 500 klb steam per hour), the
results of the analysis are acceptable if the
value of E; isno greater than 15.0 percent.

2.1.7.3 Optional Data Exclusions

(a) If Efisoutsidethelimitsinsection
2.1.7.2 of this appendix, the owner or
operator may re-examine the hourly fuel
flow rate-to-load ratios (or GHRS) that
wereused for thedataanalysisand identify
and exclude fud flow-to-load ratios or
GHR values for any non-representative
fuel flow-to-load ratios or GHR values.
Specificaly, the R, or (GHR),, vaues for
the following hours may be considered
non-representative: any hour in which the
unit combusted another fuel in addition to
the fuel measured by the fuel flowmeter
being tested; or any hour for which the
load differed by more than + 15.0 percent
from the load during either the preceding
hour or the subsequent hour; or any hour
for which the unit load was in the lower
25.0 percent of the range of operation, as
definedin section 6.5.2.1 of appendix A to
this part (unless operation in the lower
25.0 percent of the range is considered
normal for the unit).

(b) Afteridentifyingand excludingall
non-representative hourly fud flow-to-load
ratiosor GHR values, analyzethe quarterly
fuel flow rate-to-load data a second time.

2174 Consequences of Failed Fue
Flow-to-Load Ratio Test

(a) If E;isoutsidethe applicablelimit
in section 2.1.7.2 of this appendix (after
analysisusing any optional dataexclusions
under section 2.1.7.3 of this appendix),
perform transmitter accuracy tests
according to section 2.1.6.1 of this
appendix for orifice-, nozzle-, and venturi-
type flowmeters, or perform a fue
flowmeter accuracy test, in accordance
with section 2.1.5.1 or 2.1.5.2 of this
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appendix, for each fuel flowmeter for
which E; is outside of the applicable limit.
In addition, for an orifice-, nozzle-, or
venturi-typefuel flowmeter, repeat the fuel
flow-to-load ratio comparison of section
2.1.7.2 of thisappendix using six to twelve
hours of data following a passed
transmitter accuracy test in order to verify
that no significant corrosion has affected
the primary eement. If, for the
abbreviated 6-to-12 hour test, the orifice-,
nozzle-, or venturi-type fuel flowmeter is
not ableto meet thelimitin section2.1.7.2
of this appendix, then perform a visud
inspection of the primary element
according to section 2.1.6.4 of this
appendix, and repair or replacethe primary
element, as necessary.

X (b) Substitute for fuel flow rate, for
any hour when that fuel is combusted,
using the missing data procedures in
section 2.4.2 of this appendix, beginning
with the first hour of the calendar quarter
following the quarter for which E; was
found to beoutsidetheapplicablelimit and
continuing until quality assured fuel flow
data become available. Following afailed
flow rate-to-load or GHR evauation, data
fromthe flowmeter shall not be considered
quality assured until the hour in which all
required flowmeter accuracy tests,
transmitter accuracy tests, visual
inspections and diagnostic tests have been
passed. Additionally, anew value of R
or (GHR),. shall be established no later
than two flowmeter QA operating quarters
after the quarter in which the required
quality assurancetests are compl eted (note
that for orifice-, nozzle-, or venturi-type
fuel flowmeters, establish a new value of
Rpzse OF (GHR),. ONly if both atransmitter
accuracy test and a primary element
inspection have been performed).

2.1.7.5 Test Results

Report the results of each quarterly
flow rate-to-load (or GHR) evaluation, as
determined from Equation D-1g, in the
electronic quarterly report required under 8
75.64. Table D-3 is provided as a
reference on the type of information to be
recorded under § 75.59 and reported under
§ 75.64.

2.2 Oil Sampling and Analysis

Perform sampling and analysis of oil
to determine the following fuel properties



for each type of oil combusted by a unit:
percentage of sulfur by weight in the ail;
gross calorific value (GCV) of theail; and,
if necessary, the density of the oil. Usethe
sulfur content, density, and gross calorific
value, determined under the provisions of
this section, to calculate SO, mass
emission rate and heat input rate for each
fuel using the applicable procedures of
section 3 of thisappendix. Thedesignated
representative may petition for reduced
GCV and or density sampling under §
75.66 if the fuel combusted has a
consistent andrelatively non-variable GCV
or density.

2.2.1 When combusting ail, use one of
the following methods to sample the oil
(see Table D-4): sample from the storage
tank for the unit after each addition of ail
to the storage tank, in accordance with
section 2.2.4.2 of thisappendix; or sample
from the fuel lot in the shipment tank or

container upon receipt of each ail delivery
or from the fud lot in the oil supplier's
storage container, in accordance with
section 2.2.4.3 of this appendix; or usethe
flow proportional sampling methodology
in section 2.2.3 of thisappendix; or usethe
daily manual sampling methodology in
section 2.2.4.1 of this appendix. For
purposes of this appendix, afue lot of oil
is the mass or volume of product oil from
one source (supplier or pretreatment
facility), intended as one shipment or
ddivery (e.g., ship load, bargeload, group
of trucks, discrete purchase of diesel fuel
through pipeline, etc.). A storagetankisa
container at a plant holding oil that is
actually combusted by the unit, such that
no blending of any other fuel with the fuel
in the storage tank occurs from the time
that thefuel lot istransferred to the storage
tank to the time when the fue is
combusted in the unit.

2.2.2 [Reserved]

2.2.3 Flow Proportional Sampling

Conduct flow proportional oil
sampling or continuous drip oil sampling
in accordance with ASTM DA4177-82
(Reapproved 1990), " Standard Practicefor
Automatic Sampling of Petroleum and
Petroleum Products' (incorporated by
reference under § 75.6), every day the unit
iscombusting oil. Extract oil at least once
every hour and blend into a composite
sample. The sample compositing period
may not exceed 7 calendar days (168 hrs).
Use the actual sulfur content (and where
density data are required, the actud
density) from the composite sample to
calculate the hourly SO, mass emission
ratesfor each operating day represented by
the composite sample. Calculate the
hourly heat input rates for each operating
day represented by the composite sample,
using the actual gross calorific value from
the composite sample.

TABLE D-3. -- BASELINE INFORMATION AND TEST RESULTS FOR FUEL FLOW-TO-LOAD TEST

Plant name: State; ORIS code;
Unit/pipe ID #; Fuel flowmeter component and system ID #s.___ - Cdendar quarter (1<t, 2nd, 3rd,
4th) and year:
Range of operation: to MWe or klb steam/hr (indicate units)
Time period

Baseline period

Quarter

only).

Completion date and time of most recent primary element
inspection (orifice-, nozzle-, and venturi-type flowmeters

Number of hours excluded from quarterly average due to
co-firing different fuels:

hrs.

transmitter accuracy test

Completion date and time of most recent flowmeter or

Number of hours excluded from quarterly average due to
ramping load: hrs.

Number of hoursin the lower 25.0 percent of the range of
operation excluded from quarterly average:

hrs.

hrs.

Number of hoursincluded in quarterly average:

Average fuel flow rate

(100 scfh for gas and Ib/hr for ail)

Quarterly percentage difference between hourly ratios and
baseline ratio:

percent.

Average load;
(MWe or 1000 Ib steam/hr)

Test result: pass, falil.

Baseline fuel flow-to-load ratio
Units of fuel flow-to-load:
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Plant name: State; ORIS code:
Unit/pipe ID #; Fuel flowmeter component and system ID #s.___ - Cdendar quarter (1<, 2nd, 3rd,
4th) and year:
Range of operation: to MWe or klb steam/hr (indicate units)
Time period

Baseline GHR:
Units of fuel flow-to-load:

Number of hours excluded from basdline ratio or GHR due

to ramping load:

Number of hoursin the lower 25.0 percent of the range of
operation excluded from baseline ratio or GHR: hrs.
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TABLE D-4. -- OIL SAMPLING METHODS AND SULFUR, DENSITY AND GROSS CALORIFIC
VALUE USED IN CALCULATIONS

Parameter Sampling technique/frequency

Vaue used in calculations

Qil Sulfur Content Daily manual sampling

1. Highest sulfur content from previous 30 daily samples; or
2. Actua daily value.

Flow proportional/weekly composite

Actual measured value.

In storage tank (after addition of fuel to tank)

1. Actua measured value; or

2. Highest of all sampled valuesin previous calendar year;
or

3. Maximum value allowed by contract. *

Asdelivered (in delivery truck or barge).

1. Highest of al sampled valuesin previous calendar year;
or
2. Maximum value allowed by contract.®

Qil Density Daily manual sampling 1. Usethe highest density from the previous 30 daily
samples; or
2. Actual measured value.
Flow proportional/weekly composite Actual measured value.
In storage tank (after addition of fuel totank) |1. Actual measured value; or
2. Highest of all sampled valuesin previous calendar year;
or
3. Maximum value allowed by contract. *
Asdelivered (in delivery truck or barge). 1. Highest of al sampled valuesin previous calendar year;
or
2. Maximum value allowed by contract.®
Daily manual sampling 1. Highest fuel GCV from the previous 30 daily samples; or
Qil Gev 2. Actual measured value.

Flow proportional /weekly composite

Actua measured value.

In storage tank (after addition of fuel to tank)

1. Actua measured value; or

2. Highest of all sampled valuesin previous calendar year;
or

3. Maximum value allowed by contract. *

Asdelivered (in delivery truck or barge).

1. Highest of al sampled valuesin previous calendar year;
or

2. Maximum value allowed by contract.®

1 Assumed values may only be used if sulfur content, gross calorific value, or density of each sampleis no greater than the assumed value used to calculate emissions or

hest input.

2.2.4 Manua Sampling
2.2.4.1 Daily Samples

Representative oil samples may be
taken from the storage tank or fuel flow
line manually every day that the unit
combusts oil according to ASTM D4057-
88, "Standard Practice for Manua
Sampling of Petroleum and Petroleum
Products’ (incorporated by referenceunder
875.6). Useeither the actual daily sulfur
content or the highest fuel sulfur content

recorded at that unit from the most recent
30 daily samples for the purpose of
calculating SO, emissions under section 3
of this appendix. Use either the gross
caorific value measured from that day's
sample or the highest GCV from the
previous 30 days samplesto cal cul ate heat
input. If oil supplieswith different sulfur
contents are combusted on the same day,
sample the highest sulfur fuel combusted
that day.
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2.2.4.2 Sampling from a Unit's Storage
Tank

Take a manua sample after each
addition of ail to the storage tank. Do not
blend additional fuel with the sampled fuel
prior to combustion. Sample according to
the single tank composite sampling
procedureor al-levelssampling procedure
in ASTM D4057-88, "Standard Practice
for Manual Sampling of Petroleum and
Petroleum Products' (incorporated by
reference under § 75.6). Use the sulfur
content (and where required, the density)



of either the most recent sample or one of
the conservative assumed valuesdescribed
in section 2.2.4.3 of this appendix to
caculate SO, mass emission rate.
Calculate heat input rate using the gross
calorific value from either:

(a) Themost recent oil sampletakenor

(b) One of the conservative assumed
values described in section 2.2.4.3 of this
appendix.

2.2.4.3 Sampling from Each Delivery

(@) Alternatively, an oil sample may
be taken from-

(1) The shipment tank or container
upon receipt of each lot of fud ail or

(2) The supplier’s storage container
which holds the lot of fuel oil. (Note: a
supplier need only sample the storage
container once for sulfur content, GCV
and, whererequired, the density solong as
the fuel sulfur content and GCV do not
change and no fuel is added to the
supplier's storage container.)

(b) For the purpose of this section, a
lot is defined as a shipment or delivery
(eg., ship load, barge load, group of
trucks, discrete purchase of diesd fue
through a pipeline, etc.) of asingle fud.

(c) Qil sampling may be performed
either by the owner or operator of an
affected unit, an outside laboratory, or a
fuel supplier, provided that samples are
representative and that sampling is
performed according to either the single
tank composite sampling procedure or the
all-levels sampling procedure in ASTM
D4057-88, " Standard Practice for Manual
Sampling of Petroleum and Petroleum
Products’ (incorporated by referenceunder
8 75.6). Except as otherwise provided in
this section, calculate SO, mass emission
rate using the sulfur content (and where
required, the density) from one of the two
following values, and calculate heat input
using the gross calorific value from one of
the two following values:

(1) The highest value sampled during
the previous calendar year (this option is
allowed for any consistent fuel which
comes from asingle source whether or not
the fuel is supplied under a contractual
agreement) or

(2) The maximum value indicated in
the contract with the fuel supplier.
Continue to use this assumed contract
value unless and until the actual sampled
sulfur content, density, or gross calorific

value of a delivery exceeds the assumed
value.

(d) If the actual sampled sulfur
content, gross calorific value, or density of
an oil sample is greater than the assumed
value for that parameter, then use the
actual sampled value for sulfur content,
gross calorific value, or density of fuel to
calculate SO, mass emission rate or heat
input rate as the new assumed sulfur
content, gross calorific value, or density.
Continueto usethis new assumed valueto
calculate SO, mass emission rate or heat
input rate unless and until: it is
superseded by a higher value from an ail
sample; or it is superseded by a new
contract in which case the new contract
value becomes the assumed value at the
time the fuel specified under the new
contract begins to be combusted in the
unit; or (if applicable) both the calendar
year in which the sampled value exceeded
the assumed value and the subsequent
calendar year have elapsed.

2.2.5 Split and label each oil sample.
Maintain aportion (at least 200 cc) of each
samplethroughout the calendar year andin
all casesfor not lessthan 90 calendar days
after theend of the calendar year allowance
accounting period. Analyze oil samples
for percent sulfur content by weight in
accordance with ASTM D129-91,
"Standard Test Method for Sulfur in
Petroleum Products (General Bomb
Method)," ASTM D1552-90, "Standard
Test Method for Sulfur in Petroleum
Products (High Temperature Method),"
ASTM D2622-92, " Standard Test Method
for Sulfur in Petroleum Products by X-Ray
Spectrometry,” or ASTM D4294-90,
"Standard Test Method for Sulfur in
Petroleum Products by Energy-Dispersive
X-Ray Fluorescence Spectroscopy"
(incorporated by reference under § 75.6).

2.2.6 Where the flowmeter records
volumetric flow rate rather than massflow
rate, analyze oil samples to determine the
density or specific gravity of the ail.
Determinethedensity or specific gravity of
the oil sample in accordance with ASTM
D287-82 (Reapproved 1991), "Standard
Test Method for API Gravity of Crude
Petroleum and Petroleum Products
(Hydrometer Method),” ASTM D941-88,
"Standard Test Method for Density and
Relative Density (Specific Gravity) of
Liquids by Lipkin Bicapillary
Pycnometer," ASTM D1217-91, " Standard
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Test Method for Density and Relative
Density (Specific Gravity) of Liquids by
Bingham Pycnometer," ASTM D1481-91,
"Standard Test Method for Density and
Relative Density (Specific Gravity) of
Viscous Materias by Lipkin Bicapillary,"
ASTM D1480-91, " Standard Test Method
for Density and Relative Density (Specific
Gravity) of Viscous Materialsby Bingham
Pycnometer,” ASTM D1298-85
(Reapproved 1990), " Standard Practicefor
Density, Relative Density (Specific
Gravity) or APl Gravity of Crude
Petroleum and Liquid Petroleum Products
by Hydrometer Method," or ASTM
D4052-91, "Standard Test Method for
Density and Relative Density of Liquidsby
Digital Density Meter" (incorporated by
reference under § 75.6).

2.2.7 Andyzeoil samplestodetermine
the heat content of the fuel. Determine oil
heat content in accordance with ASTM
D240-87 (Reapproved 1991), "Standard
Test Method for Heat of Combustion of
Liquid Hydrocarbon Fuels by Bomb
Calorimeter," ASTM D2382-88, " Standard
Test Method for Heat or Combustion of
Hydrocarbon Fuels by Bomb Calorimeter
(High-Precison Method)", or ASTM
D2015-91, "Standard Test Method for
GrossCaorific Vaueof Coal and Cokeby
the Adiabatic Bomb Calorimeter"
(incorporated by reference under § 75.6) or
any other procedures listed in section 5.5
of appendix F of this part.

2.2.8 Results from the oil sample
analysis must be available no later than
thirty calendar days after the sample is
composited or taken. However, during an
audit, the Administrator may require that
the results of the analysis be available as
soon as practicable, and no later than 5
business days after receipt of a request
from the Administrator.

2.3 SO, Emissions from Combustion of
Gaseous Fuels

(@ Account for the hourly SO, mass
emissions due to combustion of gaseous
fuelsfor each hour when gaseousfuelsare
combusted by theunit using the procedures
in this section.

(b) The procedures in sections 2.3.1
and 2.3.2 of this appendix, respectively,
may be used to determine SO, mass
emissions from combustion of pipeline



natural gas and natural gas, as defined in
8§ 72.2 of this chapter. The proceduresin

to account for SO, mass emissions from
any gaseous fuel combusted by aunit. For
section 2.3.3 of thisappendix may beused  each type of gaseous fuel, the appropriate

sampling frequency and the sulfur content
and GCV values used for calculations of
SO, mass emission rates are summarized
in the following Table D-5.

TABLE D-5. -- GAS SULFUR AND GCV VALUESUSED IN CALCULATIONS FOR VARIOUS FUEL TYPES

Parameter Fuel type and sampling frequency Value used in calculations
Pipeline Natural Gas with H,S content less than or 0.0006 Ib/mmBtu.
pgual to 0.3 graing/100scf when using the provisions of
section 2.3.1 to determine SO, mass emissions.
g(a;éuanur Natural Gas with H,S content less than or equal to 1.0 | Default SO, emission rate calculated from Eq. D-1h,
grain/100scf when using the provisions of section 2.3.2 |using either the fuel contract maximum H,S or the
fo determine SO, mass emissions. maximum H,S from historical sampling data.
Any gaseous fuel delivered in shipments or lots -- Actual % sulfur from most recent shipment
Sample each lot or shipment. or
1. Highest % sulfur from previous year’s samplest; or
2. Maximum % sulfur value allowed by contract®.
Any gaseous fuel transmitted by pipeline and having a | Actua % sulfur from daily sample; or
demonstrated "low sulfur variability" using the Highest % sulfur from previous 30 daily samples.
provisions of section 2.3.6 ---Sample daily.
Any gaseous fuel----Sample hourly Actual hourly sulfur content of the gas.
Gas GCV Pipeline Natural Gas----Sample monthly 1. GCV from most recent monthly sample (with > 48

operating hours in the month); or
2. Maximum GCV from contract?; or
3. Highest GCV from previous year's samples.!

Natural Gas----Sample monthly

1. GCV from most recent monthly sample (with > 48
operating hoursin the month); or

2. Maximum GCV from contract?; or

3. Highest GCV from previous year’s samples.’

Any gaseous fuel delivered in shipments or lots----
Sample each |ot or shipment.

Actual GCV from most recent shipment or lot

or
1. Highest GCV from previous year’s samples; or
2. Maximum GCV value allowed by contract.

Any gaseous fuel transmitted by pipeline and having a
demonstrated "low GCV variability" using the
provisions

of section 2.3.5----Sample monthly.

1. GCV from most recent monthly sample (with > 48
operating hoursin the month); or
2. Highest GCV from previous year's samples.t

Any other gaseous fuel not having a"low GCV
variability" -- Sample at least daily. (Note that the use
pf an on-line GCV calorimeter or gas chromatograph is
pllowed).

Actual daily or hourly GCV of the gas.

1 Assumed sulfur content and GCV values (i.e., contract values or highest values from previous year) may only continue to be used if the sulfur content or GCV of each
sample is no greater than the assumed value used to calculate SO, emissions or heat input.
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2.3.1 Pipeline Natural Gas Combustion

The owner or operator may determine
the SO, mass emissions from the
combustion of a fuel that meets the
definition of pipelinenatura gas, in§72.2
of thischapter, using the proceduresof this
section.

2.3.1.1 SO, Emission Rate

For afuel that meets the definition of
pipeline natural gas under § 72.2 of this
chapter, the owner or operator may
determine the SO, mass emissions using
either a default SO, emission rate of
0.0006 Ib/mmBtu and the procedures of
thissection, the proceduresin section 2.3.2
for natural gas, or the proceduresof section
2.3.3 for any gaseous fud. For each
affected unit using the default rate of
0.0006 Ib/mmBtu, the owner or operator
must document that the fuel combusted is
actualy pipeline natura gas, using the
procedures in section 2.3.1.4 of this
appendix.

2.3.1.2 Hourly Heat Input Rate

Calculate hourly heat input rate, in
mmBtu/hr, for aunit combusting pipeline
natural gas, using theproceduresof section
3.4.1 of this appendix. Use the measured
fuel flow rate from section 2.1 of this
appendix and thegrosscalorific valuefrom
section 2.3.4.1 of this appendix in the
calculations.

2.3.1.3 SO, Hourly Mass Emission Rate
and Hourly Mass Emissions

For pipeline natural gas combustion,
calculate the SO, mass emission rate, in
Ib/hr, using Equation D-5 in section 3.3.2
of this appendix (when the default SO,
emission rate is used). Then, use the
calculated SO, mass emission rate and the
unit operating timeto determinethe hourly
SO, mass emissions from pipeline natural
gas combustion, in Ib, using Equation D-
12 in section 3.5.1 of this appendix.

2.3.1.4 Documentation that a Fuel is
Pipeline Natural Gas

() For pipeline natural gas, provide
information in the monitoring plan
required under § 75.53, demonstrating that
the definition of pipeline natural gasin §
72.2 of this chapter has been met. The

information must demonstrate that the fuel
has a hydrogen sulfide content of lessthan
0.3 grain/100scf. The demonstration must
be madeusing one of thefollowing sources
of information:

(1) The gas quality characteristics
specified by a purchase contract or by a
pipeline transportation contract;

(2) A certification of the gas vendor,
based on routine vendor sampling and
analysis (minimum of one year of data
with samples taken monthly or more
frequently);

(3) At least one year's worth of
analytical dataonthefuel hydrogen sulfide
content from samples taken monthly or
more frequently;

(4) For fuelsdelivered in shipments or
lots, the sulfur content from all shipments
or lots received in aone year period; or

(5) Data from a 720-hour
demonstration conducted using the
procedures of section 2.3.6 of this
appendix.

(b) When a 720-hour test is used for
initial qualificationaspipelinenatural gas,
the owner or operator is required to
continue sampling the fuel for hydrogen
sulfide at | east once per month for oneyear
after the initial qualification period. The
use of the default natural gas SO, emission
rate under 2.3.1.1 is not alowed if any
sample during the one year period has a
hydrogen sulfide content greater than 0.3
gr/100 scf.

2.3.2 Natural Gas Combustion

The owner or operator may determine
the SO, mass emissions from the
combustion of a fuel that meets the
definition of natural gas, in § 72.2 of this
chapter, using the procedures of this
section.

2.3.2.1 SO, Emission Rate

Theowner or operator may account for
SO, emissions either by using a default
SO, emission rate, as determined under
section 2.3.2.1.1 of this appendix, or by
daily sampling of the gas sulfur content
using the procedures of section 2.3.3 of
thisappendix. For each affected unit using
a default SO, emission rate, the owner or
operator must provide documentation that
the fuel combusted is actually natural gas
according to the procedures in section
2.3.2.4 of this appendix.
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2.3.2.1.1 Inlieu of daily sampling of
the sulfur content of the natura gas, an
SO, default emisson rate may be
determined using Equation D-1h. Round
off thecalculated SO, default emissionrate
to the nearest 0.0001 Ib/mmBtu.

ER = H,Sx 0.0026

(Eq. D-1h)

Where:

ER = Default SO, emission ratefor natural
gas combustion, Ib/mmBtu.

H,S = Hydrogen sulfide content of the
natural gas, gr/100scf.

2.3.2.1.2 The hydrogen sulfide value
used in Equation D-1h may be obtained
from one of the following sources of
information:

(@ The highest hydrogen sulfide
content specified by apurchase contract or
by a pipeline transportation contract;

(b) The highest hydrogen sulfide
content from a certification of the gas
vendor, based on routine vendor sampling
and analysis (minimum of oneyear of data
with samples taken monthly or more
frequently);

(c) The highest hydrogen sulfide
content from at least one year's worth of
analytical dataonthefuel hydrogen sulfide
content from samples taken monthly or
more frequently;

(d) For fuelsdeliveredin shipments or
lots, the highest hydrogen sulfide content
fromall shipmentsor lotsreceivedinaone
year period; or

(e) the highest hydrogen sulfide
content measured during a 720-hour
demonstration conducted using the
procedures of section 2.3.6 of this
appendix.

2.3.2.2 Hourly Heat Input Rate

Calculate hourly heat input rate for
natural gas combustion, in mmBtu/hr,
using the procedures in section 3.4.1 of
thisappendix. Usethe measured fuel flow
rate from section 2.1 of this appendix and
the gross cdorific value from section
2.3.4.2 of thisappendix inthe calcul ations.

2.3.2.3 SO, Mass Emission Rate and
Hourly Mass Emissions

For natural gas combustion, calculate
the SO, massemissionrate, in Ib/hr, using
Equation D-5 in section 3.3.2 of this



appendix, when the default SO, emission
rateisused. Then, use the calculated SO,
mass emission rate and the unit operating
time to determine the hourly SO, mass
emissionsfrom natural gascombustion, in
Ib, using Equation D-12in section 3.5.1 of
this appendix.

2.3.24 Documentation that a Fue Is
Natural Gas

@ For natura gas, provide
information in the monitoring plan
required under § 75.53, demonstrating that
the definition of natural gasin § 72.2 of
this chapter has been met. The
information must demonstrate that the fuel
has a hydrogen sulfide content of lessthan
1.0 grain/100 scf. This demonstration
must be made using one of the following
sources of information:

(1) The gas quality characteristics
specified by a purchase contract or by a
transportation contract;

(2) A certification of the gas vendor,
based on routine vendor sampling and
analysis (minimum of one year of data
with samples taken monthly or more
frequently);

(3) At least one year's worth of
analytical dataonthefuel hydrogen sulfide
content from samples taken monthly or
more frequently;

(4) For fuelsdelivered in shipmentsor
lots, sulfur content from all shipments or
lots received in a one year period; or

(5) Data from a 720-hour
demonstration conducted using the
procedures of section 2.3.6 of this
appendix.

(b) When a 720-hour test is used for
initial qualification as natural gas, the
owner or operator shall continue sampling
the fuel for hydrogen sulfide at least once
per month for one year after the initial
qualification period. Theuseof thedefault
natural gas SO, emission rate under
23.2.1.1 is not alowed if any sample
during the one year period has a hydrogen
sulfide content greater than 1.0 grain/100
scf.

2.3.3 SO, Mass Emissions From Any
Gaseous Fuel

The owner or operator of a unit may
determine SO, mass emissions using this
section for any gaseous fud (including
fuels such as refinery gas, landfill gas,
digester gas, coke oven gas, blast furnace

gas, cod -derived gas, producer gas or any
other gaswhich may haveavariable sulfur
content).

2.3.3.1 Sulfur Content Determination

23311 Anayze the tota sulfur
content of the gaseous fuel in grain/100
scf, at thefrequency specifiedin Table D-5
of thisappendix. Thatis: for fuel delivered
in discrete shipments or lots, sample each
shipment or lot; for fuel transmitted by
pipeling, if a demonstration is provided
under section 2.3.6 of this appendix
showing that the gaseous fuel has a "low
sulfur variability," determine the sulfur
content daily using either manual sampling
or a gas chromatograph; and for al other
gaseousfuels, determinethe sulfur content
on an hourly basis using a gas
chromatograph.

2.3.3.1.2 Use one of the following
methods when using manual sampling (as
applicableto the type of gas combusted) to
determine the sulfur content of the fuel:
ASTM D1072-90, "Standard Test Method
for Total Sulfur in Fuel Gases', ASTM
D4468-85 (Reapproved 1989) "Standard
Test Method for Total Sulfur in Gaseous
Fuels by Hydrogenolysis and Radiometric
Colorimetry," ASTM D5504-94 " Standard
Test Method for Determination of Sulfur
Compounds in Natural Gas and Gaseous
Fuels by Gas Chromatography and
Chemiluminescence,” or ASTM D3246-81
(Reapproved 1987) " Standard Test Method
for Sulfur in Petroleum Gas By Oxidative
Microcoulometry" (incorporated by
reference under § 75.6).

2.3.3.1.3 The sampling and analysis
of daily manual samplesmay be performed
by the owner or operator, an outside
laboratory, or the gas supplier. If hourly
sampling with a gas chromatograph is
required, or a source chooses to use an
online gas chromatograph to determine
daily fud sulfur content, the owner or
operator shall develop and implement a
programto quality assurethe datafromthe
gaschromatograph, in accordancewiththe
manufacturer’ s recommended procedures.
The quality assurance procedures shall be
kept on-site, in a form suitable for

inspection.

23314 Results of al sample
analyses must be available no later than
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thirty calendar days after the sample is
taken.

2.3.3.2 SO, Mass Emission Rate

Calculate the SO, mass emission rate
for the gaseous fuel, in Ib/hr, using
equation D-4 in section 3.3.1 of this
appendix. Use the appropriate sulfur
content, in equation D-4, as specified in
Table D-5 of this appendix. That is, for
fuels delivered by pipeline which
demonstrate alow sulfur variability (under
section 2.3.6 of this appendix) use either
the daily value or the highest value in the
previous 30 days or for fuels requiring
hourly sulfur content sampling with a gas
chromatograph usethe actual hourly sulfur
content).

2.3.3.3 Hourly Heat Input Rate

Calculatethe hourly heat input ratefor
combustion of the gaseous fuel, using the
provisions in section 3.4.1 of this
appendix. Usethe measured fuel flow rate
from section 2.1 of this appendix and the
grosscaorificvaluefromsection2.3.4.3 of
this appendix in the calculations.

2.3.4 Gross Calorific Vaues for Gaseous
Fuels

Determine the GCV of each gaseous
fuel at the frequency specified in this
section, using one of the following
methods: ASTM D1826-88, ASTM
D3588-91, ASTM D4891-89, GPA
Standard 2172-86 "Calculation of Gross
Heating Vaue, Relative Density and
Compressibility Factor for Natural Gas
Mixturesfrom Compositional Analysis," or
GPA Standard 2261-90 "Analysis for
Natural Gasand Similar GaseousMixtures
by Gas Chromatography" (incorporated by
reference under § 75.6 of this part). Use
the appropriate GCV value, as specifiedin
section 2.3.4.1, 2.3.4.2 or 2.3.4.3 of this
appendix, in the calculation of unit hourly
heat input rates.

2.3.4.1 GCV of Pipeline Natural Gas

Determine the GCV of fud that is
pipelinenatural gas, asdefinedin § 72.2 of
this chapter, at least once per calendar
month. For GCV used in calculations use
the specificationsin Table D-5: either the
vaue from the most recent monthly
sample, the highest value specified in a



contract or tariff sheet, or the highest value
from the previous year. The fue GCV
valuefromthemost recent monthly sample
shall be used for any month in which that
value is higher than a contract limit. If a
unit combusts pipeline natural gasfor less
than 48 hoursduring acalendar month, the
sampling and analysis requirement for
GCV is waived for that calendar month.
The preceding waiver is limited by the
condition that at least one analysis for
GCV must be performed for each quarter
the unit operates for any amount of time.

2.3.4.2 GCV of Natural Gas

Determine the GCV of fuel that is
natural gas, as defined in § 72.2 of this
chapter, on a monthly basis, in the same
manner as described for pipeline natura
gasin section 2.3.4.1 of this appendix.

2.3.4.3 GCV of Other Gaseous Fuels

For gaseous fuels other than natural
gas or pipeline natural gas, determine the
GCV as specified in section 2.3.4.3.1,
2.3.4.3.20r 2.3.4.3.3, as applicable.

2.3.4.3.1 For a gaseous fuel that is
delivered in discrete shipments or lots,
determine the GCV for each shipment or
lot. The determination may be made by
sampling each delivery or by sampling the
supply tank after each delivery. For
sampling of each délivery, use the highest
GCV in the previous year's samples. For
sampling fromthetank after each delivery,
use either the most recent GCV sample or
the highest GCV in the previous year.

2.3.4.3.2 For any gaseous fud that
does not qualify as pipeline natura gas or
natural gas and which is not delivered in
shipments or lots which performs the
required 720 hour test under section 2.3.5
of this appendix, and the resullts of the test
demonstrate that the gaseous fuel has a
low GCV variability, determine the GCV
at least monthly. In calculations of hourly
heat input for a unit, use either the most
recent monthly sample or the highest fuel
GCV from the previous year's samples.

2.3.4.3.3 For any other gaseous fuel,
determine the GCV at least daily and use
the actual fuel GCV in calculations of unit
hourly heat input. If an online gas
chromatograph or on-line calorimeter is
used to determine fuel GCV each day, the

owner or operator shall develop and
implement a program to quality assure the
data from the gas chromatograph or on-
line calorimeter, in accordance with the
manufacturer’ s recommended procedures.
The quality assurance procedures shall be
kept on-site, in a form suitable for

inspection.
2.3.5 Demondtration of Fud GCV
Variability

(@ Thisdemonstration is required of
any fuel which doesnot qualify aspipeline
natural gas or natural gas, and is not
delivered only in shipments or lots. The
demonstration data shall be used to
determine whether daily or monthly
sampling of the GCV of the gaseous fuel
or blend isrequired.

(b) To make this demonstration,
proceed asfollows. Provide aminimum of
720 hours of data, indicating the GCV of
the gaseous fuel or blend (in Btu/100 scf).
The demonstration data shall be obtained
using either: hourly samplingand anaysis
using the methods in section 2.34 to
determine GCV of the fuel; an on-line gas
chromatograph capabl e of determining fuel
GCV on an hourly basis; or an on-line
calorimeter. For gaseousfuel produced by
a variable process, the data shal be
representative of and include all process
operating conditions including seasonal
and yearly variationsin processwhich may
affect fuel GCV.

(c) Thedatashall bereduced to hourly
averages. The mean GCV vaue and the
standard deviation from the mean shall be
caculated from the hourly averages.
Specifically, thegaseousfuel isconsidered
to have a low GCV variability, and
monthly gas sampling for GCV may be
used, if the mean value of the GCV
multiplied by 1.075 isless than the sum of
themean valueand one standard deviation.
If the gaseous fudl or blend does not meet
this requirement, then daily fuel sampling
and anaysis for GCV, using manual
sampling, a gas chromatograph or an on-
line calorimeter is required.

2.3.6 Demondration of Fue Sulfur
Variability

() Thisdemonstrationisrequired for
any fuel which doesnot qualify aspipeline
natural gas or natural gas and is not
deliveredin shipmentsor lots. Theresults
of the demonstration will be used to
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determine whether dailly or hourly
sampling for sulfur in the fuel is required.
To make this demonstration, proceed as
follows. Provide aminimum of 720 hours
of data, indicating the total sulfur content
(and hydrogen sulfide content, if needed to
define afuel as either pipeline natural gas
or natural gas) of the gaseous fuel or blend
(in gr/100 scf). The demonstration data
shall be obtained using either manua
hourly sampling or an on-line gas
chromatograph capable of determiningfuel
total sulfur content (and, if applicable, H,S
content) on an hourly basis. For gaseous
fuel produced by a variable process,
additional data shall be provided whichis
representative of all process operating
conditions including seasonal or annua
variations which may affect fuel sulfur
content.

(b) Reducethedatato hourly averages
of the total sulfur content (and hydrogen
sulfide content, if applicable) of the fuel.
Then, calculate the mean value of the total
sulfur content and standard deviation in
order to determine whether daily sampling
of the sulfur content of the gaseous fuel or
blend is sufficient or whether hourly
sampling with a gas chromatograph is
required. Specifically, daily gas sampling
and analysisfor total sulfur content, using
either manual sampling or an online gas
chromatograph, shall be sufficient,
provided that the standard deviation of the
hourly average valuesfrom themean value
does not exceed 5.0 grains per 100 scf. If
the gaseous fuel or blend does not meet
this requirement, then hourly sampling of
the fuel with a gas chromatograph and
hourly reporting of the average sulfur
content of the fuel is required.

2.4 Missing Data Procedures

When data from the procedures of this
part are not available, provide substitute
data using the following procedures.

24.1 Missing Data for Oil and Gas
Samples

When fuel sulfur content, gross
caorific value or, when necessary, density
dataaremissing or invalid for an oil or gas
sample taken according to the procedures
in section 2.2.3, 2.2.4.1, 2.2.4.2, 2.2.4.3,
225,226, 227, 2331, 23312, or
2.3.4 of this appendix, then substitute the
maximum potential sulfur content, density,
or gross cdorific vaue of that fuel from



TableD-6 of thisappendix. Irrespective of
which reporting option is selected (i.e,,
actual value, contract value or highest
value from the previous year, the missing

datavaluesin Table D-6 shall be reported
whenever the results of arequired sample
of sulfur content, GCV or density is
missing or invalid in the current calendar

year. The substitute data value(s) shall be
used until the next valid sample for the
missing parameter(s) is obtained. Note
that only actual sample results shall be

TABLE D-6. -- MISSING DATA SUBSTITUTION PROCEDURES FOR SULFUR, DENSITY, AND

GROSS CALORIFIC VALUE DATA

Parameter Missing data substitution maximum potential value
Qil Sulfur Content 3.5 percent for residua ail, or
1.0 percent for diesdl fudl.
Qil Density 8.5 Ib/gd for residual ail, or
7.4 1b/gal for diesel fuel.
Oil Gev 19,500 Btu/Ib for residual oil, or 20,000 Btw/Ib for diesel fuel.
Gas Sulfur Content 0.3 gr/100 scf for pipeline natural gas, or
1.0 gr/100 scf for natural gas, or
Twice the highest total sulfur content value recorded in the
previous 30 days when sampling gaseous fuel daily or hourly.
Gas GCV/Heat 1100 Btu/scf for pipeline natural gas, natural gas or landfill gas, or
Content 1500 for butane or refinery gas.
2100 Btu/scf for propane or any other gaseous fuel.

used to determine the "highest value from
the previous year" when that reporting
option is used; missing data values shall
not be used in the determination.

2.4.2 Whenever data are missing
from any fuel flowmeter that is part of an
excepted monitoring system under
appendix D or E to this part, where the
fuel flowmeter data are required to
determine the amount of fuel combusted
by the unit, use the procedures in sections
2.4.2.2 and 2.4.2.3 of this appendix to
account for the flow rate of fuel
combusted at the unit for each hour
during the missing data period. In
addition, afuel flowmeter used for
measuring fuel combusted by a peaking
unit may use the smplified fuel flow
missing data procedure in section 2.4.2.1
of this appendix.

2.4.2.1 Simplified Fuel Flow Missing
Datafor Peaking Units

If no fuel flow rate data are available
for afud flowmeter system installed on a
peaking unit (as defined in § 72.2 of this
chapter), then substitute for each hour of
missing data using the maximum
potential fuel flow rate. The maximum
potential fuel flow rate is the lesser of the
following:

(a) The maximum fuel flow rate the
unit is capable of combusting or (b) the

maximum flow rate that the flowmeter
can measure (i.e, upper range value of
flowmeter leading to a unit).

2.4.2.2 For hours where only one
fuel is combusted, substitute for each
hour in the missing data period the
average of the hourly fuel flow rate(s)
measured and recorded by the fuel
flowmeter (or flowmeters, where fudl is
recirculated) at the corresponding
operating unit load range recorded for
each missing hour during the previous
720 hours during which the unit
combusted that same fuel only. Establish
load ranges for the unit using the
procedures of section 2 in appendix C of
this part for missing volumetric flow rate
data. If nofuel flow rate dataare
available at the corresponding load
range, use data from the next higher load
range where data are available. If no fuel
flow rate data are available at either the
corresponding load range or a higher load
range during any hour of the missing
data period for that fuel, substitute the
maximum potential fuel flow rate. The
maximum potential fuel flow rateisthe
lesser of the following: (1) the maximum
fuel flow rate the unit is capable of
combusting or (2) the maximum flow
rate that the flowmeter can measure.
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2.4.2.3 For hours where two or more
fuels are combusted, substitute the
maximum hourly fuel flow rate measured
and recorded by the flowmeter (or
flowmeters, where fuel is recirculated)
for the fuel for which data are missing at
the corresponding load range recorded for
each missing hour during the previous
720 hours when the unit combusted that
fuel with any other fuel. For hours where
no previous recorded fuel flow rate data
are available for that fuel during the
missing data period, calculate and
substitute the maximum potential flow
rate of that fuel for the unit as defined in
section 2.4.2.2 of this appendix.

2.4.3 In any case where the missing
data provisions of this section require
substitution of data measured and
recorded more than three years (26,280
clock hours) prior to the date and time of
the missing data period, use three years
(26,280 clock hours) in place of the
prescribed lookback period.

3. Calculations

Calculate hourly SO, mass emission
rate from combustion of oil fuel using the
proceduresin section 3.1 of this
appendix. Calculate hourly SO, mass
emission rate from combustion of
gaseous fuel using the proceduresin



section 3.3 of thisappendix. (Note: the
SO, mass emission ratesin sections 3.1
and 3.3 are calculated such that the rate,
when multiplied by unit operating time,
yields the hourly SO, mass emissions for
aparticular fud for the unit.) Calculate
hourly heat input rate for both oil and
gaseous fuels using the proceduresin
section 3.4 of this appendix. Calculate
total SO, mass emissions and heat input
for each hour, each quarter and the year
to date using the procedures under
section 3.5 of this appendix. Where an
oil flowmeter records volumetric flow
rate, use the calculation proceduresin
section 3.2 of this appendix to calculate
the mass flow rate of oil.

3.1 SO, Mass Emission Rate
Calculation for Oil

3.1.1 UseEquation D-2 to calculate
SO, mass emission rate per hour (Ib/hr):

02 =20 OlIL_.~ K0Sy
rate- oil ~ < Lrate 1000
(Eq. D-2)

Where:

SO, 14001 = Hourly mass emission rate of

SO, emitted from combustion of ail,

Ib/hr.

OIL .= Massrate of oil consumed per

hr during combustion, 1b/hr.

%S,; = Percentage of sulfur by weight
measured in the sample.

2.0=Ratioof Ib SO,/Ib S.

3.1.2 Record the SO, mass emission
rate from oil for each hour that oil is
combusted.

3.2 Mass Flow Rate Calculation for
Volumetric Oil Flowmeters

3.2.1 Where the ail flowmeter
records volumetric flow rate rather than
mass flow rate, calculate and record the
oil mass flow rate for each hourly period
using hourly oil flow rate measurements
and the density or specific gravity of the
oil sample.

3.2.2 Convert density, specific
gravity, or API gravity of the oil sample
to density of the oil sample at the
sampling location's temperature using
ASTM D1250-80 (Reapproved 1990),
"Standard Guide for Petroleum

Measurement Tables' (incorporated by
reference under § 75.6 of this part).

3.2.3 Where density of the il is
determined by the applicable ASTM
procedures from section 2.2.6 of this
appendix, use Equation D-3 to calculate
the rate of the mass of oil consumed (in
[b/hr):

OI Lrate = VoiI— rate DoiI
(Eq. D-3)
where:

OIL,, = Massrate of oil consumed per
hr, Ib/hr.

V qirae = VOlume rate of oil consumed per
hr, measured in scf/hr, gal/hr,
barrels’hr, or m¥/hr.

D, = Density of oil, measured in Ib/scf,
Ib/gal, lb/barrel, or Ib/m?®.

3.3 SO, Mass Emission Rate
Calculation for Gaseous Fuels

3.3.1 Use Equation D-4 to calculate
the SO, mass emission rate when using
the optional gas sampling and analysis
procedures in sections 2.3.1 and 2.3.2 of
this appendix, or the required gas
sampling and analysis proceduresin
section 2.3.3 of this appendix. Tota
sulfur content of afuel must be
determined using the procedures of

2.3.3.1.2 of this appendix:

® 2 0, .
332rate- gas = %70006 GASate Sg
(Eq. D-4)
Where:

SO, 4 go= Hourly mass rate of SO,
emitted due to combustion of
gaseous fuel, Ib/hr.

GAS,. = Hourly metered flow rate of
gaseous fuel combusted, 100 scf/hr.

Sy = Sulfur content of gaseous fuel, in
grain/100 scf.

2.0=Ratioof Ib SO,/Ib S.

7000 = Conversion of graing/100 scf to

[b/100 scf.

3.3.2 Use Equation D-5 to calculate
the SO, mass emission rate when using a
default emission rate from section 2.3.1.1
or 2.3.2.1.1 of this appendix:
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as

SO2,.,..= ER™ HI .

(Eq. D-5)

where:

SO, 4 = Hourly mass emission rate of
SO, from combustion of a gaseous
fuel, Ib/hr.

ER = SO, emission rate from section
2.3.1.1o0r 2.3.2.1.1, of thisappendix,
[b/mmBtu.

HI 4. = Hourly heat input rate of a
gaseous fuel, calculated using
proceduresin section 3.4.1 of this
appendix, in mmBtu/hr.

3.3.3 Record the SO, mass emission
rate for each hour when the unit
combusts a gaseous fuel.

3.4 Calculation of Heat Input Rate

3.4.1 Heat Input Rate for Gaseous Fuels

X (a) Determinetotal hourly gas flow
or average hourly gas flow rate with a
fuel flowmeter in accordance with the
requirements of section 2.1 of this
appendix and the fuel GCV in
accordance with the requirements of
section 2.3.4 of this appendix. If
necessary perform the 720-hour test
under section 2.3.5 to determine the
appropriate fuel GCV sampling
frequency.

(b) Then, use Equation D-6 to
calculate heat input rate from gaseous
fuels for each hour.

_ GAS,,  GCV,

HI =
10°

rate- gas

(Eq. D-6)

Where:

HI e s = Hourly heat input rate from
combustion of the gaseous fuel,
mmBtu/hr.

GAS,. = Average volumetric flow rate
of fuel, for the portion of the hour in
which the unit operated, 100 scf/hr.
GCV 4 = Gross calorific value of
gaseous fuel, Btu/hr.

10° = Conversion of Btu to mmBtu.

(c) Note that when fuel flow is
measured on an hourly totalized basis
(e.g. afud flowmeter reports totalized
fuel flow for each hour), before Equation
D-6 can be used, the total hourly fuel



usage must be converted from units of
100 scf to units of 100 scf/hr using
Equation D-7:

C;'A‘Sunit
GAS 4 = Tt
(Eq. D-7)
Where:

GAS,,..= Average volumetric flow rate of
fuel for the portion of the hour in which
the unit operated, 100 scf/hr.

GAS,,; = Total fuel combusted during
the hour, 100 scf.

t = Unit operating time, hour or fraction
of an hour (in equa increments that can
range from one hundredth to one quarter
of an hour, at the option of the owner or
operator).

3.4.2 Heat Input Rate from the
Combustion of Oil

(@) Determinetota hourly oil flow
or average hourly ail flow rate with a fuel
flowmeter, in accordance with the
requirements of section 2.1 of this
appendix. Determine oil GCV according
to the requirements of section 2.2 of this
appendix.

Then, use Equation D-8 to calculate
hourly heat input rate from oil for each

hour:
_ GCVyi
HI rate- oil — O”—rate106
(Eq. D-8)
Where:

HI 40 = Hourly heat input rate from
combustion of oil, mmBtuhr.

OIL . = Massrate of oil consumed per
hour, as determined using proceduresin
section 3.2.3 of this appendix, in Ib/hr,
tong’hr, or kg/hr.

GCV,;, = Gross cdorific value of ail,
Btu/lb, Btu/ton, Btu/kg.

10° = Conversion of Btu to mmBtu.

(b) Notethat when fuel flow is
measured on an hourly totalized basis
(e.g., afuel flowmeter reports totalized
fuel flow for each hour), before equation
D-8 can be used, the total hourly fuel
usage must be converted from units of 1b
to units of Ib/hr, using equation D-9:

OIL,.
OI L - tunlt

rate

(Eq. D-9)
Where:

OIL .= Average fud flow rate for the
portion of the hour which the unit
operated in Ib/hr.

OIL,; = Total fuel combusted during the
hour, Ib.

t = Unit operating time, hour or fraction
of an hour (in equal increments that can
range from one hundredth to one quarter
of an hour, at the option of the owner or
operator).

3.4.3 Apportioning Heat Input Rate to
Multiple Units X

() Usethe procedurein this section
to apportion hourly heat input rate to two
or more units using asingle fuel
flowmeter which supplies fud to the
units. (This procedure is not applicable
to units calculating NO, mass emissions
using the provisions of subpart H of this
part.) The designated representative may
also petition the Administrator under
8§ 75.66 to use this apportionment
procedure to calculate SO, and CO, mass
emissions.

(b) Determine total hourly fuel flow
or flow rate through the fuel flowmeter
supplying gas or oil fuel to the units.
Convert fuel flow rates to units of 100 scf
for gaseous fuels or to Ib for oil, using the
procedures of this appendix. Apportion
the fuel to each unit separately based on
hourly output of the unit in MW, or 1000
Ib of steam/hr (klb/hr) using Equation D-
10 or D-11, as applicable:

& 0
_ Q Uoutput :
C:"ASunit - GASmeteré é U :
al- units oupt ﬂ
(Eg. D-10)
Where:

GAS,,; = Gasflow apportioned to a unit,
100 <cf.

GAS, .« = Totd gas flow through the
fuel flowmeter, 100 <cf.

Uoupe = Total unit output, MW or klb/hr.

& U 9
OI L unit = OI L meter gc’O&_
édl— units ot B
(Eq. D-11)
Where:

OIL,;; = Oil flow apportioned to a unit,
Ib.
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OIL e = Tota oil flow through the fuel
flowmeter, Ib.

Uoupe = Total unit output in either MW,
or kib/hr.

(c) Usethetotal apportioned fuel
flow calculated from Equation D-10 or
D-11 to calculate the hourly unit heat
input rate, using Equations D-6 and D-7
(for gas) or Equations D-8 and D-9 (for
ail).

3.5 Conversion of Hourly Rates to
Hourly, Quarterly and Year to Date
Totals

3.5.1 Hourly SO, Mass Emissions from
the Combustion of all Fuels

Determine the total mass emissions
for each hour from the combustion of al
fuels using Equation D-12:

o]
MSOZ- hr — a SC)Zratte- [ ti
all- fuels
(Eqg. D-12)
Where:

M gop. = Total mass of SO, emissions
from all fuels combusted during the hour,
Ib.

SO, 4ei = SO, mass emission rate for
each type of gas or oil fuel combusted
during the hour, Ib/hr.

t, = Time each gas or oil fuel was
combusted for the hour (fuel usage time),
fraction of an hour (in equal increments
that can range from one hundredth to one
guarter of an hour, at the option of the
owner or operator).

3.5.2 Quarterly Total SO, Mass
Emissions

Sum the hourly SO, mass emissions
in Ib as determined from Equation D-12
for dl hoursin aquarter using Equation
D-13:

M SO2- a M SO2- h
a 2000 dl- hours in- gtr '

(Eq. D-13)

Where:

Mgpp.qr = Total mass of SO, emissions
from all fuels combusted during the
quarter, tons.

M gop.r = Hourly SO, mass emissions
determined using Equation D-12, Ib.
2000= Conversion factor from Ib to tons.



3.5.3 Year to Date SO, Mass Emissions

Calculate and record SO, mass
emissionsin the year to date using
Equation D-14:

o quarter
M SO2- YTD = a M qtr
1
(Eq. D-14)
Where:

Mgop.y1p = Total SO, mass emissions for
the year to date, tons.

Mgz = Total SO, mass emissions for
the quarter, tons.

3.5.4 Hourly Total Heat Input from the
Combustion of al Fuels

Determine the total heat input in
mmBtu for each hour from the
combustion of all fuels using Equation
D-15:

[o)
thr = a leate-iti
al- fuels
(Eq. D-15)
Where:

HI,, = Tota heat input from al fuels
combusted during the hour, mmBtu.

HI 4 =Heat input rate for each type of
gas or oil combusted during the hour,
mmBtu/hr.

t; = Time each gas or oil fuel was
combusted for the hour (fuel usage time),
fraction of an hour (in equal increments
that can range from one hundredth to one
quarter of an hour, at the option of the
owner or operator).

3.5.5 Quarterly Heat Input
Sum the hourly heat input values

determined from equation D-15 for al
hoursin a quarter using Equation D-16:

[¢]
Hl,,=-— a Hl
ar 2000 al- hours- in- qtrr1r
(Eg. D-16)
Where:

HI,, = Total heat input from all fuels
combusted during the quarter, mmBtu.
HI,, = Hourly heat input determined
using Equation D-15, mmBtu.

3.5.6 Year-to-Date Heat Input

Calculate and record the total heat
input in the year to date using Equation
D-17.

current - quarter

[o]
a qutr

q=1

HIYTD =

(Eq. D-17)

Hl,+p = Total heat input for the year to
date, mmBtu.

HI,, = Total heat input for the quarter,
mmBtu.

3.6 Records and Reports

Calculate and record quarterly and
cumulative SO, mass emissions and heat
input for each calendar quarter using the
procedures and equations of section 3.5
of this appendix. Calculate and record
SO, emissions and heat input datain a
standard electronic format specified by
the Administrator.

Appendix E to Part 75--Optional NO,
Emissions Estimation Protocol for
Gas-Fired Peaking Unitsand Oil-
Fired Peaking Units

1. Applicability
1.1 Unit Operation Requirements

This NO, emissions estimation
procedure may be usedin lieu of a
continuous NO, emission monitoring
system (Ib/mmBtu) for determining the
average NO, emission rate and hourly
NO, rate from gas-fired peaking units
and oil-fired peaking units as defined in
8 72.2 of this chapter. If aunit's
operations exceed the levels required to
be a peaking unit, install and certify a
continuous NO, emission monitoring
system no later than December 31 of the
following calendar year. The provisions
of § 75.12 apply to excepted monitoring
systems under this appendix.

1.2 Certification

1.2.1 Pursuant to the proceduresin
§75.20, complete dl testing
requirements to certify use of this
protocol in lieu of aNO, continuous
emission monitoring system no later than
the applicable deadline specified in
875.4. Apply to the Administrator for
certification to use this method no later
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than 45 days after the completion of all
certification testing. Whenever the
monitoring method is to be changed,
reapply to the Administrator for
certification of the new monitoring
method.

1.2.2 If the owner or operator has
already successfully completed
certification testing of the unit using the
protocol of appendix E of part 75 and
submitted a certification application
under § 75.20(g) prior to July 17, 1995,
the unit's monitoring system does not
need to repeat initia certification testing
using the revised procedures published
May 17, 1995.

2. Procedure
2.1 Initial Performance Testing

Use the following procedures for:
measuring NO, emission rates at heat
input rate levels corresponding to
different load levels; measuring heat
input rate; and plotting the correlation
between heat input rate and NO,
emission rate, in order to determine the
emission rate of the unit(s).

2.1.1 Load Selection

Establish at least four approximately
equally spaced operating load points,
ranging from the maximum operating
load to the minimum operating load.
Select the maximum and minimum
operating load from the operating history
of the unit during the most recent two
years. (If projections indicate that the
unit's maximum or minimum operating
load during the next five years will be
significantly different from the most
recent two years, select the maximum
and minimum operating load based on
the projected dispatched load of the unit.)
For new gas-fired peaking units or new
oil-fired peaking units, select the
maximum and minimum operating load
from the expected maximum and
minimum |oad to be dispatched to the
unit in the first five calendar years of
operation.



2.1.2 NO, and O, Concentration
M easurements

Use the following procedures to
measure NO, and O, concentration in
order to determine NO, emission rate.

2.1.2.1 For boilers, select an excess
O, levd for each fuel (and, optionally, for
each combination of fuels) to be
combusted that is representative for each
of the four or more load levels. If aboiler
operates using a single, consistent
combination of fuels only, the testing
may be performed using the combination
rather than each fuel. If afud is
combusted only for the purpose of testing
ignition of the burners for a period of five
minutes or less per ignition test or for
start-up, then the boiler NO, emission
rate does not need to be tested separately
for that fuel. Operatethe bailer at a
normal or conservatively high excess
oxygen level in conjunction with these
tests. Measure the NO, and O, at each
load point for each fuel or consistent fuel
combination (and, optionally, for each
combination of fuels) to be combusted.
Measure the NO, and O, concentrations
according to method 7E and 3A in
appendix A of part 60 of this chapter.
Select sampling points as specified in
section 5.1, method 3 in appendix A of
part 60 of this chapter. The designated
representative for the unit may also
petition the Administrator under § 75.66
to use fewer sampling points. Such a
petition shall include the proposed
alternative sampling procedure and
information demonstrating that thereis
no concentration stratification at the
sampling location.

2.1.2.2 For stationary gas turbines,
select sampling points and measure the
NO, and O, concentrations at each load
point for each fuel or consistent
combination of fuels (and, optionally,
each combination of fuels) according to
appendix A, method 20 of part 60 of this
chapter. For diesel or dual fuel
reciprocating engines, measure the NO,
and O, concentrations according to
method 20, but modify method 20 by
selecting a sampling siteto be asclose as
practical to the exhaust of the engine.

2.1.2.3 Allow the unit to stabilize
for aminimum of 15 minutes (or longer
if needed for the NO, and O, readings to

stabilize) prior to commencing NO,, O,,
and heat input measurements. Determine
the average measurement system
response time according to section 5.5 of
method 20 in appendix A, part 60 of this
chapter. When inserting the probeinto
the flue gas for the first sampling point in
each traverse, sample for at least one
minute plus twice the average
measurement system response time (or
longer, if necessary to obtain a stable
reading). For al other sampling points
in each traverse, sample for at least one
minute plus the average measurement
response time (or longer, if necessary to
obtain a stable reading). Perform three
test runs at each load condition and
obtain an arithmetic average of the runs
for each load condition. During each test
run on aboiler, record the boiler excess
oxygen level at 5 minuteintervals.

2.1.3 Heat Input

Measure the total heat input
(mmBtu) and heat input rate during
testing (mmBtu/hr) as follows:

2.1.3.1 When the unit is combusting
fuel, measure and record the flow of fuel
consumed. Measure the flow of fuel with
an in-line flowmeter(s) and automatically
record the data. If aportion of the flow is
diverted from the unit without being
burned, and that diversion occurs
downstream of the fuel flowmeter, an
in-line flowmeter is required to account
for the unburned fuel. Install and
calibrate in-line flow meters using the
procedures and specifications contained
insections2.1.2,2.1.3,2.1.4, and 2.1.5
of appendix D of thispart. Correct any
gaseous fuel flow rate measured at actual
temperature and pressure to standard
conditions of 68°F and 29.92 inches of
mercury.

2.1.3.2 For liquid fuels, analyze fuel
samples taken according to the
requirements of section 2.2 of appendix
D of this part to determine the heat
content of the fuel. Determine heat
content of liquid or gaseous fuel in
accordance with the proceduresin
appendix F of thispart. Calculate the
heat input rate during testing (mmBtu/hr)
associated with each load condition in
accordance with Equations F-19 or F-20
in appendix F of this part and total heat
input using Equation E-1 of this

Unofficial Part 75 (12/99) -- Page 165

appendix. Record the heat input rate at
each heat input/load point.

2.1.4 Emergency Fuel

The designated representative of a
unit that is restricted by its Federal, State
or local permit to combusting a particular
fuel only during emergencies where the
primary fuel is not available may petition
the Administrator pursuant to the
proceduresin § 75.66 for an exemption
from the requirements of this appendix
for testing the NO, emission rate during
combustion of the emergency fuel. The
designated representative shall includein
the petition a procedure for determining
the NO, emission rate for the unit when
the emergency fuel is combusted, and a
demonstration that the permit restricts
use of the fuel to emergenciesonly. The
designated representative shall also
provide notice under § 75.61(a) for each
period when the emergency fuel is
combusted.

2.1.5 Tabulation of Results

Tabulate the results of each baseline
correlation test for each fuel or, as
applicable, combination of fuels, listing:
time of test, duration, operating loads,
heat input rate (mmBtu/hr), F-factors,
excess oxygen levels, and NO,
concentrations (ppm) on adry basis (at
actual excess oxygen level). Convert the
NO, concentrations (ppm) to NO,
emission rates (to the nearest 0.01
Ib/mm/Btu) according to Equation F-5 of
appendix F of this part or 19-3 in method
19 of appendix A of part 60 of this
chapter, as appropriate. Calculate the
NO, emission rate in Ib/mmBtu for each
sampling point and determine the
arithmetic average NO, emission rate of
each test run. Calculate the arithmetic
average of the boiler excess oxygen
readings for each test run. Record the
arithmetic average of the three test runs
as the NO, emission rate and the boiler
excess oxygen level for the heat
input/load condition.

2.1.6 Plotting of Results

Plot the tabulated results as an x-y
graph for each fuel and (as applicable)
combination of fuels combusted
according to the following procedures.



2.1.6.1 Plot the heat input rate
(mmBtu/hr) as the independent (or x)
variable and the NO, emission rates
(Ib/mmBtu) as the dependent (or y)
variable for each load point. Construct
the graph by drawing straight line
segments between each load point. Draw
ahorizontal line to the y-axis from the
minimum heat input (load) point.

2.1.6.2 Unitsthat co-fire gas and oil
may be tested while firing gas only and
oil only instead of testing with each
combination of fuels. In this case,
construct a graph for each fudl.

2.2 Periodic NO, Emission Rate Testing

Retest the NO, emission rate of the
gas-fired peaking unit or the oil-fired
peaking unit prior to the earlier of 3,000
unit operating hours or the 5-year
anniversary and renewa of its operating
permit under part 72 of this chapter.

2.3 Other Quality Assurance/Quality
Control-Related NO, Emission Rate
Testing

When the operating levels of certain
parameters exceed the limits specified
below, or where the Administrator issues
a notice requesting retesting because the
NO, emission rate data availability for
when the unit operates within al quality
assurance/quality control parametersin
this section since the last test isless than
90.0 percent, as calculated by the
Administrator, complete retesting of the
NO, emission rate by the earlier of: (1)
10 unit operating days (as defined in
section 2.1 of appendix B of this part) or
(2) 180 calendar days after exceeding the
limits or after the date of issuance of a
notice from the Administrator to re-verify
the unit's NO, emission rate. Submit test
results in accordance with § 75.60(a)
within 45 days of completing the
retesting.

2.3.1 For astationary gasturbine,
obtain alist of at least four operating
parameters indicative of the turbine's
NO, formation characteristics, and the
recommended ranges for these
parameters at each tested |oad-heat input
point, from the gas turbine manufacturer.
If the gas turbine uses water or steam
injection for NO, control, the water/fuel

or steam/fuel ratio shall be one of these
parameters. During the NO,-heat input
correlation tests, record the average value
of each parameter for each load-heat
input to ensure that the parameters are
within the manufacturer's recommended
range. Redetermine the NO, emission
rate-heat input correlation for each fuel
and (optional) combination of fuels after
continuously exceeding the
manufacturer's recommended range of
any of these parameters for one or more
successive operating periods totaling
more than 16 unit operating hours.

2.3.2 For adiesd or dua-fuel
reciprocating engine, obtain alist of at
least four operating parameters indicative
of the engine's NO, formation
characteristics, and the recommended
ranges for these parameters at each tested
load-heat input point, from the engine
manufacturer. Any operating parameter
critical for NO, control shall be included.
During the NO, heat-input correlation
tests, record the average value of each
parameter for each load-heat input to
ensure that the parameters are within the
manufacturer's recommended range.
Redetermine the NO, emission rate-heat
input correlation for each fuel and
(optional) combination or fuels after
continuously exceeding the
manufacturer's recommended range of
any of these parameters for one or more
successive operating periods totaling
more than 16 unit operating hours.

2.3.3 For boilers using the
proceduresin this appendix, the NO,
emission rate heat input correlation for
each fuel and (optional) combination of
fuels shall be redetermined if the excess
oxygen leve at any heat input rate (or
unit operating load) continuously exceeds
by more than 2 percentage points O, from
the boiler excess oxygen level recorded at
the same operating heat input rate during
the previous NO, emission rate test for
one or more successive operating periods
totaling more than 16 unit operating
hours.

2.4 Procedures for Determining Hourly
NO, Emission Rate

2.4.1 Record the time (hr. and min.),
load (MWge or steam load in 1000
Ib/hr), fuel flow rate and heat input rate
(using the proceduresin section 2.1.3 of
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this appendix) for each hour during
which the unit combusts fuel. Calculate
the total hourly heat input using equation
E-1 of this appendix. Record the heat
input rate for each fuel to the nearest 0.1
mmBtu/hr. During partial unit operating
hours or during hours where more than
one fuel is combusted, heat input must be
represented as an hourly ratein
mmBtu/hr, asif the fuel were combusted
for the entire hour at that rate (and not as
the actual, total heat input during that
partial hour or hour) in order to ensure
proper correlation with the NO, emission
rate graph.

2.4.2 Usethe graph of the baseline
correlation results (appropriate for the
fuel or fue combination) to determine the
NO, emissions rate (Ib/mmBtu)
corresponding to the heat input rate
(mmBtu/hr). Input this correlation into
the data acquisition and handling system
for the unit. Linearly interpolate to 0.1
mmBtu/hr heat input rate and 0.01
Ib/mmBtu NO, (0.001 Ib/mmBtu NO,
after April 1, 2000). For each type of
fuel, calculate NO, emission rate using
the baseline correlation results from the
most recent test with that fuel, beginning
with the date and hour of the completion
of the most recent test.

2.4.3 To determine the NO, emission
rate for a unit co-firing fuels that has not
been tested for that combination of fuels,
interpol ate between the NO, emission
rate for each fuel asfollows. Determine
the heat input rate for the hour (in
mmBtu/hr) for each fuel and select the
corresponding NO, emission rate for
each fuel on the appropriate graph.
(When afuel is combusted for a partial
hour, determine the fuel usage time for
each fuel and determine the heat input
rate from each fuel asif that fuel were
combusted at that rate for the entire hour
in order to select the corresponding NO,
emission rate.) Calculate the total heat
input to the unit in mmBtu for the hour
from al fuel combusted using Equation
E-1. Calculate a Btu-weighted average
of the emission rates for dl fuelsusing
Equation E- 2 of this appendix. For each
type of fuel, calculate NO, emission rate
using the baseline correlation results
from the most recent test with that fuel,
beginning with the date and hour of the
completion of the most recent test.



2.4.4 For each hour, record the
critical quality assurance parameters, as
identified in the monitoring plan, and as
required by section 2.3 of this appendix
from the date and hour of the completion
of the most recent test for each type of
fuel.

2.5 Missing Data Procedures

Provide substitute data for each unit
electing to use this aternative procedure
whenever avalid quality-assured hour of
NO, emission rate data has not been
obtained according to the procedures and
specifications of this appendix.

2.5.1 Use the procedures of this
section whenever any of the quality
assurance/quality control parameters
exceeds the limitsin section 2.3 of this
appendix or whenever any of the quality
assurance/quality control parameters are
not available.

2.5.2 Substitute missing NO,
emission rate data using the highest NO,
emission rate tabulated during the most
recent set of baseline correlation tests for
the same fuel or, if applicable,
combination of fuels.

2.5.3 Maintain arecord indicating
which data are substitute data and the
reasons for the failure to provide avalid
quality- assured hour of NO, emission
rate data according to the procedures and
specifications of this appendix.

2.5.4 Substitute missing datafrom a
fuel flowmeter using the proceduresin
section 2.4.2 of appendix D to this part.

2.5.5 Substitute missing data for
gross caorific value of fuel using the
proceduresin sections 2.4.1 of appendix
D to this part.

3. Calculations
3.1 Heat Input

Calculate the total heat input by
summing the product of heat input rate

and fuel usage time of each fuel, asin the
following equation:

Hy=Hlga b Hlggo bt Hlg g gty
+ HI t

lastfuel “last

(Eq. E-1)

Where:

H; = Tota heat input of fuel flow or a
combination of fuel flowsto a unit,
mmBtu.

Hlfua 123,120 = Heat input rate from each
fuel , in mmBtu/hr as determined
using Equation F-19 or F-20in
section 5.5 of appendix F to this part,
mmBtu/hr.

t123..1¢ = FUEl usage time for each fuel
(rounded up to the nearest fraction of
an hour (in equal increments that can
range from one hundredth to one
quarter of an hour, at the option of
the owner or operator)).

Note: For hourswhere afud is
combusted for only part of the hour, use
the fuel flow rate or mass flow rate
during the fuel usage time, instead of the
total fuel flow during the hour, when
calculating heat input rate using equation
F-19 or F-20.

3.2 F-factors

Determine the F-factors for each fud
or combination of fuelsto be combusted
according to section 3.3 of appendix F of
this part.

3.3 NO, Emission Rate

3.3.1 Conversion from Concentration to
Emission Rate

Convert the NO, concentrations
(ppm) and O, concentrations to NO,
emission rates (to the nearest 0.01
Ib/mmBtu for tests performed prior to
April 1, 2000, or to the nearest 0.001
Ib/mmBtu for tests performed on and
after April 1, 2000), according to the
appropriate one of the following
equations. F-5 in appendix F to this part
for dry basis concentration measurements
or 19-3in Method 19 of appendix A to
part 60 of this chapter for wet basis
concentration measurements.
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3.3.2 Quarterly Average NO, Emission
Rate

Report the quarterly average
emission rate (Ib/mmBtu) asrequired in
subpart G of this part. Calculate the
quarterly average NO, emission rate
according to equation F-9 in appendix F
of this part.

3.3.3 Annual Average NO, Emission
Rate

Report the average emission rate
(Ib/mmBtu) for the calendar year as
required in subpart G of this part.
Calculate the average NO, emission rate
according to equation F-10 in appendix F
of this part.

3.3.4 Average NO, Emission Rate
During Co-firing of Fuels

all fuels
Y. (B x HI t)
E!
(Eq. E-2)
Where:

E, = NO, emission rate for the unit for

the
hour, Ib/mmBtu.

E; = NO, emission rate for the unit for a
given fuel at heat input rate Hl;,
[b/mmBtu.

HI; = Heat input rate for the hour for a

given fuel, during the fuel usage time, as

determined using Equation F-19 or F-20

in section 5.5 of appendix F to this part,

mmBtu/hr.

H; = Tota heat input for all fuelsfor the
hour from Equation E-1.

t; = Fuel usage time for each fuel
(rounded to the nearest fraction of an
hour (in equal increments that can
range from one hundredth to one
quarter of an hour, at the option of
the owner or operator)).

Note: For hourswhere afuel is
combusted for only part of the hour, use
the fuel flow rate or mass flow rate
during the fuel usage time, instead of the
total fuel flow or mass flow during the
hour, when calculating heat input rate
using Equation F-19 or F-20.



4. Quality Assurance/Quality Control
Plan

Include a section on the NO,
emission rate determination as part of the
monitoring quality assurance/quality
control plan required under § 75.21 and
appendix B of this part for each gas-fired
peaking unit and each oil-fired peaking
unit. In this section present information
including, but not limited to, the
following: (1) acopy of al dataand
results from the initial NO, emission rate
testing, including the values of quality
assurance parameters specified in Section
2.3 of this appendix; (2) acopy of all
data and results from the most recent
NO, emission rate |oad correlation
testing; (3) acopy of the unit
manufacturer's recommended range of
quality assurance- and quality
control-related operating parameters.

4.1 Submit a copy of the unit
manufacturer's recommended range of
operating parameter values, and the
range of operating parameter values
recorded during the previous NO,
emission rate test that determined the
unit's NO, emission rate, along with the
unit's revised monitoring plan submitted
with the certification application.

4.2 Keep records of these operating
parameters for each hour of operationin
order to demonstrate that a unit is
remaining within the manufacturer's
recommended operating range.

Appendix F to Part 75--Conversion
Procedures

1. Applicability

Use the procedures in this appendix
to convert measured data from a monitor
or continuous emission monitoring
system into the appropriate units of the
standard.

2. Proceduresfor SO, Emissions

Use the following procedures to
compute hourly SO, mass emission rate
(inlb/hr) and quarterly and annual SO,
total mass emissions (intons). Use the
proceduresin Method 19 in appendix A
to part 60 of this chapter to compute
hourly SO, emission rates (in Ib/mmBtu)

for qualifying Phase | technologies.
When computing hourly SO, emission
rate in Ib/mmBtu, a minimum
concentration of 5.0 percent CO, and a
maximum concentration of 14.0 percent
O, may be substituted for measured
diluent gas concentration values at
boilers during hours when the hourly
average concentration of CO, isless than
5.0 percent CO, or the hourly average
concentration of O, is greater than 14.0
percent O,

2.1 When measurements of SO,
concentration and flow rate are on awet
basis, use the following equation to
compute hourly SO, mass emission rate
(in Ib/hr):

E.=KC,Q,

(Eq. F-1)

Where:

E, = Hourly SO, mass emissionrate
during unit operation, Ib/hr.

K =1.660 x 107 for SO,, (Ib/scf)/ppm.

C, = Hourly average SO, concentration
during unit operation, stack moisture
basis, ppm.

Q, = Hourly average volumetric flow rate
during unit operation, stack moisture
basis, scfh.

2.2 When measurements by the SO,
pollutant concentration monitor are on a
dry basis and the flow rate monitor
measurements are on awet basis, use the
following equation to compute hourly
SO, mass emission rate (in Ib/hr):

(100 - %H,0)

E, =K Chp Qps 100

(Eq. F-2)

where:

E, = Hourly SO, mass emissionrate
during unit operation, Ib/hr.

K =1.660 x 107 for SO,, (Ib/scf)/ppm.

C,, = Hourly average SO, concentration
during unit operation, ppm (dry).

Qs = Hourly average volumetric flow

rate
during unit operation, scfh as
measured (wet).

%H,0O = Hourly average stack moisture
content during unit operation,
percent by volume.
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X 2.3 Usethefollowing equations to
calculate total SO, mass emissions for
each calendar quarter (Equation F-3) and
for each calendar year (Equation F-4), in
tons:

n

Y E t,
_ hei
4 2000

(Eq. F-3)

Where:

E, = Quarterly total SO, mass emissions,
tons.

E, = Hourly SO, mass emission rate,

Ib/hr.

t, = Unit operating time, hour or fraction
of an hour (in equal increments that
can range from one hundredth to one
quarter of an hour, at the option of
the owner or operator).

n = Number of hourly SO, emissions
values during calendar quarter.

2000 = Conversion of 2000 Ib per ton.

4
E, =) E

q=1

(Eq. F-4)

Where:

E, = Annual total SO, mass emissions,

tons.

E, = Quarterly SO, mass emissions, tons.

g = Quarters for which E, are available
during calendar year.

2.4 Round all SO, mass emission
rates and totals to the nearest tenth.

3. Proceduresfor NO, Emission Rate

Use the following procedures to
convert continuous emission monitoring
system measurements of NO,
concentration (ppm) and diluent
concentration (percentage) into NO,
emission rates (in Ib/mmBtu). Perform
measurements of NO, and diluent (O, or
CO,) concentrations on the same
moisture (wet or dry) basis.

3.1 When the NO, continuous
emission monitoring system uses O, as
the diluent, and measurements are



performed on adry basis, use the
following conversion procedure:

20.9

E-KC F_———" _
20.9 - %O,
(Eq. F-5)
where,
K, E, C, F, and %0, are defined in
section3.3 of this appendix.

When measurements are performed on a
wet basis, use the equationsin method
19in appendix A of part 60 of this
chapter.

3.2 When the NO, continuous
emission monitoring system uses CO, as
the diluent, use the following conversion
procedure:

E-KcC, F 0
"¢ %Co,

(Eq. F-6)

where:

K, E, Ch, Fc, and %CO, are defined in
section 3.3 of this appendix.

When CO, and NO, measurements are
performed on a different moisture basis,
use the equations in method 19 in
appendix A of part 60 of this chapter.

3.3 Use the definitions listed below
to derive values for the parametersin
equations F-5 and F-6 of this appendix.

3.3.1K =1.194 x 107 (Ib/dscf)/ppm
NO,.

TABLE 1.--F- AND F.-FACTORS"

3.3.2 E = Pollutant emissions during
unit operation, Ib/mmBtu.

3.3.3 C, = Hourly average pollutant
concentration during unit operation, ppm.

3.3.4 %0,, %CO, = Oxygen or
carbon dioxide volume during unit
operation (expressed as percent O, or
CO,). A minimum concentration of 5.0
percent CO, and a maximum
concentration of 14.0 percent O, may be
substituted for measured diluent gas
concentration values at boilers during
hours when the hourly average
concentration of CO, is< 5.0 percent
CO, or the hourly average concentration
of O, is> 14.0 percent O,. A minimum
concentration of 1.0 percent CO, and a
maximum concentration of 19.0 percent
O, may be substituted for measured

Fuel F-factor F-factor
(dscf/mmBtu) (scf CO,/mmBtu)
Coal (as defined by ASTM D388-92):
Anthracite 10,100 1,970
Bituminous and subbituminous 9,780 1,800
Lignite 9,860 1,910
Oil 9,190 1,420
Gas.
Natural gas 8,710 1,040
Propane 8,710 1,190
Butane 8,710 1,250
Wood:
Bark 9,600 1,920
Wood residue 9,240 1,830 |

! Determined at standard conditions: 20 °C (68 °F) and 29.92 inches of mercury.

diluent gas concentration values at
stationary gas turbines during hours
when the hourly average concentration of
CO, is< 1.0 percent CO, or the hourly
average concentration of O, is> 19.0
percent O, .

3.3.5F, F, = afactor representing a
ratio of the volume of dry flue gases
generated to the caloric value of the fuel
combusted (F), and a factor representing

aratio of the volume of CO, generated to
the calorific value of the fuel combusted
(F.), respectively. Table 1 liststhe values
of Fand F, for different fuels. A
minimum concentration of 5.0 percent
CO, and amaximum concentration of
14.0 percent O, may be
substituted for measured diluent gas
concentration values during unit start-up.
3.3.6 Equations F-7a and F-7b may
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be used in lieu of the F or F, factors
specified in Section 3.3.5 of this
appendix to calculate an F factor
(dscf/mmBtu) on adry basisor an F,
factor (scf CO,/mmBtu) on either adry
or wet basis.

(Cdculate dl F- and F, factors at
standard conditions of 20 °C (68 °F) and
29.92 inches of mercury.)



E . 321 x10° (% C)
c GCV

(Eq. F-7b)

3.3.6.1H,C, S, N, and O are content
by weight of hydrogen, carbon, sulfur,
nitrogen, and oxygen (expressed as
percent), respectively, as determined on
the same basis as the gross calorific
value (GCV) by ultimate analysis of the
fuel combusted using ASTM D3176-89,
"Standard Practice for Ultimate Analysis
of Coa and Coke" (solid fuels), ASTM
D5291-92, " Standard Test Methods for
Instrumental Determination of Carbon,
Hydrogen, and Nitrogen in Petroleum
Products and Lubricants" (liquid fuels) or
computed from results using ASTM
D1945-91, " Standard Test Method for
Analysis of Natural Gas by Gas
Chromatography" or ASTM D1946-90,
"Standard Practice for Analysis of
Reformed Gas by Gas Chromatography”
(gaseous fuels) as applicable. (These
methods are incorporated by reference
under § 75.6 of this part.)

3.3.6.2 GCV isthe gross calorific
value (Btu/lb) of the fuel combusted
determined by ASTM D2015-91,
"Standard Test Method for Gross
Cdlorific Value of Cod and Coke by the
Adiabatic Bomb Calorimeter”, ASTM
D1989-92 " Standard Test Method for
Gross Cdorific Value of Coa and Coke
by Microprocessor Controlled | soperibol
Calorimeters,” or ASTM D3286-91a
"Standard Test Method for Gross
Cdlorific Value of Cod and Coke by the
I soperibol Bomb Calorimeter" for solid
and liquid fuels, and ASTM D240- 87
(Reapproved 1991) "Standard Test
Method for Heat of Combustion of
Liquid Hydrocarbon Fuels by Bomb
Calorimeter”, or ASTM D2382- 88
"Standard Test Method for Heat of
Combustion of Hydrocarbon Fuels by
Bomb Calorimeter (High-Precision
Method)" for oil; and ASTM D3588-91
"Standard Practice for Calculating Heat
Value, Compressibility Factor, and

GCV

(Eq. F-79)

Relative Density (Specific Gravity) of
Gaseous Fuels," ASTM D4891-89
"Standard Test Method for Heating
Value of Gasesin Natural Gas Range by
Stoichiometric Combustion,” GPA
Standard 2172 86 "Calculation of Gross
Heating Value, Relative Density and
Compressibility Factor for Natural Gas
Mixtures from Compositional Analysis,"
GPA Standard 2261- 90 "Analysis for
Natural Gas and Similar Gaseous
Mixtures by Gas Chromatography,” or
ASTM D1826-88, "Standard Test
Method for Calorific (Heating) Value of
Gases in Natural Gas Range by
Continuous Recording Calorimeter” for
gaseous fuels, as applicable. (These
methods are incorporated by reference
under § 75.6).

3.3.6.3 For affected units that
combust a combination of fossil (codl, ail
and gas) and nonfossil (e.g., bark, wood,
residue, or refuse) fuels, the F or F, value
is subject to the Administrator's
approval.

3.3.6.4 For affected units that
combust combinations of fossil fuels or
fossil fuels and wood residue, prorate the
F or F_ factors determined by section
3.3.5 of this appendix in accordance with
the applicable formula as follows:

n n
F = 21: XiF, Fe = zljxi(FJi
1= i=
(Eq. F-8)
where,

X; = Fraction of total heat input derived
from each type of fud (e.g., natura
gas, bituminous coal, wood).

F, or (F.), = Applicable F or F, factor for
each fuel type determined in
accordance with Section 3.3.5 of this
appendix.

n = Number of fuels being combusted in
combination.

3.4 Usethefollowing equationsto
calculate the average NO, emission rate
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_ 364 (%H) + 153 (%C) + 057 (%9 + 014 (%N) - 046 (%0) , 105

for each calendar quarter (Equation F-9)
and the average emission rate for the
calendar year (Equation F-10), in
[b/mmBtu:

n E
E, =% —
i=1 N

(Eq. F-9)

Where:

E, = Quarterly average NO, emission
rate, Ib/mmBtu.

E; = Hourly average NO, emission rate
during unit operation, Ib/mmBtu.

n= Number of hourly rates during
calendar quarter.

m E
E, - —
i=1 M

(Eg. F-10)

Where:

E,= Average NO, emission rate for the
calendar year, Ib/mmBtu.

E; = Hourly average NO, emission rate
during unit operation, lb/mmBtu.

m = Number of hourly rates for which E;
isavailable in the calendar year.

3.5 Round al NO, emission ratesto
the nearest 0.01 Ib/mmBtu prior to April
1, 2000 and to the nearest 0.001
Ib/mmBtu on and after April 1, 2000.

4. Proceduresfor CO, Mass
Emissions

Use the following procedures to
convert continuous emission monitoring
system measurements of CO,
concentration (percentage) and
volumetric flow rate (scfh) into CO, mass
emissions (in tons/day) when the owner
or operator uses a CO, continuous
emission monitoring system (consisting
of aCO, or O, pollutant monitor) and a
flow monitoring system to monitor CO,
emissions from an affected unit.



4.1 When CO, concentration is
measured on awet basis, use the
following equation to calculate hourly
CO, mass emissions rates (in tong/hr):

E.=KC,Q,

(Eq. F-11)

Where:

E, = Hourly CO, mass emission rate
during unit operation, tong'hr.

K = 5.7 x 107 for CO,, (tong/scf) /%CO,.

C, = Hourly average CO, concentration
during unit operation, wet basis,
percent CO,. For boilers, a
minimum concentration of 5.0
percent CO, may be substituted for
the measured concentration when the
hourly average concentration of CO,
is< 5.0 percent CO,, provided that
this minimum concentration of 5.0
percent CO, isaso usedin the
calculation of heat input for that
hour. For stationary gas turbines, a
minimum concentration of 1.0
percent CO, may be substituted for
measured diluent gas concentration
values during hours when the hourly
average concentration of CO, is<
1.0 percent CO,, provided that this
minimum concentration of 1.0
percent CO, isaso usedin the
calculation of heat input for that
hour.

Q, = Hourly average volumetric flow rate
during unit operation, wet basis,
scfh.

4.2 When CO, concentration is
measured on a dry basis, use Equation
F-2 to calculate the hourly CO, mass
emission rate (in tong/hr) with aK-value
of 5.7 x 107 (tons/scf) percent CO,,
where E,, = hourly CO, mass emission
rate, tons’hr and C,,, = hourly average
CO, concentration in flue, dry basis,
percent CO,.

4.3 Use the following equations to
calculate total CO, mass emissions for
each calendar quarter (Equation F-12)
and for each calendar year (Equation
F-13):

(Eq. F-12)

Where:

Ecoxq= Quarterly total CO, mass
emissions, tons.

E, = Hourly CO, mass emission rate,
tong/hr.

t, = Unit operating time, in hours or
fraction of an hour (in equa
increments that can range from
one hundredth to one quarter of
an hour, at the option of the
owner or operator).

Hg = Number of hourly CO, mass
emission rates available during
calendar quarter.

4
Ecoz,,1 - Z Eco2q
q=1

(Eq. F-13)

Where,

Ecoa= Annual total CO, mass
emissions, tons.

Ecoxq= Quarterly total CO, mass

emissions, tons.
g= Quarters for which Eq, are
available during calendar year.

4.4 For an affected unit, when the
owner or operator is continuously
monitoring O, concentration (in percent
by volume) of flue gasesusing an O,
monitor, use the equations and
proceduresin section 4.4.1 and 4.4.2 of
this appendix to determine hourly CO,
mass emissions (in tons).

4.4.1 Use appropriate F and F.
factors from section 3.3.5 of this
appendix in one of the following
equations (as applicable) to determine
hourly average CO, concentration of flue
gases (in percent by volume):

F,20.9 - O,
CO,, = 100
F 209

(Eq. F-149)

CO,4 = Hourly average CO,
concentration during unit operation,
percent by volume, dry basis.

F, F. = F-factor or carbon-based F -factor
from section 3.3.5 of this appendix.

20.9 = Percentage of O, in ambient air.
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O,4 = Hourly average O, concentration
during unit operation, percent by
volume, dry basis. For boilers, a
maximum concentration of 14.0
percent O, may be substituted for the
mesasured concentration when the
hourly average concentration of O, is
> 14.0 percent O,, provided that this
maximum concentration of 14.0
percent O, isalso used in the
calculation of heat input for that
hour. For stationary gas turbines, a
maximum concentration of 19.0
percent O, may be substituted for
measured diluent gas concentration
values during hours when the hourly
average concentration of O, is> 19.0
percent O,, provided that this
maximum concentration of 19.0
percent O, isalso used in the
calculation of heat input for that
hour.

100 F

220
209 F 100 2

100 - %H,0
209 ———2°| -0

(Eq. F - 14b)

Where:

CO,, = Hourly average CO,
concentration during unit operation,
percent by volume, wet basis.

O,,, = Hourly average O, concentration
during unit operation, percent by
volume, wet basis. For boilers, a
maximum concentration of 14.0
percent O, may be substituted for the
mesasured concentration when the
hourly average concentration of O, is
> 14.0 percent O,, provided that this
maximum concentration of 14.0
percent O, isalso used in the
calculation of heat input for that
hour. For stationary gas turbines, a
maximum concentration of 19.0
percent O, may be substituted for
measured diluent gas concentration
values during hours when the hourly
average concentration of O, is> 19.0
percent O,, provided that this
maximum concentration of 19.0
percent O, isalso used in the
calculation of heat input for that
hour.

F, F, = F-factor or carbon-based F.-factor
from section 3.3.5 of this appendix.

20.9 = Percentage of O, in ambient air.

%H,0 = Moaisture content of gasin the
stack, percent.



4.4.2 Determine CO, mass
emissions (in tons) from hourly average
CO, concentration (percent by volume)
using equation F-11 and the procedure in
section 4.1, where O, measurements are
on awet basis, or using the proceduresin
section 4.2 of this appendix, where O,
measurements are on adry basis.

5. Proceduresfor Heat Input

Use the following procedures to
compute heat input rate to an affected
unit (in mmBtu/hr or mmBtu/day):

5.1 Caculate and record heat input
rate to an affected unit on an hourly
basis, except as provided in sections 5.5
through 5.5.7. The owner or operator
may choose to use the provisions
specified in § 75.16(€) or in section 2.1.2
of appendix D to this part in conjunction
with the procedures provided in sections
5.6 through 5.6.2 to apportion heat input
among each unit using the common stack
or common pipe header.

5.2 For an affected unit that has a
flow monitor (or approved aternate
monitoring system under subpart E of
this part for measuring volumetric flow
rate) and a diluent gas (O, or CO,)
monitor, use the recorded data from these
monitors and one of the following
equations to calculate hourly heat input
rate (in mmBtu/hr).

5.2.1 When measurements of CO,
concentration are on awet basis, use the
following equation:

- 1 % CO,,
HI = Q, =
F, 100
(Eq. F-15)
Where:

HI =Hourly heat input rate during unit
operation, mmBtu/hr.

Q,, = Hourly average volumetric flow rate
during unit operation, wet basis,
scfh.

F. = Carbon-based F-factor, listed in
section 3.3.5 of this appendix for
each fuel, scf/mmBtu.

%CO,,, = Hourly concentration of CO,
during unit operation, percent CO,
wet basis. For boilers, aminimum
concentration of 5.0 percent CO,
may be substituted for the measured
concentration when the hourly
average concentration of CO, is<
5.0 percent CO,, provided that this
minimum concentration of 5.0
percent CO, isaso used in the
calculation of CO, mass emissions
for that hour. For stationary gas
turbines, a minimum concentration
of 1.0 percent CO, may be
substituted for measured diluent gas
concentration values during hours
when the hourly average
concentration of CO, is< 1.0 percent
CO,, provided that this minimum
concentration of 1.0 percent CO, is
also used in the calculation of CO,
mass emissions for that hour.

5.2.2 When measurements of CO,
concentration are on adry basis, use the
following equation:

100-%H,0 | [ % CO,,
HI=Q,
100F 100
(Eq. F-16)
Where:

HI = Hourly heat input rate during unit
operation, mmBtu/hr.

Q, = Hourly average volumetric flow rate
during unit operation, wet basis,
scfh.

F, = Carbon-based F-Factor, listed
in section 3.3.5 of this appendix for
each fuel, scf/mmBtu.

%CO,, = Hourly concentration of CO,
during unit operation, percent CO,
dry basis. For boilers, aminimum
concentration of 5.0 percent CO,
may be substituted for the measured
concentration when the hourly
average concentration of CO, is<
5.0 percent CO,, provided that this
minimum concentration of 5.0
percent CO, isaso usedin the
calculation of CO, mass emissions
for that hour. For stationary gas
turbines, a minimum concentration
of 1.0 percent CO, may be
substituted for measured diluent gas
concentration values during hours
when the hourly average
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concentration of CO, is< 1.0 percent
CO,, provided that this minimum
concentration of 1.0 percent CO, is
also used in the calculation of CO,
mass emissions for that hour.

%H,0 = Moaisture content of gasin the
stack, percent.

5.2.3 When measurements of O,
concentration are on awet bas's, use the
following equation:

1 [(20.9/100)(100 - %H,0) - %0, ]
H=Qug 209

(Eq. F-17)

Where:

HI = Hourly heat input rate during unit
operation, mmBtu/hr.

Q., = Hourly average volumetric flow rate
during unit operation, wet basis,
scfh.

F = Dry basis F-Factor, listed in
section 3.3.5 of this appendix for
each fuel, dscf/mmBtu.

%0,,, = Hourly concentration of O,
during unit operation, percent O, wet
basis. For boilers, a maximum
concentration of 14.0 percent O, may
be substituted for the measured
concentration when the hourly
average concentration of O, is> 14.0
percent O,, provided that this
maximum concentration of 14.0
percent O, isalso used in the
calculation of CO, mass emissions
for that hour. For stationary gas
turbines, a maximum concentration
of 19.0 percent O, may be
substituted for measured diluent gas
concentration values during hours
when the hourly average
concentration of O, is> 19.0 percent
O,, provided that this maximum
concentration of 19.0 percent O, is
also used in the calculation of CO,
mass emissions for that hour.

%H,0 = Hourly average stack moisture
content, percent by volume.

5.2.4 When measurements of O,
concentration are on adry basis, use the
following equation:



" 100-%H,0
B 100F

20.9-%0,)
20.9

(Eqg. F-18)

Where:

HI = Hourly heat input rate during unit
operation, mmBtu/hr.

Q,, = Hourly average volumetric flow
during unit operation, wet basis,
scfh.

F = Dry basis F-factor, listed in
section 3.3.5 of this appendix for
each fuel, dscf/mmBtu.

%H,0O = Moaisture content of the stack
gas, percent.

%0,4 = Hourly concentration of O,
during unit operation, percent O, dry
basis. For boilers, amaximum
concentration of 14.0 percent O, may
be substituted for the measured
concentration when the hourly
average concentration of O, is> 14.0
percent O,, provided that this
maximum concentration of 14.0
percent O, isalso used in the
calculation of CO, mass emissions
for that hour. For stationary gas
turbines, a maximum concentration
of 19.0 percent O, may be
substituted for measured diluent gas
concentration values during hours
when the hourly average
concentration of O, is> 19.0 percent
O,, provided that this maximum
concentration of 19.0 percent O, is
also used in the calculation of CO,
mass emissions for that hour.

5.3 Heat Input Summation (for Heat
Input Determined Using a Flow Monitor
and Diluent Monitor)

5.3.1 Calculatetotal quarterly heat
input for aunit or common stack using a
flow monitor and diluent monitor to
calculate heat input, using the following
equation:

n
Hi, = ). HIt,

hour =1

(Eq. F-184)

Where:

HI, = Tota heat input for the quarter,
mmBtu.

HI; = Hourly heat input rate during unit
operation, using Equation F-15, F-
16, F-17, or F-18, mmBtu/hr.

t; = Hourly operating time for the unit or
common stack, hour or fraction of an
hour (in equal increments that can
range from one hundredth to one
quarter of an hour, at the option of
the owner or operator).

5.3.2 Caculate total cumulative heat
input for aunit or common stack using a
flow monitor and diluent monitor to
calculate heat input, using the following
equation:

the current quarter
HI, = Y. HI
q=1

(Eq. F-18b)

Where:

HI, = Total heat input for the year to date,
mmBtu.

HI, = Tota heat input for the quarter,
mmBtu.

5.4 [Reserved]

5.5 For agas-fired or oil-fired unit
that does not have a flow monitor and is
using the procedures specified in
appendix D to this part to monitor SO,
emissions or for any unit using a
common stack for which the owner or
operator chooses to determine heat input
by fuel sampling and analysis, use the
following procedures to calculate hourly
heat input rate in mmBtu/hr. The
procedures of section 5.5.3 of this
appendix shall not be used to determine
heat input from a coal unit that is
required to comply with the provisions of
this part for monitoring, recording, and
reporting NO, mass emissions under a
State or federal NO, mass emission
reduction program.

5.5.1 (8) When the unit is
combusting oil, use the following
equation to calculate hourly heat input
rate:
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GCV
106

(Eg. F-19)

Where:

HI, = Hourly heat input rate from ail,
mmBtu/hr.

M, = Massrate of oil consumed per hour,
as determined using procedures in
appendix D to this part, in Ib/hr,
tong’hr, or kg/hr.

GCV, = Gross caorific value of ail, as
measured by ASTM D240-87
(Reapproved 1991), ASTM
D2015-91, or ASTM D2382-88 for
each oil sample under section 2.2 of
appendix D to this part, Btu/unit
mass (incorporated by reference
under § 75.6).

10° = Conversion of Btu to mmBtu.

(b) When performing oil sampling
and analysis solely for the purpose of the
missing data proceduresin § 75.36, ail
samples for measuring GCV may be
taken weekly, and the procedures
specified in appendix D to this part for
determining the mass rate of oil
consumed per hour are optional.

X 5.5.2 When the unit is combusting
gaseous fuels, use the following equation
to calculate heat input rate from gaseous
fuels for each hour:

o (Q, x GCV,)
9 108

(Eg. F-20)

Where:

HI, = Hourly heat input rate from
gaseous fuel, mmBtu/hour.

Q, = Metered flow rate of gaseous fuel
combusted during unit operation,
hundred cubic feet.

GCV,, = Gross calorific value of gaseous
fuel, as determined by sampling (for
each delivery for gaseous fuel in lots,
for each daily gas sample for gaseous
fuel delivered by pipeline, for each
hourly average for gas measured
hourly with a gas chromatograph, or



for each monthly sample of pipeline
natural gas, or as verified by the
contractual supplier at least once
every month pipeline natural gasis
combusted, as specified in section
2.3 of appendix D to this part) using
ASTM D1826-88, ASTM
D3588-91, ASTM D4891-89, GPA
Standard 2172-86 " Calculation of
Gross Heating Value, Relative
Density and Compressibility Factor
for Natural Gas Mixtures from
Compositional Analysis," or GPA
Standard 2261-90 "Analysis for
Natural Gas and Similar Gaseous
Mixtures by Gas Chromatography,”
Btw/100 scf (incorporated by
reference under § 75.6).

10° = Conversion of Btu to mmBtu.

5.5.3 When the unit is combusting
coal, use the procedures, methods, and
equations in sections 5.5.3.1-5.5.3.3 of
this appendix to determine the heat input
from coal for each 24-hour period. (All
ASTM methods are incorporated by
reference under § 75.6 of this part.)

5.5.3.1 Perform coa sampling daily
according to section 5.3.2.2 in Method 19
in appendix A to part 60 of this chapter
and use ASTM Method D2234-89,
"Standard Test Methods for Collection of
a Gross Sample of Coal," (incorporated
by reference under § 75.6) Typel,
Conditions A, B, or C and systematic
spacing for sampling. (When performing
coal sampling solely for the purposes of
the missing data proceduresin § 75.36,
use of ASTM D2234-89 is optional, and
coal samples may be taken weekly.)

5.5.3.2 Use ASTM D2013-86,
"Standard Method of Preparing Coal
Samples for Analysis,” for preparation of
adaily coal sample and analyze each
daily coal sample for gross cdorific vaue
using ASTM D2015-91, "Standard Test
Method for Gross Calorific Value of Coal
and Coke by the Adiabatic Bomb
Calorimeter”, ASTM 1989-92 " Standard
Test Method for Gross Calorific Value of
Coa and Coke by Microprocessor
Controlled I soperibol Calorimeters,” or
ASTM 3286-91a"Standard Test Method
for Gross Calorific Value of Cod and
Coke by the I soperibol Bomb
Cdlorimeter." (All ASTM methods are
incorporated by reference under § 75.6 of
this part.)

On-line coa analysis may also be
used if the on-line analytical instrument
has been demonstrated to be equivalent
to the applicable ASTM methods under
8§ 75.23 and 75.66.

5.5.3.3 Calculate the heat input from
coal using the following equation:

GCV,
HI, = M, —

(Eq. F-21)

where:

HI, = Daily heat input from coal,
mmBtu/day.

M. = Mass of coal consumed per day, as
measured and recorded in company
records, tons.

GCV, = Gross cd orific value of coal
sample, as measured by ASTM
D3176-89, D1989-92, D3286-914,
or D2015-91, Btu/lb.

500 = Conversion of Btu/lb to

mmBtu/ton.

5.5.4 For units obtaining heat input
values daily instead of hourly, apportion
the daily heat input using the fraction of
the daily steam load or daily unit
operating load used each hour in order to
obtain HI; for use in the above equations.
Alternatively, use the hourly mass of coal
consumed in equation F-21.

5.5.5 If adaily fuel sampling value
for gross caorific value is not available,
substitute the maximum gross calorific
value measured from the previous 30
daily samples. If amonthly fuel
sampling value for gross calorific vaue
is not available, substitute the maximum
gross calorific value measured from the
previous 3 monthly samples.

5.5.6 If afue flow valueisnot
available, use the fuel flowmeter missing
data procedures in section 2.4 of
appendix D of thispart. If adaily coa
consumption valueis not available,
substitute the maximum fuel feed rate
during the previous thirty days when the
unit burned coal .

5.5.7 Results for samples must be
available no later than thirty calendar
days after the sample is composited or
taken. However, during an audit, the
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Administrator may require that the
results be available in five business days,
or sooner if practicable.

5.6 Heat Input Rate Apportionment for
Units Sharing a Common Stack or Pipe

5.6.1 Where applicable, the owner
or operator of an affected unit that
determines heat input rate at the unit
level by apportioning the heat input
monitored at a common stack or common
pipe using megawatts should apportion
the heat input rate using the following
equation:

t MW t.
HI, —HICS(% ————
MWt
i=1

(Eq. F-214)

Where:

HI; = Heat input rate for a unit,
mmBtu/hr.

Hls = Heat input rate at the common
stack or pipe, mmBtu/hr.

MW, = Gross electrical output, MWe.

t; = Operating time at a particular unit,
hour or fraction of an hour (in equal
increments that can range from one
hundredth to one quarter of an hour,
at the option of the owner or
operator).

tes = Operating time at common stack,
hour or fraction of an hour (in equal
increments that can range from one
hundredth to one quarter of an hour,
at the option of the owner or
operator).

n = Total number of units using the
common stack.

i = Designation of a particular unit.

5.6.2 Where applicable, the owner
or operator of an affected unit that
determines the heat input rate at the unit
level by apportioning the heat input rate
monitored at a common stack or common
pipe using steam |oad should apportion



the heat input rate using the following
equation:

t St
_ CS [
HI, = Hig t -
i
Z S i ti
i=1
(Eq. F-21b)
Where:
HI; = Heat input rate for a unit,
mmBtu/hr.

Hl.s = Heat input rate at the common
stack or pipe, mmBtu/hr.

SF = Gross steam load, 1b/hr.

t; = Operating time at a particular unit,
hour or fraction of an hour (in equal
increments that can range from one
hundredth to one quarter of an hour,
at the option of the owner or
operator).

tes = Operating time at common stack,
hour or fraction of an hour (in equal
increments that can range from one
hundredth to one quarter of an hour,
at the option of the owner or
operator).

n = Total number of units using the
common stack.

i = Designation of a particular unit.

5.7 Heat Input Rate Summation for
Units with Multiple Stacks or Pipes

X The owner or operator of an affected
unit that determines the heat input rate at
the unit level by summing the heat input
rates monitored at multiple stacks or
multiple pipes should sum the heat input
rates using the following equation:

Unit

(Eq. F-21¢)

Where:

HI,; = Heat input rate for a unit,
mmBtu/hr.

HI, = Heat input rate for each stack or
duct leading from the unit,
mmBtu/hr.

tunit = Operating time for the unit, hour or
fraction of the hour (in equal
increments that can range from one

hundredth to one quarter of an hour,
at the option of the owner or
operator).

t, = Operating time during which the unit
is exhausting through the stack or
duct, hour or fraction of the hour (in
equal increments that can range from
one hundredth to one quarter of an
hour, at the option of the owner or
operator).

6. Procedurefor Converting
Volumetric Flow to STP

Use the following equation to
convert volumetric flow at actual
temperature and pressure to standard
temperature and pressure.

Fsro=Factua (T s/ T stackd) (Psiac! Psra)

where:

Fsrp = Flue gas volumetric flow rate at
standard temperature and pressure,
scfh.

F.ca = Flue gas volumetric flow rate at
actual temperature and pressure,
acfh.

Tgq = Standard temperature = 528 °R.

Ty = Flue gas temperature at flow
monitor location,°R, where °R =
460 + °F.

P« = The absolute flue gas pressure =
barometric pressure at the flow
monitor location + flue gas static
pressure, inches of mercury.

Pyq = Standard pressure = 29.92 inches

of
mercury.

7. Proceduresfor SO, Mass Emissions
at Unitswith SO, Continuous Emission
Monitoring Systems During the
Combustion of Pipeline Natural Gas
or Natural Gas

The owner or operator shall use the
following equation to calculate hourly
SO, mass emissions as allowed for units
with SO, continuous emission
monitoring systemsif, during the
combustion of gaseous fuel that meets
the definition of pipeline natural gas or
natural gasin § 72.2 of this chapter, SO,
emissions are determined in accordance
with 8 75.11(€)(1).

E, = (ER) (HI)
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(Eq. F-23)

Where,

E, = Hourly SO, mass emissions, |b/hr.

ER = Applicable SO, default emission
rate from section 2.3.1.1 or 2.3.2.1.1
of appendix D to this part,
[b/mmBtu.

HI = Hourly heat input, as determined
using the procedures of section 5.2 of
this appendix.

8. Proceduresfor NO, Mass
Emissions

The owner or operator of a unit that
is required to monitor, record, and report
NO, mass emissions under a State or
federal NO, mass emission reduction
program must use the proceduresin
section 8.1, 8.2, or 8.3, as applicable, to
account for hourly NO, mass emissions,
and the proceduresin section 8.4 to
account for quarterly, seasonal, and
annual NO, mass emissions to the extent
that the provisions of subpart H of this
part are adopted as requirements under
such a program.

8.1 Usethefollowing proceduresto
calculate hourly NO, mass emissionsin
Ibs for the hour using hourly NO,
emission rate and heat input.

8.1.1 If both NO, emission rate and
heat input are monitored at the same unit
or stack level (e.g, the NO, emission rate
value and heat input value both represent
all of the units exhausting to the common
stack), use the following equation:

M(NOx)h = E(NOx)h HI, t
(Eq. F-24)
where:
Muogn = NO, massemissionsin Ibs

for the hour.
Enoxyn = Hourly average NO, emission
rate for hour h, Ib/mmBtu, from section 3
of this appendix, from method 19 of
appendix A to part 60 of this chapter, or
from section 3.3 of appendix E to this
part. (Include bias-adjusted NOx
emission rate values, where the bias-test



procedures in appendix A to this part
shows a bias-adjustment factor is
necessary.)

HI,, = Hourly average heat input rate for
hour h, mmBtu/hr. (Include bias-
adjusted flow rate values, where the bias-
test proceduresin appendix A to this part
shows a bias-adjustment factor is
necessary.)

t, = Monitoring location operating time
for hour h, in hours or fraction of an hour
(in equal increments that can range from
one hundredth to one quarter of an hour,
at the option of the owner or operator). If
the combined NO, emission rate and heat
input are monitored for all of the unitsin
a common stack, the monitoring location
operating timeis equal to the total time
when any of those units was exhausting
through the common stack.

8.1.2 If NO, emissionrateis
measured at a common stack and hest
input is measured at the unit level, sum
the hourly heat inputs at the unit level
according to the following formula:

(Eq. F-25)
where:

Hls = Hourly average heat input rate for
hour h for the units at the common stack,
mmBtu/hr.

tes = Common stack operating time for
hour h, in hours or fraction of an hour (in
equa increments that can range from one
hundredth to one quarter of an hour, at
the option of the owner or operator)(e.g.,
total time when any of the units which
exhaust through the common stack are
operating).

HI, = Hourly average heat input rate for
hour h for the unit, mmBtu/hr.

t, = Unit operating time for hour h, in
hours or fraction of an hour (in equa
increments that can range from one
hundredth to one quarter of an hour, at
the option of the owner or operator).

Use the hourly heat input rate at the
common stack level and the hourly
average NO, emission rate at the
common stack level and the procedures
in section 8.1.1 of this appendix to

determine the hourly NO, mass
emissions at the common stack.

8.1.3 If aunit has multiple ducts
and NO, emission rate is only measured
at one duct, use the NO, emission rate
measured at the duct, the heat input
measured for the unit, and the procedures
in section 8.1.1 of this appendix to
determine NO, mass emissions.

8.1.4 If aunit has multiple ducts
and NO, emission rate is measured in
each duct, heat input shall also be
measured in each duct and the
proceduresin section 8.1.1 of this
appendix shall be used to determine NO,
mass emissions.

8.2 If aunit calculates NO, mass
emissions using a NO, concentration
monitoring system and a flow monitoring
system, calculate hourly NO, mass rate
during unit (or stack) operation, in Ib/hr,
using Equation F-1 or F-2 in this
appendix (as applicable to the moisture
basis of the monitors). When using
Equation F-1 or F-2, replace “SO," with
“NO,” and replace the value of K with
1.194 x 107 (Ib NO, /scf)/ppm. (Include
bias-adjusted flow rate or NO,
concentration values, where the bias-test
procedures in appendix A to this part
shows a bias-adjustment factor is
necessary.)

8.3 If aunit calculates NO, mass
emissions using a NO, concentration
monitoring system and a flow monitoring
system, calculate NO, mass emissions
for the hour (Ib) by multiplying the
hourly NO, mass emission rate during
unit operation (Ib/hr) by the unit
operating time during the hour, as
follows:

IVI(NoX)h = E t
(Eq. F-26)
Where:
Muogyn = NO, massemissionsin Ibs
for the hour.

E, = Hourly NOx mass emission rate
during unit (or stack) operation, Ib/hr,
from section 8.2 of this appendix.
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t, = Monitoring location operating time
for hour h, in hours or fraction of an hour
(in equal increments that can range from
one hundredth to one quarter of an hour,
at the option of the owner or operator). If
the NO, mass emission rate is monitored
for al of the unitsin a common stack, the
monitoring location operating timeis
equal to the total time when any of those
units was exhausting through the
common stack.

8.4 Usethefollowing procedures to
calculate quarterly, cumulative ozone
season, and cumulative yearly NO, mass
emissions, in tons:

>
M
= (N0

M =
2000

(Nox)time period

(Eq. F-27)

Where:

M (nowytime period = NOy Mass emissionsin
tons for the given time period (quarter,
cumul ative ozone season, cumulative
year-to-date).

Muogn = NO, massemissionsin Ibs
for the hour.

p = The number of hoursin the given
time period (quarter, cumulative ozone
season, cumul ative year-to-date).

8.5 Specific provisions for monitoring
NO, mass emissions from common
stacks.

The owner or operator of aunit utilizing
acommon stack may account for NO,
mass emissions using either of the
following methodologies, if the
provisions of subpart H are adopted as
requirements of a State or federal NO,
mass reduction program:

8.5.1 The owner or operator may
determine both NO, emission rate and
heat input at the common stack and use
the proceduresin section 8.1.1 of this
appendix to determine hourly NO, mass
emissions at the common stack.

8.5.2 The owner or operator may
determine the NO, emission rate at the
common stack and the heat input at each
of the units and use the proceduresin



section 8.1.2 of this appendix to
determine the hourly NO, mass
emissions at each unit.

Appendix G to Part 75--Deter mination
of CO, Emissions

1. Applicability

The procedures in this appendix may
be used to estimate CO, mass emissions
discharged to the atmosphere (in
tong/day) as the sum of CO, emissions
from combustion and, if applicable, CO,
emissions from sorbent used in awet flue
gas desulfurization control system,
fluidized bed boiler, or other emission
controls.

2. Proceduresfor Estimating CO,
Emissions from Combustion

Use the following procedures to
estimate daily CO, mass emissions from
the combustion of fossil fuels. The
optional procedure in section 2.3 of this
appendix may also be used for an
affected gas-fired unit. For an affected
unit that combusts any nonfossil fuels
(e.g., bark, wood, residue, or refuse),
either use a CO, continuous emission
monitoring system or apply to the
Administrator for approva of a
unit-specific method for determining CO,
emissions.

2.1 Usethefollowing equation to
calculate daily CO, mass emissions (in
tons/day) from the combustion of fossil
fuels. Where fuel flow ismeasuredin a
common pipe header (i.e., a pipe carrying
fuel for multiple units), the owner or
operator may use the proceduresin
section 2.1.2 of appendix D of this part
for combining or apportioning emissions,
except that the term "SO, mass
emissions" is replaced with the term
"CO, mass emissions.”

(MW, + MW,,) x W
W. =
02 2,000 MW,

(Eq. G-1)

Where:

W, = CO, emitted from combustion,
tong/day.

MW, = Molecular weight of carbon

(12.0).

Mw,, = Molecular weight of oxygen

(32.0)

W, = Carbon burned, Ib/day, determined
using fuel sampling and analysis and
fuel feed rates. Collect at least one
fuel sample during each week that
the unit combusts coa , one sample
per each shipment or delivery for ail
and diesel fuel, one fuel samplefor
each delivery for gaseous fuel in lots,
one sample per day or per hour (as
applicable) for each gaseous fuel that
isrequired to be sampled daily or
hourly for gross caorific value under
section 2.3.5.6 of appendix D to this
part, and one sample per month for
each gaseous fuel that is required to
be sampled monthly for gross
calorific value under section 2.3.4.1
or 2.3.4.2 of appendix D to this part.
Collect coal samples from alocation
in the fuel handling system that
provides a sample representative of
the fuel bunkered or consumed
during the week. Determine the
carbon content of each fuel sampling
using one of the following methods:
ASTM D3178-89 or ASTM 5373-93
for coal; ASTM D5291-92 "Standard
Test Methods for Instrumental
Determination of Carbon, Hydrogen,
and Nitrogen in Petroleum Products
and Lubricants," ultimate analysis of
oil, or computations based upon
ASTM D3238-90 and either ASTM
D2502-87 or ASTM D2503-82
(Reapproved 1987) for ail; and
computations based on ASTM
D1945-91 or ASTM D1946-90 for
gas. Usedaily fud feed rates from
company records for dl fuels and the
carbon content of the most recent
fuel sample under this section to
determine tons of carbon per day
from combustion of each fuel. (All
ASTM methods are incorporated by
reference under § 75.6.) Where more
than one fuel is combusted during a
calendar day, caculate total tons of
carbon for the day from all fuels.

2.2 For an affected cod-fired unit,
the estimate of daily CO, mass emissions
given by equation G-1 may be adjusted to
account for carbon retained in the ash
using the proceduresin either section
2.2.1 through 2.2.3 or section 2.2.4 of
this appendix.
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2.2.1 Determine the ash content of
the weekly sample of coa using ASTM
D3174-89 " Standard Test Method for
Ashinthe Analysis Sample of Coa and
Coke From Coal" (incorporated by
reference under § 75.6 of this part).

2.2.2 Sample and analyze the carbon
content of the fly-ash according to ASTM
D3178-89, "Standard Test Methods for
Carbon and Hydrogen in the Analysis
Sample of Coal and Coke" (incorporated
by reference under § 75.6 of this part).

2.2.3 Discount the estimate of daily
CO, mass emissions from the
combustion of coa given by equation
G-1 by the percent carbon retained in the
ash using the following equation:

MWeoa | [ A% C %
WNcochoz'[ MW, 100 )\ 100 Weonr

(Eq. G-2)

where,

Wycoz = Net CO, mass emissions
discharged to the atmosphere,
tong/day.

W, = Daily CO, mass emissions
calculated by equation G-1, tons/day.

MW, = Molecular weight of carbon
dioxide (44.0).

MW, = Molecular weight of carbon

(12.0).

A% = Ash content of the coal sample,
percent by weight.

C% = Carbon content of ash, percent by
weight.

Woa. = Feed rate of coa from company
records, tons/day.

2.2.4 The daily CO, mass emissions
from combusting coal may be adjusted to
account for carbon retained in the ash
using the following equation:

W,

ncoz = 99 Weos

(Eq. G-3)

where,

Wyco2 = Net CO, mass emissions from

the
combustion of coal discharged to the
atmosphere, tons/day.

.99 = Average fraction of coa converted
into CO, upon combustion.



WCO, = Daily CO, mass emissions from
the combustion of cod calculated by
equation G-1, tong/day.

X 2.3 Inlieu of using the procedures,
methods, and equations in section 2.1 of
this appendix, the owner or operator of an
affected gas-fired unit as defined under
§72.2 of this chapter may usethe
following equation and records of hourly
heat input to estimate hourly CO, mass
emissions (in tons).

W, - F.x Hx U, x MWC02
2 2000

(Eq. G-4)

Where:

WCO, = CO, emitted from combustion,
tong/hr.

Fc = Carbon based F-factor, 1040
scf/mmBtu for natural gas; 1,240
scf/mmBtu for crude, residual, or
distillate oil; and calculated
according to the proceduresin
section 3.3.5 of appendix F to this
part for other gaseous fuels.

H = Hourly heat input in mmBtu, as
calculated using the proceduresin
section 5 of appendix F of this part.

U; = 1/385 scf CO2/Ib-mole at 14.7 psia
and 68 °F.

3. Proceduresfor Estimating CO,
Emissions from Sorbent

When the affected unit has awet flue
gas desulfurization system, isafluidized
bed boiler, or uses other emission
controls with sorbent injection, use either
a CO, continuous emission monitoring
system or an O, monitor and a flow
monitor, or use the procedures, methods,
and equations in sections 3.1 through 3.2
of this appendix to determine daily CO,
mass emissions from the sorbent (in
tons).

3.1 When limestone is the sorbent
material, use the equations and
proceduresin either section 3.1.1 or 3.1.2
of this appendix.

3.1.1 Usethe following equation to
estimate daily CO, mass emissions from
sorbent (in tons).

SE. - W Fo o,
CO, CaCO4 u chacoe
(Eq. G-5)
where,
SE.., = CO, emitted from sorbent,
tong/day.

Wacos = CaCO, used, tons/day.

F, = 1.00, the calcium to sulfur
stoichiometric ratio.

MW, = Molecular weight of carbon
dioxide (44).

MW 03 = Molecular weight of calcium
carbonate (100).

3.1.2 Inlieu of using equation G-5,
any owner or operator who operates and
maintains a certified SO,-diluent
continuous emission monitoring system
(consisting of an SO, pollutant
concentration monitor and an O, or CO,
diluent gas monitor), for measuring and
recording SO, emission rate (in
Ib/mmBtu) at the outlet to the emission
controls and who uses the applicable
procedures, methods, and equationsin
8 75.15 of this part to estimate the SO,
emissions removal efficiency of the
emission controls, may use the following
equations to estimate daily CO, mass
emissions from sorbent (in tons).

F We, MW,
u

2 2000 MWq,

(Eq. G-6)

where,

SE.., = CO, emitted from sorbent,
tong/day.

MW o, = Molecular weight of carbon
dioxide (44).

MWq, = Molecular weight of sulfur
dioxide (64).

Wy, = Sulfur dioxide removed, Ib/day,
as
calculated below using Eq. G-7.
F, = 1.0, the calcium to sulfur
stoichiometric ratio.

and

% R
W, =0, —2~
0, % (100 - % R)
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(Ea. G-7)

where:

WSO, = Weight of sulfur dioxide
removed, Ib/day.

SO,, = SO, mass emissions monitored at
the outlet, Ib/day, as calculated using
the equations and proceduresin
section 2 of appendix F of this part.

%R = Overall percentage SO, emissions
removal efficiency, calculated using
equations 1 through 7 in § 75.15
using daily instead of annual average
emission rates.

3.2 When a sorbent material other
than limestone is used, modify the
equations, methods, and proceduresin
Section 3.1 of this appendix as followsto
estimate daily CO, mass emissions from
sorbent (in tons).

3.2.1 Determine a site-specific value
for F,, defined as the ratio of the number
of moles of CO, released upon capture of
one mole of SO,, using methods and
procedures satisfactory to the
Administrator. Use this value of F,
(instead of 1.0) in either equation G-5 or
equation G-6.

3.2.2 When using equation G-5,
replace MW o3, the molecular weight
of calcium carbonate, with the molecular
weight of the sorbent material that
participates in the reaction to capture SO,
and that releases CO,, and replace
Wacos the amount of calcium carbonate
used (in tons/day), with the amount of
sorbent material used (in tons/day).

4. Proceduresfor Estimating Total
CO, Emissions

When the affected unit has awet flue
gas desulfurization system, isafluidized
bed boiler, or uses other emission
controls with sorbent injection, use the
following equation to obtain total daily
CO, mass emissions (in tons) as the sum
of combustion- related emissions and
sorbent-related emissions.

Wi=Weop +SEcop

(Eq. G-8)

where,

W, = Estimated total CO, mass
emissions, tons/day.



W, = CO, emitted from fuel
combustion, tons/day.

SE.., = CO, emitted from sorbent,
tong/day.

5. Missing Data Substitution
Proceduresfor Fuel Analytical Data

Use the following procedures to
substitute for missing fuel analytical data
used to calculate CO, mass emissions
under this appendix.

5.1 Missing Carbon Content Data Prior
to 4/1/2000

Prior to April 1, 2000, follow either
the procedures of this section or the
procedures of section 5.2 of this appendix
to substitute for missing carbon content
data. On and after April 1, 2000, use the
procedures of section 5.2 of this appendix
to substitute for missing carbon content
data, not the procedures of this section.

5.1.1 Most Recent Previous Data

Substitute the most recent, previous
carbon content value available for that
fuel type (gas, ail, or cod) of the same
grade (for ail) or rank (for coa). Tothe
extent practicable, use a carbon content
value from the same fuel supply. Where
no previous carbon content data are
available for a particular fud type or rank
of coal, substitute the default carbon
content from Table G-1 of this appendix.

5.1.2 [Reserved]

5.2 Missing Carbon Content Data On
and After 4/1/2000

Prior to April 1, 2000, follow either
the procedures of this section or the
procedures of section 5.1 of this appendix
to substitute for missing carbon content
data. On and after April 1, 2000, use the
procedures of this section to substitute for
missing carbon content data.

5.2.1 Inall cases(i.e., for weekly
coal samples or composite oil samples
from continuous sampling, for oil

samples taken from the storage tank after
transfer of anew dedlivery of fud, for as-
delivered samples of ail, diesdl fuel, or
gaseous fuel delivered in lots, and for
gaseous fuel that is supplied by a
pipeline and sampled monthly, daily or
hourly for gross calorific value) when
carbon content datais missing, report the
appropriate default value from Table G-1.

5.2.2 Themissing datavaluesin
Table G-1 shall be reported whenever the
results of arequired sample of fuel
carbon content are either missing or
invalid. The substitute data value shall
be used until the next valid carbon
content sampleis obtained.

5.3 Gross Calorific Value Data

For a gas-fired unit using the
procedures of section 2.3 of this appendix
to determine CO, emissions, substitute
for missing gross cd orific value data
used to calculate heat input by following
the missing data procedures for gross
caorific value in section 2.4 of appendix
D to this part.

TABLE G-1. -- MISSING DATA SUBSTITUTION PROCEDURES FOR MISSING CARBON CONTENT DATA

Parameter Sampling technique/frequency Missing data value
Qil and coa All oil and coal samples, prior to April 1, 2000 Most recent, previous carbon content value available
carbon content for that grade of oil, or default value, in thistable
Gas carbon All gaseous fuel samples, prior to April 1, 2000. Most recent, previous carbon content value available
content for that type of gaseous fudl, or default value, in this tabl el
Default coa Anthracite: 90.0 percent
carbon content All , on and after April 1, 2000
Bituminous: 85.0 percent
Subbituminoug/Lignite: 75.0 percent
Default oil
carbon content All, on and after April 1, 2000 90.0 percent
Default gas Natural gas: 75.0 percent
carbon content All, on and after April 1, 2000
Other gaseous fuels: 90.0 percent
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